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1INTRODUCTION

This Application Manual is an important component of your b maXX system; this means 
that you must thoroughly read this document, not least to ensure your own safety.

In this chapter, we will describe the first steps that you should carry out after getting this 
unit. We will define terms that are used in this documentation on a consistent basis and 
will inform you about the responsibilities you must consider when using this system.

1.1 First Steps

The Bus Terminal System

Currently, the input/output signals are wired locally at fieldbus devices and centrally at 
programmable control devices. The manufacturer-specific fieldbus devices with fixed in-
put/output configuration and design that are currently available often make it necessary 
to install an entire group of devices with similar functionality. 

This costly method of signal acquisition gives rise to high material, installation, planning 
and documentation costs as well as high costs for subsequent modification or expansion. 
Inventory management and service staff are put under unnecessary strain.

Flexible and stable

The Baumueller Bus Terminal is an open and fieldbus-neutral periphery concept consist-
ing of electronic terminal blocks. The head of an electronic terminal block is the Bus Cou-
pler with the interface to the fieldbus. 

1.2 Terms Used

In this documentation, we will also refer to Baumüller's "CANopen Bus Coupler" product 
as „CK0000", or "plug-in module". 
5
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Terms Used1.2
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2BASIC SAFETY INSTRUCTIONS

We have designed and manufactured each Baumüller module in accordance with the 
strictest safety regulations. Despite this, working with the module can be dangerous for 
you. 

In this chapter, we will describe the risks that can occur when working with a Baumüller 
module. Risks are illustrated by icons. All the symbols that are used in this documentation 
are listed and explained.

In this chapter, we cannot explain how you can protect yourself from specific risks in in-
dividual cases. This chapter contains only general protective measures. We will go into 
concrete protective measures in subsequent chapters directly after information about the 
individual risk.

2.1 Hazard information and instructions

Hazards are always divided into three danger classifications. Each danger classification 
is identified by one of the following words:

DANGER 

m Considerable damage to property   m Serious personal injury   m Death will occur

WARNING 

m Considerable damage to property   m Serious personal injury   m Death can occur

CAUTION 

m Damage to property   m Slight to medium personal injury can occur

Hazard information will show you the dangers, that can lead to injuries or even to death.

Always follow the hazard information given in this document. 
7
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Hazard information and instructions2.1
2.1.1 Structure of hazard information

The following two examples show how hazard information is structured in principle. A tri-
angle is used to warn you about danger to living things. If there is no triangle, the hazard 
information refers exclusively to damage to property.

The text next to the icons is structured as follows:

A triangle indicates that there is danger to living things. 
The color of the border shows how severe the hazard is: the darker the color, the more severe 
the hazard is.

The icon in the rectangle represents the hazard. 
The color of the border shows how severe the hazard is: the darker the color, the more severe 
the hazard is.

The icon in the circle represents an instruction. Users must follow this instruction. 
(The circle is shown dashed, since an instruction is not available as an icon for each hazard 
advisory).

The circle shows that there is a risk of damage to property.

The icon in the rectangle represents the hazard. 
The color of the border shows how severe the hazard is: the darker the color, the more severe 
the hazard is. (The rectangle is shown dashed, since the danger is not represented as an icon 
with every hazard advisory)

THE SIGNAL WORD IS HERE THAT SHOWS THE DEGREE OF RISK
Here we indicate whether one or more of the results below occurs if you do not observe this 
warning.
m Here, we describe the possible results. The worst result is always at the extreme right.

Here, we describe the hazard.

Here, we describe what you can do to avoid the hazard.
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Basic Safety Instructions 2

2.1.2 Hazard advisories that are used

If a signal word is preceded by one of the following danger signs:  or  or , the 
safety information refers to injury to people.

If a signal word is preceded by a round danger sign: , the safety information refers to 
damage to property.

2.1.2.1 Hazard advisories about injuries to people

To be able to differentiate visually, we use a separate border for each class of hazard in-
formation with the triangular and rectangular pictograms.

For danger classification DANGER, we use the  danger sign. The following hazard in-
formation of this danger classification is used in this documentation.

For danger classification WARNING, we use the  danger sign. The following hazard 
information of this danger classification is used in this documentation.

For danger classification CAUTION, we use the  danger sign. The following hazard 
information of this danger classification is used in this documentation.

DANGER 
The following will occur, if you do not observe this danger information:
m serious personal injury     m death

Danger from: electricity. The hazard may be described in more detail here.

Here, we describe what you can do to avoid the hazard.

DANGER 
The following will occur, if you do not observe this danger information:
m serious personal injury     m death

Danger from: mechanical effects. The hazard may be described in more detail here.

Here, we describe what you can do to avoid the hazard.

WARNING
The following may occur, if you do not observe this warning information:
m serious personal injury     m death

Danger from: electricity.The hazard may be described in more detail here.

Here, we describe what you can do to avoid the hazard.
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Hazard information and instructions2.1
2.1.2.2 Hazard advisories about damage to property

If a signal word is preceded by a round danger sign: , the safety information refers to 
damage to property.

2.1.2.3 Instruction signs that are used

CAUTION
The following may occur, if you do not observe this caution information:
m minor to medium personal injury.

Danger from: sharp edges. The hazard may be described in more detail here.

Here, we describe what you can do to avoid the hazard.

CAUTION
The following may occur, if you do not observe this danger information:
m environmental pollution.

Danger from: incorrect disposal. The hazard may be described in more detail here.

Here, we describe what you can do to avoid the hazard.

CAUTION
The following may occur, if you do not observe this caution information:
m property damage.

Danger from: electrostatic discharge. The hazard may be described in more detail here.

Here, we describe what you can do to avoid the hazard.

wear safety gloves

wear safety shoes
Application Manual CANopen Bus Coupler CK0000
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Basic Safety Instructions 2

2.2 Information signs

2.3 Legal information

This documentation is intended for technically qualified personnel that has been specially 
trained and is completely familiar with all warnings and maintenance measures. 

The equipment is manufactured to the state of the art and is safe in operation. It can be 
put into operation and function without problems if you ensure that the information in the 
documentation is complied with.

Operators are responsible for carrying out servicing and commissioning in accordance 
with the safety regulations, applicable standards and any and all other relevant national 
or local regulations with regard to cable rating and protection, grounding, isolators, over-
current protection, etc.

Operators are legally responsible for any damage that occurs during assembly or connec-
tion.

2.4 Appropriate Use

You must always use the module appropriately. Some important information is listed be-
low. The information below should give you an idea of what is meant by appropriate use 
of the module. The information below has no claim to being complete; always observe all 
the information that is given in these operating instructions.
m Configure the application such that the module is always operating within its specifica-

tions.
m Ensure that only qualified personnel works with this module.
m Install the module as specified in this documentation.
m Ensure that connections always comply with the stipulated specifications.
m Operate the module only when it is in technically perfect condition.
m Always operate the module in an environment that is specified in the technical data.
m Always operate the module in a standard condition.  

For safety reasons, you must not make any changes to the module.
m Observe all the information on this topic if you intend to store the module.

You will be using the module in an appropriate way if you observe all the comments and 
information in these operating instructions.

NOTE
This indicates particularly important information.
Application Manual CANopen Bus Coupler CK0000
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Inappropriate Use2.5
2.5 Inappropriate Use

Below, we will list some examples of inappropriate use. The information below should 
give you an idea of what is meant by inappropriate use of the module. We cannot, how-
ever, list all possible cases of inappropriate use here. Any and all applications in which 
you ignore the information in this documentation are inappropriate; particularly, in the fol-
lowing cases:
m You ignored information in these operating instructions.
m You did not use the module as intended.
n You handled the module as follows

m you mounted it incorrectly,
m you connected it incorrectly,
m you commissioned it incorrectly,
m you operated it incorrectly,
m you allowed non-qualified or insufficiently qualified personnel to mount the module, 

commission it and operate it,
m you overloaded it,
n You operated the module

m with defective safety devices,
m with incorrectly mounted guards or without guards at all,
m with non-functional safety devices and guards
m outside the specified environmental operating conditions

m You modified the module without written permission from Baumüller Nürnberg GmbH.
m You ignored the maintenance instructions in the component descriptions.
m You incorrectly combined the module with third-party products.
m You combined the b maXX system with faulty and/or incorrectly documented third-par-

ty products.
m Your self-written PLC software contains programming errors that lead to a malfunction.

Version 1.1 of Baumüller Nürnberg GmbH's General Conditions of Sale and Conditions 
of Delivery dated 2/15/02 or the respective latest version applies in all cases. These will 
have been available to you since the conclusion of the contract at the latest.

2.6 Protective equipment

In transit, the modules are protected by their packaging. Do not remove the module from 
its packaging until just before you intend to mount it.

The housing of the module provides IP20 protection to the modules from dirt and damage 
due to static discharges from contact. This means that you never use a module with dam-
aged housing.
Application Manual CANopen Bus Coupler CK0000
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Basic Safety Instructions 2

2.7 Personnel training

Qualified personnel (specialists) are defined as follows:

Qualified Person-
nel

Electrical engineers and electricians of the customer or of third parties who are authorized 
by Baumüller Nürnberg GmbH and who have been trained in installing and commission-
ing Baumüller b maXX systems and who are authorized to commission, ground and mark 
circuits and equipment in accordance with recognized safety standards.

Qualified personnel has been trained or instructed in accordance with recognized safety 
standards in the care and use of appropriate safety equipment.

Requirements of 
the operating staff

The b maXX system may only be operated by persons who have been trained and are 
authorized.

Only trained personnel are allowed to eliminate disturbances, carry out preventive main-
tenance, cleaning, maintenance and to replace parts. These persons must be familiar 
with the Operating Instructions and act in accordance with them.

Commissioning and instruction must only be carried out by qualified personnel.

2.8 Safety measures in normal operation

h At the b maXX systems' place of installation, observe the applicable safety regulations 
for the plant in which this unit is installed.

h Provide the b maXX system with additional monitoring and protective equipment if the 
safety regulations demand this.

h Observe the safety measures for the unit in which the module is installed.

2.9 Responsibility and liability

To be able to work with this module in accordance with the safety requirements, you must 
be familiar with and observe the hazard information and safety instructions in this docu-
mentation.

2.9.1 Observing the hazard information and safety instructions

In these operating instructions, we use visually consistent safety instructions that are in-
tended to prevent injury to people or damage to property.

WARNING
The following may occur, if you do not observe this warning information:
m serious personal injury     m death

Only qualified personnel are allowed to mount, install, operate and maintain equipment 
made by Baumüller Baumüller Nürnberg GmbH.
Application Manual CANopen Bus Coupler CK0000
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Responsibility and liability2.9
.

2.9.2 Danger arising from using this module

The CANopen Bus Coupler has been developed and manufactured to the state of the art 
and complies with applicable guidelines and standards. It is still possible that hazards can 
arise during use. For an overview of possible hazards, refer to the chapter entitled ZBasic
Safety Instructions– from page 7 onward.  
We will also warn you of acute hazards at the appropriate locations in this documentation.

2.9.3 Warranty and Liability

All the information in this documentation is non-binding customer information; it is subject 
to ongoing further development and is updated on a continuous basis by our permanent 
change management system.

Warranty and liability claims against Baumüller Nürnberg GmbH are excluded; this ap-
plies in particular if one or more of the causes listed in ZInappropriate Use– from page 
12 onward or below caused the fault:
m Disaster due to the influence of foreign bodies or force majeure.

WARNING
The following may occur, if you do not observe this warning information:
m serious personal injury     m death

Any and all persons who work on and with Series b maXX units must always have available 
these Operating Instructions and must observe the instructions and information they contain 
– this applies in particular to the safety instructions.

Apart from this, any and all persons who work on this unit must be familiar with and observe 
all the rules and regulations that apply at the place of use.
Application Manual CANopen Bus Coupler CK0000
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3CANOPEN INTRODUCTION

3.1 Product

CANopen is a widely used CAN application layer, developed by the CAN in Automation 
association (CiA, http://www.can-cia.org), which has meanwhile been adopted for inter-
national standardization.

3.1.1 Device Model

CANopen consists of the protocol definitions (communication profile) and of the device 
profiles that standardize the data contents for the various device classes. Process data 
objects (PDO) are used for fast communication of input and output data. The CANopen 
device parameters and process data are stored in a structured object directory. Any data 
in this object directory is accessed via service data objects (SDO). There are, additionally, 
a few special objects (such as telegram types) for network management (NMT), synchro-
nization, error messages and so on.

Figure 1: Communication
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Product3.1
3.1.2 Communication Types

CANopen defines a number of communication classes for the input and output data (pro-
cess data objects):
m Event driven: Telegrams are sent as soon as their contents have changed. This means 

that the process image as a whole is not continuously transmitted, only its changes. 
m Cyclic synchronous: A SYNC telegram causes the modules to accept the output data 

that was previously received, and to send new input data. 
m Requested: A CAN data request telegram causes the modules to send their input data. 

The desired communication type is set by the Transmission Type parameter.

3.1.3 Device Profile

The Baumueller CANopen bus coupler support all types of I/O communication, and cor-
respond to the device profile for digital and analog input/output modules (DS401 Version 
1). For reasons of backwards compatibility, the default mapping was not adapted to the 
DS401 V2 profile version.

3.1.4 Transmission Rates

Nine transmission rates from 10 kbaud up to 1 Mbaud are available for different bus 
lengths. The effective utilisation of the bus bandwidth allows CANopen to achieve short 
system reaction times at relatively low data rates.

3.1.5 Topology

CAN is based on a linear topology. The number of devices participating in each network 
is logically limited by CANopen to 128, but physically the present generation of drivers 
allows up to 32 nodes in one network segment. The maximum possible size of the net-
work for any particular data rate is limited by the signal transit time required on the bus 
medium. For 1 Mbaud, for instance, the network may extend 25 m, whereas at 50 kbaud 
the network may reach up to 1000 m. At low data rates the size of the network can be 
increased by repeaters, which also allow the construction of tree structures.

3.1.6 Bus access procedures

CAN utilizes the Carrier Sense Multiple Access (CSMA) procedure, i.e. all participating 
devices have the same right of access to the bus and may access it as soon as it is free 
(multi-master bus access). The exchange of messages is thus not device-oriented but 
message-oriented. This means that every message is unambiguously marked with a pri-
oritized identifier. In order to avoid collisions on the bus when messages are sent by dif-
ferent devices, a bit-wise bus arbitration is carried out at the start of the data transmission. 
The bus arbitration assigns bus bandwidth to the messages in the sequence of their pri-
ority. At the end of the arbitration phase only one bus device occupies the bus, collisions 
are avoided and the bandwidth is optimally exploited.

3.1.7 Configuration and parameterisation

The configuration software ProMaster is available for configuration and parameterization.
Application Manual CANopen Bus Coupler CK0000
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CANopen Introduction 3

3.2 The Bus Terminal System

3.2.1 Up to 64 Bus Terminals each having 2 I/O channels for each signal form

The Bus Terminal system is the universal interface between a fieldbus system and the 
sensor / actuator level. A unit consists of a Bus Coupler as the head station, and up to 64 
electronic series terminals, the last one being an end terminal. For each technical signal 
form, terminals are available each having two I/O channels, and these can be mixed in 
any order. All the terminal types have the same mechanical construction, so that difficul-
ties of planning and design are minimised. The height and depth match the dimensions 
of compact terminal boxes.

3.2.2 Decentralised wiring of each I/O level

Fieldbus technology allows more compact forms of controller to be used. The I/O level 
does not have to be brought to the controller. The sensors and actuators can be wired 
decentrally, using minimum cable lengths. The controller can be installed at any location 
within the plant.

3.2.3 Assembly on standardised C mounting rails

The easy, space-saving, assembly on a standardised C-rail, and the direct wiring of ac-
tuators and sensors, without cross-connections between the terminals, standardises the 
installation. The consistent labelling scheme also contributes.

The small physical size and the great flexibility of the Bus Terminal system allows it to be 
used wherever a series terminal is also used. Every type of connection, such as analog, 
digital or the direct connection of sensors can be implemented.

3.2.4 Modularity

The modular assembly of the terminal strip with Bus Terminals of various functions limits 
the number of unused channels to a maximum of one per function. The presence of two 
channels in one terminal is the optimum compromise of unused channels and the cost of 
each channel. The possibility of electrical isolation through potential feed terminals also 
helps to keep the number of unused channels low.

3.2.5 Display of the channel state

The integrated LEDs show the state of the channel at a location close to the sensors and 
actuators.

3.2.6 I/O-Bus

The I/O-Bus is the data path within a terminal strip. The I/O-Bus is led through from the 
Bus Coupler through all the terminals via six contacts on the terminals’ side walls. The 
end terminal terminates the I/O-Bus. The user does not have to learn anything about the 
function of the I/O-Bus or about the internal workings of the terminals and the Bus Cou-
pler. The configuration software ProMaster makes project planning, configuration and op-
eration easy.
Application Manual CANopen Bus Coupler CK0000
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The Bus Terminal System3.2
3.2.7 Potential feed terminals for isolated groups

The operating voltage is passed on to following terminals via three power contacts. You 
can divide the terminal strip into arbitrary isolated groups by means of potential feed ter-
minals. The potential feed terminals play no part in the control of the terminals, and can 
be inserted at any locations within the terminal strip.

Up to 64 terminals can be used within one terminal strip. This count does include potential 
feed terminals, but not the end terminal.

3.2.8 Bus Couplers for various fieldbus systems

The bus coupler performs all the monitoring and control tasks that are necessary for op-
eration of the connected Bus Terminals. The operation and configuration of the Bus Ter-
minals is carried out exclusively by the Bus Coupler. Nevertheless, the parameters that 
have been set are stored in each Bus Terminal, and are retained in the event of voltage 
drop-out. Fieldbus, I/O-Bus and I/O level are electrically isolated.

If the exchange of data over the fieldbus is prone to errors or fails for a period of time, 
register contents (such as counter states) are retained, digital outputs are cleared, and 
analog outputs take a value that can be configured for each output when commissioning. 
The default setting for analog outputs is 0 V or 0 mA. Digital outputs return in the inactive 
state. The timeout periods for the Bus Coupler correspond to the usual settings for the 
fieldbus system. 

3.2.9 The interfaces

A Bus Coupler has six different methods of connection. These interfaces are designed as 
plug connectors and as spring-loaded terminals.
Application Manual CANopen Bus Coupler CK0000
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4ASSEMBLY AND INSTALLATION

4.1 Mounting

4.1.1 Dimensions

The system of the Baumueller Bus Terminals is characterized by low physical volume and 
high modularity. When planning a project it must be assumed that at least one Bus Cou-
pler and a number of Bus Terminals will be used. 

Figure 2: Dimensions 

The total width in practical cases is composed of the width of the Bus Coupler with the 
EK0000 Bus End Terminal and the width of the Bus Terminals in use. Depending on func-
tion, the Bus Terminals are 12 or 24 mm wide. The front wiring increases the total height 
of 68 mm by about 5 to 10 mm, depending on the wire thickness.
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Mounting4.1
4.1.2 Installation

The Bus Coupler and all the Bus Terminals can be clipped, with a light press, onto a 
35 mm mounting rail. A locking mechanism prevents the individual housings from being 
pulled off again. For removal from the mounting rail the orange colored tension strap re-
leases the latching mechanism, allowing the housing to be pulled off the rail without any 
force.

Figure 3:

Up to 64 Bus Terminals can be attached to the Bus Coupler on the right hand side. When 
plugging the components together, be sure to assemble the housings with groove and 
tongue against each other. A properly working connection can not be made by pushing 
the housings together on the mounting rail. When correctly assembled, no significant gap 
can be seen between the attached housings.

Figure 4:
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Assembly and Installation 4
The right hand part of the Bus Coupler can be compared to a Bus Terminal. Eight con-
nections at the top enable the connection with solid or fine wires from 0.08 mm² to 
2.5 mm². The connection is implemented with the aid of a spring device. The spring-load-
ed terminal is opened with a screwdriver or rod, by exerting gentle pressure in the open-
ing above the terminal. The wire can be inserted into the terminal without any force. The 
terminal closes automatically when the pressure is released, holding the wire securely 
and permanently.

4.1.3 Installation of Bus Terminals on C mounting rails

Assembly

The Bus Coupler and Bus Terminals are attached to commercially available 35 mm C 
mounting rails (EN 50022) by applying slight pressure:
1 First attach the Fieldbus Coupler to the mounting rail. 
2 The Bus Terminals are now attached on the right-hand side of the Fieldbus Coupler. 

Join the components with tongue and groove and push the terminals against the 
mounting rail, until the lock clicks onto the mounting rail.  
If the Terminals are clipped onto the mounting rail first and then pushed together with-
out tongue and groove, the connection will not be operational! When correctly assem-
bled, no significant gap should be visible between the housings. 

During the installation of the Bus Terminals, the locking mechanism of the terminals must 
not come into conflict with the fixing bolts of the mounting rail.

CAUTION
The following may occur, if you do not observe this caution information:
m property damage.

Danger from: electrostatic discharge. The terminals may get destroyed electrically if they 
are plugged in under power. 

Insertion and removal of Bus Terminals is only permitted when switched off. The electronics 
in the Bus Terminals and in the Bus Coupler are protected to a large measure against dam-
age, but incorrect function and damage cannot be ruled out if they are plugged in under pow-
er.

WARNING
The following may occur, if you do not observe this warning information:
m serious personal injury     m death

Danger from: electricity. The Bus Terminals and the vicinity of the control cabinet may carry 
dangerous voltages.

Bring the bus system into a safe, powered down state before starting installation, disassembly 
or wiring of the Bus Terminals!
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Mounting4.1
Disassembly 

Each terminal is secured by a lock on the mounting rail, which must be released for dis-
assembly:
1 Carefully pull the orange-colored lug approximately 1 cm out of the disassembled ter-

minal, until it protrudes loosely. The lock with the mounting rail is now released for this 
terminal, and the terminal can be pulled from the mounting rail without excessive force. 

2 Grasp the released terminal with thumb and index finger simultaneous at the upper and 
lower grooved housing surfaces and pull the terminal away from the mounting rail. 

Connections within a bus terminal block

The electric connections between the Bus Coupler and the Bus Terminals are automati-
cally realised by joining the components:
m The six spring contacts of the I/O-Bus deal with the transfer of the data and the supply 

of the Bus Terminal electronics. 
m The power contacts deal with the supply for the field electronics and thus represent a 

supply rail within the bus terminal block. The power contacts are supplied via terminals 
on the Bus Coupler. 

PE power contact

The power contact labeled PE can be used as a protective earth. For safety reasons this 
contact mates first when plugging together, and can ground short-circuit currents of up to 
125 A.

The PE power contact must not be used for other potentials!

NOTE
During the design of a bus terminal block, the pin assignment of the individual Bus Terminals 
must be taken account of, since some types (e.g. analog Bus Terminals or digital 4-channel 
Bus Terminals) do not or not fully loop through the power contacts.

Power Feed Terminals (ES0000) interrupt the power contacts and thus represent the start of 
a new supply rail.

CAUTION
The following may occur, if you do not observe this caution information:
m property damage.

Danger from: electrostatic discharge. The terminals may get destroyed electrically if they 
are not disconnected for insulation testing. 

Note that, for reasons of electromagnetic compatibility, the PE contacts are capacitatively 
coupled to the mounting rail. This may lead to incorrect results during insulation testing or to 
damage on the terminal (e.g. disruptive discharge to the PE line during insulation testing of a 
consumer with a nominal voltage of 230 V).

For insulation testing, disconnect the PE supply line at the Bus Coupler or the Power Feed 
Terminal! In order to decouple further feed points for testing, these Power Feed Terminals can 
be released and pulled at least 10 mm from the group of terminals.
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Assembly and Installation 4

Wiring

Up to eight connections enable the connection of solid or finely stranded cables to the Bus 
Terminals. The terminals are implemented in spring force technology. Connect the cables 
as follows:
1 Open a spring-loaded terminal by slightly pushing with a screwdriver or a rod into the 

square opening above the terminal. 
2 The wire can now be inserted into the round terminal opening without any force. 
3 The terminal closes automatically when the pressure is released, holding the wire se-

curely and permanently. 

4.2 Wiring

4.2.1 Potential Groups, Insulation Testing and PE

Potential groups

The Baumueller Bus Terminals stations usually have three different potential groups:
m The fieldbus interface is electrically isolated (except for individual Low Cost couplers) 

and forms the first potential group 
m Bus Coupler logic, I/O-Bus and terminal logic form a second galvanically separated po-

tential group 
m The inputs and outputs are supplied via the power contacts and form further potential 

groups. 

Groups of I/O terminals can be consolidated to further potential groups via potential sup-
ply terminals or separation terminals.

Figure 5: Potential groups
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Wiring4.2
Insulation testing

The connection between the Bus Coupler and the Bus Terminals is automatically realised 
by pushing the components together. The transfer of the data and the supply voltage for 
the intelligent electronics in the Bus Terminals is performed by the I/O-Bus. The supply of 
the field electronics is performed through the power contacts. Plugging together the pow-
er contacts creates a supply rail. Since some Bus Terminals (e.g. analog Bus Terminals 
or 4-channel digital Bus Terminals) are not looped through these power contacts (or not 
completely) the Bus Terminal contact assignments must be considered.

The potential feed terminals interrupt the power contacts, and represent the start of a new 
supply rail. The Bus Coupler can also be made use of to feed the power contacts.

PE power contacts

The power contact labelled PE can be used as a protective earth. For safety reasons this 
contact mates first when plugging together, and can ground short-circuit currents of up to 
125 A.

Figure 6: PE power contacts

It should be noted that, for reasons of electromagnetic compatibility, the PE contacts are 
capacitively coupled to the mounting rail. This can both lead to misleading results and to 
damaging the terminal during insulation testing (e.g. breakdown of the insulation from a 
230 V power consuming device to the PE conductor). The PE conductor to the Bus Cou-
pler must be disconnected for the insulation testing. In order to uncouple further feed lo-
cations for the purposes of testing, the feed terminals can be pulled at least 10 mm out 
from the connected group of other terminals. In that case, the PE conductors do not have 
to be disconnected.

The PE power contact must not be used for other potentials.
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Assembly and Installation 4

4.2.2 Power Supply

Bus Coupler and Bus Terminal Supply

The Bus Coupler require a 24 VDC supply for their operation. The connection is made by 
means of the upper spring-loaded terminals labeled 24 V and 0 V. This supply voltage 
feeds the Bus Coupler electronics and, over the I/O-Bus, the electronics of the Bus Ter-
minals. It is electrically separated from the potential of the field level.

Figure 7: Power supply

Power contacts supply

The bottom six connections with spring-loaded terminals can be used to feed the supply 
for the peripherals. The spring-loaded terminals are joined in pairs to a power contact. 
The feed for the power contacts has no connection to the voltage supply for the Bus Cou-
pler.

The spring-loaded terminals are designed for wires with cross-sections between 
0.08 mm² and 2.5 mm².

The assignment in pairs and the electrical connection between feed terminal contacts al-
lows the connection wires to be looped through to various terminal points. The current 
drawn from the power contact must not exceed 10 A for long periods. The current carrying 
capacity between two spring-loaded terminals is identical to that of the connecting wires.
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Wiring4.2
Power contacts

On the right hand face of the Bus Coupler there are three spring contacts for the power 
contact connections. The spring contacts are hidden in slots so that they can not be ac-
cidentally touched. By attaching a Bus Terminal the blade contacts on the left hand side 
of the Bus Terminal are connected to the spring contacts. The tongue and groove guides 
on the top and bottom of the Bus Coupler and of the Bus Terminals enables that the pow-
er contacts mate securely.

Electrical isolation

The Bus Coupler operates by means of three independent potential groups. The supply 
voltage feeds the I/O-Bus electronics and the I/O-Bus itself. The supply voltage is also 
used to generate the operating voltage for the fieldbus interface.

Remark: All the Bus Terminals are electrically isolated from the I/O-Bus. The I/O-Bus is 
thus electrically isolated from everything else.

Figure 8:

4.2.3 CANopen Cabling

Section summary:
n CAN topology
n Bus length
n CAN cable
n Screening
n CK0000: 5-pin open style connector

Notes related to checking the CAN wiring can be found in the Trouble Shooting section.
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Assembly and Installation 4

CAN topology

CAN is a 2-wire bus system, to which all participating devices are connected in parallel 
(i.e. using short drop lines). The bus must be terminated at each end with a 120 (or 121) 
Ohm terminating resistor to prevent reflections. This is also necessary even if the cable 
lengths are very short!

Figure 9: CAN topology

Since the CAN signals are represented on the bus as the difference between the two lev-
els, the CAN leads are not very sensitive to incoming interference (EMI): Both leads are 
affected, so the interference has very little effect on the difference.

Figure 10: CAN topology 

Bus length

The maximum length of a CAN bus is primarily limited by the signal transit time. The multi-
master bus access procedure (arbitration) requires signals to reach all the nodes at effec-
tively the same time (before the sampling within a bit period). Since the signal transit 
times in the CAN connecting equipment (transceivers, opto-couplers, CAN controllers) 
are almost constant, the line length must be chosen in accordance with the baud rate:

Baud Rate Bus length 

1 Mbit/s < 25 m* 

500 kbit/s < 100 m  

250 kbit/s < 250 m  

125 kbit/s < 500 m  
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Wiring4.2
*) A figure of 40 m at 1 Mbit/s is often found in the CAN literature. This does not, however, 
apply to networks with optically isolated CAN controllers. The worst case calculation for 
opto-couplers yields a figure 5 m at 1 Mbit/s - in practice, however, 20 m can be reached 
without difficulty.

It may be necessary to use repeaters for bus lengths greater than 1000 m.

CAN cable

Screened twisted-pair cables (2x2) with a characteristic impedance of 120 Ohm is recom-
mended for the CAN wiring. If the CAN transceiver’s reference potential (CAN ground) is 
not to be connected, the second pair of conductors can be omitted. (This is only recom-
mended for networks of small physical size with a common power supply for all the par-
ticipating devices).

Screening 

The screen is to be connected over the entire length of the bus cable, and only galvani-
cally grounded at one point, in order to avoid ground loops.

The design of the screening, in which HF interference is diverted through R/C elements 
to the mounting rail assumes that the rail is appropriately earthed and free from interfer-
ence. If this is not the case, it is possible that HF interference will be transmitted from the 
mounting rail to the screen of the bus cable. In that case the screen should not be at-
tached to the couplers - it should nevertheless still be fully connected through.

Notes related to checking the CAN wiring can be found in the Trouble Shooting section.

CK0000: 5-pin open style connector

The CK0000 Bus Couplers have a recessed front surface on the left hand side with a five 
pin connector.

The supplied CANopen socket can be inserted here. 

50 kbit/s < 1000 m  

20 kbit/s < 2500 m  

10 kbit/s < 5000 m  

Baud Rate Bus length 
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5PARAMETERIZATION AND 
COMMISSIONING

5.1 Start-up Behaviour of the Bus Coupler

Immediately after being switched on, the Bus Coupler checks, in the course of a self test, 
all the functions of its components and the communication on the I/O-Bus. The red I/O 
LED blinks while this is happening After completion of the self-test, the Bus Coupler starts 
to test the attached Bus Terminals (the Bus Terminal Test), and reads in the configura-
tion. The Bus Terminal configuration is used to generate an internal structure list, which 
is not accessible from outside. In case of an error, the Bus Coupler enters the STOP state. 
Once the start-up has completed without error, the Bus Coupler enters the fieldbus start 
state.

Figure 11: Start-up Behaviour

The Bus Coupler can be made to enter the normal operating state by switching it on again 
once the fault has been rectified.
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5.2 Address

Before starting the Bus Coupler, the node number (node ID) has to be set. These settings 
are made by means of 8 DIP switches on the coupler.

Figure 12: Rotary switch

The address must be set via the two rotary selection switches. With the exception of 0 all 
addresses are permitted, although each address may only occur once within the network. 
For changing an address the Bus Coupler must be switched off. The switches can be set 
to the required position using a screwdriver. Ensure that the switches engage correctly. 
The lower switch is the 10-multiplier, the upper switch is the 1-multiplier. The change in 
address is active as soon as the module is switched on.

Example You want to set address 24:
m lower rotary selection switch S11: 2 
m upper rotary selection switch S10: 4 
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Document No.: 5.04036.01 Baumüller Nürnberg GmbH

30
of 134



Parameterization and Commissioning 5

5.3 Baud-Rate

Auto-Baud-Rate 

In order for automatic baud rate detection to function, it is necessary for a number of valid 
telegrams to be present on the bus at the desired baud rate. The RUN and CAN ERR 
LEDs blink in rapid alternation while the baud rate search is in progress. As soon as a 
baud rate has been detected and adopted, the Fieldbus Box begins initialization.

A software reset does not lead to a new baud rate search. The previously active baud rate 
is maintained.

Bit Timing 

The following baud rates and entries in the bit-timing register are supported by the Bau-
mueller CANopen devices:

The bit-timing register settings given (BTR0, BTR1) apply, for example, for the Philips 
82C200, SJA1000, Intel 80C527, Siemens 80C167 and other CAN controllers. They are 
optimized for the maximum bus length.

5.4 Configuration 

5.4.1 Overview

The Baumueller CANopen bus components offer a wide range of configuration and set-
ting facilities. The effort required for configuration remains, however, minimal, because 
sensible default values exist for all the parameters. These presettings mean that the re-
quirements of the majority of applications are met without any difficulty.

The following list provides a summary of the devices' most important configuration op-
tions:

Baud-rate 
[kbaud] 

BTR0 BTR1 Sampling 
Point 

1000 0x00 0x14 75% 

800 0x00 0x16  80% 

500 0x00 0x1C 87% 

250 0x01 0x1C 87% 

125 0x03 0x1C 87% 

100 0x04 0x1C 87% 

50 0x09 0x1C 87% 

20 0x18 0x1C 87% 

10 0x31 0x1C 87% 
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Node address

It is necessary for this to be set in every case, and done in such a way that no node ad-
dresses are assigned more than once.

Baud Rate

Automatic baud rate function means that no manual configuration is required. A facility for 
manual setting has therefore been omitted from the Fieldbus Coupler modules.

5.4.1.1 PDO Parameters

PDO Identifier 
The CANopen default identifier allocation provides identifiers for up to 4 receive process 
data objects (RxPDOs) and for 4 transmit process data objects (TxPDOs ). This means 
that CAN identifiers exist for the data from, for instance, 64 digital input/outputs and 12 
analog input/outputs. If there is more than one input/output, their data is, by default, 
mapped into PDOs 5...16 (see Default Mapping for details). Identifiers for PDOs 5...11 
can easily be enabled by writing to object 0x5500. If more than 11 PDOs are required, or 
if the default identifier allocation does not satisfy the requirements of the application, then 
the identifiers can be set individually (see objects 0x1400ff and 0x1800ff).

PDO Communication type

The communication technique for each process data object can be set individually: event-
driven (default), polled or synchronized.

PDO Mapping

The data associated with the inputs and outputs is assigned (through the default map-
ping) to the process data objects when the module starts up. This assignment (mapping) 
can be modified if required (see objects 0x1600ff and 0x1A00ff).

5.4.1.2 Heartbeat/Guarding

The modules respond to guarding requests without the need for special configuration. If 
the modules are to send status information on their own initiative (heartbeat), or if the 
modules are required to react to the absence of the request telegrams or of the master 
heartbeat, then the corresponding parameters do need to be set (guarding: object 
0x100C ff.; heartbeat: object 0x1016 ff).

The list of all the parameters accessible via CAN is located in the object directory.

5.4.2 Configuration Files

The parameters and possible settings of CANopen devices are listed in the configuration 
files (electronic data sheets, or eds files). These eds files are available in ProMaster.
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5.4.3 Configuration Software 

The configuration software permits configuration, commissioning and parameterization of 
bus couplers and of the affiliated bus terminals. 
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6CANOPEN COMMUNICATION

6.1 Protocol Description

6.1.1 Network Management

Simple Boot-Up

CANopen allows the distributed network to boot in a very simple way. After initialisation, 
the modules are automatically in the Pre-Operational state. In this state it is already pos-
sible to access the object directory using service data objects (SDOs) with default identi-
fiers, so that the modules can be configured. Since default settings exist for all the entries 
in the object directory, it is in most cases possible to omit any explicit configuration.

Only one CAN message is then required to start the module: Start_Remote_Node: Iden-
tifier 0, two data bytes: 0x01, 0x00. It switches the node into the Operational state.

6.1.1.1 Network Status

The states and the state transitions involved as CANopen boots up can be seen from the 
state diagram:
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Figure 13: Network status

Pre-Operational

After initialisation the Bus Coupler goes automatically (i.e. without the need for any exter-
nal command) into the Pre-Operational state. In this state it can be configured, since the 
service data objects (SDOs) are already active. The process data objects, on the other 
hand, are still locked.

Operational

In the Operational state the process data objects are also active.

If external influences (such as a CAN error, or absence of output voltage) or internal in-
fluences (such as a I/O-Bus error) mean that it is no longer possible for the Bus Coupler 
to set outputs, to read inputs or to communicate, it attempts to send an appropriate emer-
gency message, goes into the fault state, and thus returns to the Pre-Operational state. 
In this way the NMT status machine in the network master can also immediately detect 
fatal errors.

Stopped

In the Stopped state (formerly: Prepared) data communication with the Coupler is no 
longer possible - only NMT messages are received. The outputs go into the fault state.

6.1.1.2 State Transitions

The network management messages have a very simple structure: CAN identifier 0, with 
two bytes of data content. The first data byte contains what is known as the command 
specifier (cs), and the second data byte contains the node address, the node address 0 
applying to all nodes (broadcast).

11 bit identifier 2 bytes of user data 

0x00 cs Node-ID  
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The following table gives an overview of all the CANopen state transitions and the asso-
ciated commands (command specifier in the NMT master telegram):

Example 1

The following telegram puts all the modules in the network into the error state (outputs in 
a safe state): 

Example 2

The following telegram resets node 17: 

6.1.1.3 Boot-up message 

After the initialisation phase and the self test, the Bus Coupler sends the boot-up mes-
sage, a CAN message with no data bytes and with the identifier of the emergency mes-
sage: CAN-ID = 0x700 + Node-ID. In this way temporary failure of a module during 
operation (e.g. due to a voltage interruption), or a module that is switched on at a later 
stage, can be reliably detected, even without Node Guarding. The sender can be deter-
mined from the message identifier (see default identifier allocation).

Status transi-
tion 

Command 
Specifier cs 

Explanation 

(1) - The initialisation state is reached automatically at 
power-up 

(2) - After initialisation the pre-operational state is 
reached automatically - this involves sending the 
boot-up message.  

(3), (6) cs = 1 = 0x01 Start_Remote_Node.  
Starts the module, enables outputs, starts transmis-
sion of PDOs. 

(4), (7) cs = 128 = 0x80 Enter_Pre-Operational.  
Stops PDO transmission, SDO still active.  

(5), (8) cs = 2 = 0x02 Stop_Remote_Node.  
Outputs go into the fault state, SDO and PDO 
switched off. 

(9), (10), (11) cs = 129 = 0x81 Reset_Node.  
Carries out a reset. All objects are reset to their 
power-on defaults.  

(12), (13), (14) cs = 130 = 0x82 Reset_Communication. Carries out a reset of the 
communication functions. Objects 0x1000 - 0x1FFF 
are reset to their power-on defaults. 

11 bit identifier 2 bytes of user data 

0x00 0x02 0x00  

11 bit identifier 2 bytes of user data 

0x00 0x81 0x11  
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It is also possible, with the aid of the boot-up message, to recognise the nodes present in 
the network at start-up with a simple CAN monitor, without having to make write access 
to the bus (such as a scan of the network by reading out parameter 0x1000).

Finally, the boot-up message communicates the end of the initialisation phase; the Bus 
Coupler signals that it can now be configured or started. 

Format of the Boot-up message

6.1.1.4 Node Monitoring

Heartbeat and guarding mechanisms are available to monitor failures in the CANopen 
network. These are of particular importance for CANopen, since modules do not regularly 
speak in the event-driven mode of operation. In the case of "guarding", the devices are 
cyclically interrogated about their status by means of a data request telegram (remote 
frame), whereas with "heartbeat" the nodes transmit their status on their own initiative.

Guarding: Node Guarding and Life Guarding

Node Guarding is used to monitor the non-central peripheral modules, while they them-
selves can use Life Guarding to detect the failure of the guarding master. Guarding in-
volves the master sending remote frames (remote transmit requests) to the guarding 
identifier of the slaves that are to be monitored. These reply with the guarding message. 
This contains the slave’s status code and a toggle bit that has to change after every mes-
sage. If either the status or the toggle bit do not agree with that expected by the NMT mas-
ter, or if there is no answer at all, the master assumes that there is a slave fault.

NOTE
Up to firmware status BA the emergency identifier was used for the boot up message. 

11 bit identifier 1 byte of user data 

0x700 (=1792) 
+ Node-ID 

0x00  
Application Manual CANopen Bus Coupler CK0000
Document No.: 5.04036.01 Baumüller Nürnberg GmbH

38
of 134



CANopen Communication 6
Figure 14: Guarding procedure

Protocol

The toggle bit (t) transmitted in the first guarding telegram has the value 0. After this, the 
bit must change (toggle) in every guarding telegram so that the loss of a telegram can be 
detected. The node uses the remaining seven bits to transmit its network status (s):

Example

The guarding message for node 27 (0x1B) must be requested by a remote frame having 
identifier 0x71B (1819dec). If the node is Operational, the first data byte of the answer 
message alternates between 0x05 and 0x85, whereas in the Pre-Operational state it al-
ternates between 0x7F and 0xFF.

Guard time and life time factor

If the master requests the guard messages in a strict cycle, the slave can detect the failure 
of the master. In this case, if the slave fails to receive a message request from the master 
within the set Node Life Time (a guarding error), it assumes that the master has failed (the 
watchdog function). It then puts its outputs into the error state, sends an emergency tele-
gram, and returns to the pre-operational state. After a guarding time-out the procedure 
can be re-started by transmitting a guarding telegram again.

The node life time is calculated from the guard time (object 0x100C) and life time factor 
(object 0x100D) parameters:

Life time = guard time x life time factor

If either of these two parameters is "0" (the default setting), the master will not be moni-
tored (no life guarding).

s Status 

4 = 0x04 Stopped (formerly: prepared)  

5 = 0x05 Operational 

127 = 0x7F Pre-Operational 
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Heartbeat: Node Monitoring without Remote Frame

In the heartbeat procedure, each node transmits its status message cyclically on its own 
initiative. There is therefore no need to use remote frames, and the bus is less heavily 
loaded than under the guarding procedure.

The master also regularly transmits its heartbeat telegram, so that the slaves are also 
able to detect failure of the master.

Figure 15: Heartbeat procedure

Protocol

The toggle bit is not used in the heart beat procedure. The nodes send their status cycli-
cally (s). See Guarding.

6.1.2 Process Data Objects (PDO)

6.1.2.1 Introduction

In many fieldbus systems the entire process image is continuously transferred - usually 
in a more or less cyclic manner. CANopen is not limited to this communication principle, 
since the multi-master bus access protocol allows CAN to offer other methods. Under 
CANopen the process data is not transferred in a master/slave procedure, but follows in-
stead the producer-consumer model. In this model, a bus node transmits its data, as a 
producer, on its own accord. This might, for example, be triggered by an event. All the 
other nodes listen, and use the identifier to decide whether they are interested in this tele-
gram, and handle it accordingly. These are the consumers.

The process data in CANopen is divided into segments with a maximum of 8 bytes. These 
segments are known as process data objects (PDOs). The PDOs each correspond to a 
CAN telegram, whose specific CAN identifier is used to allocate them and to determine 
their priority. Receive PDOs (RxPDOs) and transmit PDOs (TxPDOs) are distinguished, 
the name being chosen from the point of view of the device: an input/output module sends 
its input data with TxPDOs and receives its output data in the RxPDOs. 
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6.1.2.2 Communication parameters

The PDOs can be given different communication parameters according to the require-
ments of the application. Like all the CANopen parameters, these are also available in the 
device's object directory, and can be accessed by means of the service data objects. The 
parameters for the receive PDOs are at index 0x1400 (RxPDO1) onwards. There can be 
up to 512 RxPDOs (ranging up to index 0x15FF). In the same way, the entries for the 
transmit PDOs are located from index 0x1800 (TxPDO1) to 0x19FF (TxPDO512).

The Baumueller Bus Coupler makes 16 RxPDO and TxPDOs available for the exchange 
of process data.

For each existing process data object there is an associated communication parameter 
object. These mappings and their significance for the communication of process data are 
explained below.

PDO Identifier

The most important communication parameter in a PDO is the CAN identifier (also know 
as the communication object identifier, or COB-ID). It is used to identify the data, and de-
termines their priority for bus access. For each CAN data telegram there may only be one 
sender node (producer), although all messages sent in the CAN broadcast procedure can 
be received, as described, by any number of nodes (consumers). Thus a node can make 
its input information available to a number of bus devices at the same time - even without 
transferring them through a logical bus master. The identifier is located in sub-index 1 of 
the communication parameter set. It is coded as a 32-bit value in which the least signifi-
cant 11 bits (bits 0...10) contain the identifier itself. The data width of the object of 32 bits 
also allows 29-bit identifiers in accordance with CAN 2.0B to be entered, although the de-
fault identifiers always refer to the more usual 11-bit versions. Generally speaking, CAN-
open is economical it its use of the available identifiers, so that the use of the 29-bit 
versions remains limited to unusual applications. It is therefore also not supported by a 
Baumueller's CANopen devices. The highest bit (bit 31) can be used to activate the pro-
cess data object or to turn it off.

A complete identifier list is provided in the appendix.

PDO linking

In the system of default identifiers, all the nodes (here: slaves) communicate with one 
central station (the master), since slave nodes do not listen by default to the transmit iden-
tifier of any other slave node.

Figure 16: Default identifier allocation: Master/Slave
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Figure 17: PDO linking: Peer to Peer

If the consumer-producer model of CANopen PDOs is to be used for direct data exchange 
between nodes (without a master), the identifier allocation must be appropriately adapt-
ed, so that the TxPDO identifier of the producer agrees with the RxPDO identifier of the 
consumer: This procedure is known as PDO linking. It permits, for example, easy con-
struction of electronic drives in which several slave axes simultaneously listen to the ac-
tual value in the master axis TxPDO.

PDO Communication Types: Outline

CANopen offers a number of possible ways to transmit process data (see also: ZPDO 
Parameterization – on page 47).

Figure 18: PDO communication types

Event driven

The ”event" is the alteration of an input value, the data being transmitted immediately after 
this change. The event-driven flow can make optimal use of the bus bandwidth, since in-
stead of the whole process image it is only the changes in it that are transmitted. A short 
reaction time is achieved at the same time, since when an input value changes it is not 
necessary to wait for the next interrogation from a master.

As from CANopen Version 4 it is possible to combine the event driven type of communi-
cation with a cyclic update. Even if an event has not just occurred, event driven TxPDOs 
are sent after the event timer has elapsed. If an event does occur, the event timer is reset. 
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For RxPDOs the event timer is used as a watchdog in order to monitor the arrival of event 
driven PDOs . If a PDO does not arrive within a set period of time, the bus node adopts 
the error state.

Polled

The PDOs can also be polled by data request telegrams (remote frames). In this way it is 
possible to get the input process image of event-driven inputs onto the bus, even when 
they do not change, for instance through a monitoring or diagnostic device brought into 
the network while it is running. The time behaviour of remote frame and answer telegrams 
depends on what CAN controller is in use (Fig. 8). Components with full integrated mes-
sage filtering ("FullCAN") usually answer a data request telegram immediately, transmit-
ting data that is waiting in the appropriate transmit buffer - it is the responsibility of the 
application to see that the data there is continuously updated. CAN controllers with simple 
message filtering (BasicCAN) on the other hand pass the request on to the application 
which can now compose the telegram with the latest data. This does take longer, but does 
mean that the data is up-to-date. Baumueller use CAN controllers following the principle 
of Basic CAN.

Since this device behaviour is usually not transparent to the user, and because there are 
CAN controllers still in use that do not support remote frames at all, polled communication 
can only with reservation be recommended for operative running.

ProMaster doesn’t support remote PDOs.

Synchronised

It is not only for drive applications that it is worthwhile to synchronise the determination of 
the input information and the setting the outputs. For this purpose CANopen provides the 
SYNC object, a CAN telegram of high priority but containing no user data, whose recep-
tion is used by the synchronised nodes as a trigger for reading the inputs or for setting the 
outputs.

Figure 19: PDO communication: synchronised
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PDO transmission types: Parameterisation

The PDO transmission type parameter specifies how the transmission of the PDO is trig-
gered, or how received PDOs are handled.

The type of transmission is parameterised for RxPDOs in the objects at 0x1400ff, sub-
index 2, and for TxPDOs in the objects at 0x1800ff, sub-index 2.

Acyclic Synchronous

PDOs of transmission type 0 function synchronously, but not cyclically. An RxPDO is only 
evaluated after the next SYNC telegram has been received. In this way, for instance, axis 
groups can be given new target positions one after another, but these positions only be-
come valid at the next SYNC - without the need to be constantly outputting reference 
points. A device whose TxPDO is configured for transmission type 0 acquires its input 
data when it receives the SYNC (synchronous process image) and then transmits it if the 
data correspond to an event (such as a change in input) having occurred. Transmission 
type 0 thus combines transmission for reasons that are event driven with a time for trans-
mission (and, as far as possible, sampling) and processing given by the reception of 
"SYNC".

Cyclic Synchronous

In transmission types 1-240 the PDO is transmitted cyclically: after every ”nth" SYNC (n 
= 1...240). Since transmission types can be combined on a device as well as in the net-
work, it is possible, for example, for a fast cycle to be agreed for digital inputs (n = 1), 
whereas the data for analog inputs is transmitted in a slower cycle (e.g. n = 10). RxPDOs 
do not generally distinguish between transmission types 0...240: a PDO that has been re-
ceived is set to valid when the next SYNC is received. The cycle time (SYNC rate) can 
be monitored (object 0x1006), so that if the SYNC fails the device reacts in accordance 
with the definition in the device profile, and switches, for example, its outputs into the fault 
state.

The ETH-02 and CAN-04 cards provide full support for the synchronous type of commu-
nication: transmitting the SYNC telegram is coupled to the linked task, so that new input 
data is available every time the task begins. 

Only RTR

Transmission types 252 and 253 apply to process data objects that are transmitted ex-
clusively on request by a remote frame. 252 is synchronous: when the SYNC is received 
the process data is acquired. It is only transmitted on request. 253 is asynchronous. The 

Transmission type Cyclical Acyclical Synchro-
nous 

Asynchro-
nous 

Only RTR

0 X X

1 - 240 X X

241 - 251 - reserved -

252 X X

253 X X

254, 255 X
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data here is acquired continuously, and transmitted on request. This type of transmission 
is not generally recommended, because fetching input data from some CAN controllers 
is only partially supported. Because, furthermore, the CAN controllers sometimes answer 
remote frames automatically (without first requesting up-to-date input data), there are cir-
cumstances in which it is questionable whether the polled data is up-to-date. 

ProMaster doesn’t support the transmission types 252 and 253.

Asynchronous

The transmission types 254 + 255 are asynchronous, but may also be event-driven. In 
transmission type 254, the event is specific to the manufacturer, whereas for type 255 it 
is defined in the device profile. In the simplest case, the event is the change of an input 
value - this means that every change in the value is transmitted. The asynchronous trans-
mission type can be coupled with the event timer, thus also providing input data when no 
event has just occurred.

Inhibit time

The ”inhibit time" parameter can be used to implement a ”transmit filter" that does not in-
crease the reaction time for relatively new input alterations, but is active for changes that 
follow immediately afterwards. The inhibit time (transmit delay time) specifies the mini-
mum length of time that must be allowed to elapse between the transmission of two of the 
same telegrams. If the inhibit time is used, the maximum bus loading can be determined, 
so that the worst case latency can then be found.

Figure 20: Inhibit time

Event Timer

An event timer for transmit PDOs can be specified by sub-index 5 in the communication 
parameters. Expiry of this timer is treated as an additional event for the corresponding 
PDO, so that the PDO will then be transmitted. If the application event occurs during a 
timer period, it will also be transmitted, and the timer is reset.
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Figure 21: Event timer

6.1.3 PDO Mapping

PDO mapping refers to mapping of the application objects (real time data) from the object 
directory to the process data objects. The CANopen device profile provide a default map-
ping for every device type, and this is appropriate for most applications. Thus the default 
mapping for digital I/O simply represents the inputs and outputs in their physical se-
quence in the transmit and receive process data objects.

The default PDOs for drives contain 2 bytes each of a control and status word and a set 
or actual value for the relevant axis.

The current mapping can be read by means of corresponding entries in the object direc-
tory. These are known as the mapping tables. The first location in the mapping table (sub-
index 0) contains the number of mapped objects that are listed after it. The tables are lo-
cated in the object directory at index 0x1600ff for the RxPDOs and at 0x1A00ff for the Tx-
PDOs.

Figure 22: PDO mapping

Digital and analog input/output modules: Read out the I/O number

The current number of digital and analog inputs and outputs can be determined or verified 
by reading out the corresponding application objects in the object directory:
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Variable mapping

As a rule, the default mapping of the process data objects already satisfies the require-
ments. For special types of application the mapping can nevertheless be altered: the Bau-
mueller CANopen Bus Couplers, for instance, thus support variable mapping, in which the 
application objects (input and output data) can be freely allocated to the PDOs. The map-
ping tables must be configured for this: as from Version 4 of CANopen, only the following 
procedure is permitted, and must be followed precisely:
1 First delete the PDO (set 0x1400ff, or 0x1800ff, sub-index 1, bit 31 to "1") 
2 Set sub-index 0 in the mapping parameters (0x1600ff or 0x1A00ff) to "0" 
3 Change mapping entries (0x1600ff or 0x1A00ff, SI 1..8) 
4 Set sub-index 0 in the mapping parameters to the valid value. The device then checks 

the entries for consistency. 
5 Create PDO by entering the identifier (0x1400ff or 0x1800ff, sub-index 1). 

Dummy Mapping

A further feature of CANopen is the mapping of placeholders, or dummy entries. The data 
type entries stored in the object directory, which do not themselves have data, are used 
as placeholders. If such entries are contained in the mapping table, the corresponding 
data from the device is not evaluated. In this way, for instance, a number of drives can be 
supplied with new set values using a single CAN telegram, or outputs on a number of 
nodes can be set simultaneously, even in event-driven mode. 

6.1.4 PDO Parameterization

Even though the majority of CANopen networks operate satisfactorily with the default set-
tings, i.e. with the minimum of configuration effort, it is wise at least to check whether the 
existing bus loading is reasonable: 80% bus loading may be acceptable for a network op-
erating purely in cyclic synchronous modes, but for a network with event-driven traffic this 
value would generally be too high, as there is hardly any bandwidth available for addition-
al events.

6.1.4.1 Consider the Requirements of the Application

The communication of the process data must be optimized in the light of application re-
quirements which are likely to be to some extent in conflict. These include
m Little work on parameterization - useable default values are optimal 
m Guaranteed reaction time for specific events 
m Cycle time for regulation processes over the bus 

Parameters Object directory address 

Number of digital input bytes Index 0x6000, sub-index 0 

Number of digital output bytes Index 0x6200, sub-index 0 

Number of analog inputs Index 0x6401, sub-index 0 

Number of analog outputs Index 0x6411, sub-index 0 
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m Safety reserves for bus malfunctions (enough bandwidth for the repetition of messag-
es) 

m Maximum baud rate - depends on the maximum bus length 
m Desired communication paths - who is speaking with whom 

The determining factor often turns out to be the available bus bandwidth (bus load).

Baud Rate

We generally begin by choosing the highest baud rate that the bus will permit. It should 
be borne in mind that serial bus systems are fundamentally more sensitive to interference 
as the baud rate is increased. The following rule therefore applies: just as fast as neces-
sary. 1000 kbit/s are not usually necessary, and only to be unreservedly recommended 
on networks within a control cabinet where there is no electrical isolation between the bus 
nodes. Experience also tends to show that estimates of the length of bus cable laid are 
often over-optimistic - the length actually laid tends to be longer.

Determine the Communication Type

Once the baud rate has been chosen it is appropriate to specify the PDO communication 
type(s). These have different advantages and disadvantages:
m Cyclic synchronous communication provides an accurately predictable bus loading, 

and therefore a defined time behavior - you could say that the standard case is the 
worst case. It is easy to configure: The SYNC rate parameter sets the bus loading glo-
bally. The data are synchronized: Inputs are read at the same time, output data is set 
valid simultaneously, although the quality of the synchronization depends on the imple-
mentation. 

m The bus bandwidth is not exploited optimally, since old data, i.e. data that has not 
changed, is continuously transmitted. It is however possible to optimize the network 
through the selection of different SYNC multiples (transmission types 1...240), so that 
data that changes slowly is transmitted less often than, for instance, time-critical inputs. 
It must, however, be borne in mind that input states that last for a time that is shorter 
than the cycle time will not necessarily be communicated. If it is necessary for such 
conditions to be registered, the associated PDOs for asynchronous communication 
should be provided. 

m Event-driven asynchronous communication is optimal from the point of view of reaction 
time and the exploitation of bus bandwidth - it can be described as "pure CAN". Your 
choice must, however, also take account of the fact that it is not impossible for a large 
number of events to occur simultaneously, leading to corresponding delays before a 
PDO with a relatively low priority can be sent. Proper network planning therefore ne-
cessitates a worst-case analysis. Through the use of, for instance, inhibit time, it is also 
necessary to prevent a constantly changing input with a high PDO priority from block-
ing the bus (technically known as a "babbling idiot"). It is for this reason that event driv-
ing is switched off by default in the device profile of analog inputs, and must be turned 
on specifically. Time windows for the transmit PDOs can be set using progress timers: 
the telegram is not sent again before the inhibit time has elapsed, and not later than 
the time required for the progress timer to complete. 

m The communication type is parameterized by means of the transmission type. 

Axis communication is only possible with Motion Control.
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Determining the Bus Loading

It is always worth determining the bus loading. But what bus loading values are permitted, 
or indeed sensible? It is first necessary to distinguish a short burst of telegrams in which 
a number of CAN messages follow one another immediately - a temporary 100% bus 
loading. This is only a problem if the sequence of receive interrupts that it caused at the 
CAN nodes can not be handled. This would constitute a data overflow (or CAN queue 
overrun). This can occur at very high baud rates (> 500 kbit/s) at nodes with software tele-
gram filtering and relatively slow or heavily loaded microcontrollers if, for instance, a se-
ries of remote frames (which do not contain data bytes, and are therefore very short) 
follow each other closely on the bus (at 1 Mbit/s this can generate an interrupt every 40 
µs; for example, an NMT master might transmit all its guarding requests in an unbroken 
sequence). This can be avoided through skilled implementation, and the user should be 
able to assume that the device suppliers have taken the necessary trouble. A burst con-
dition is entirely normal immediately after the SYNC telegram, for instance: triggered by 
the SYNC, all the nodes that are operating synchronously try to send their data at almost 
the same time. A large number of arbitration processes take place, and the telegrams are 
sorted in order of priority for transmission on the bus. This is not usually critical, since 
these telegrams do contain some data bytes, and the telegrams trigger a sequence of re-
ceive interrupts at the CAN nodes which is indeed rapid, but is nevertheless manageable.

Bus loading most often refers to the value averaged over several primary cycles, that is 
the mean value over 100-500 ms. CAN, and therefore CANopen, is indeed capable of 
managing a bus loading of close to 100% over long periods, but this implies that no band-
width is available for any repetitions that may be necessitated by interference, for asyn-
chronous error messages, parameterization and so on. Clearly, the dominant type of 
communication will have a large influence on the appropriate level of bus loading: a net-
work with entirely cyclic synchronous operation is always in any case near to the worst 
case state, and can therefore be operated with values in the 70-80% range. The figure is 
very hard to state for an entirely event-driven network: an estimate must be made of how 
many events additional to the current state of the system might occur, and of how long 
the resulting burst might last - in other words, for how long the lowest priority message 
will be delayed. If this value is acceptable to the application, then the current bus loading 
is acceptable. As a rule of thumb it can usually be assumed that an event-driven network 
running with a base loading of 30-40% has enough reserve for worst-case scenarios, but 
this assumption does not obviate the need for a careful analysis if delays could have crit-
ical results for the plant.

The amount data in the process data objects is of course as relevant as the communica-
tion parameters: the PDO mapping.

6.1.5 Service Data Objects (SDO)

The parameters listed in the object directory are read and written by means of service 
data objects. These SDOs are Multiplexed Domains, i.e. data structures of any size that 
have a multiplexer (address). The multiplexer consists of a 16-bit index and an 8-bit sub-
index that address the corresponding entries in the object directory.
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Figure 23: SDO protocol: access to the object directory

The CANopen Bus Couplers are servers for the SDO, which means that at the request of 
a client (e.g. of the PLC) they make data available (upload), or they receive data from the 
client (download). This involves a handshake between the client and the server.

When the size of the parameter to be transferred is not more than 4 bytes, a single hand-
shake is sufficient (one telegram pair): For a download, the client sends the data together 
with its index and sub-index, and the server confirms reception. For an upload, the client 
requests the data by transmitting the index and sub-index of the desired parameter, and 
the server sends the parameter (including index and sub-index) in its answer telegram.

The same pair of identifiers is used for both upload and download. The telegrams, which 
are always 8 bytes long, encode the various services in the first data byte. All parameters 
with the exception of objects 1008h, 1009h and 100Ah (device name, hardware and soft-
ware versions) are only at most 4 bytes long, so this description is restricted to transmis-
sion in expedited transfer.

6.1.5.1 Protocol

The structure of the SDO telegrams is described below.

Client -> Server, Upload Request

11 bit identifier 8 bytes of user data 

0x600 (=1536dec) 
+ node ID 

0x40 Index0 Index1 SubIdx 0x00 0x00  0x00 0x00
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Client -> Server, Upload Response

Parameters whose data type is Unsigned8 are transmitted in byte D0, parameters whose 
type is Unsigned16 use D0 and D1.

The number of valid data bytes is coded as follows in the first CAN data byte (0x4x):

Client -> Server, Download Request

Parameters Explanation 

Index0 Index low byte (Unsigned16, LSB) 

Index1 Index high byte (Unsigned16, MSB) 

SubIdx Sub-index (Unsigned8) 

11 bit identifier 8 bytes of user data 

0x580 (=1408dec) 
+ node ID

0x4x Index0 Index1 SubIdx Data0 Data1  Data2 Data3

Parameters Explanation 

Index0 Index low byte (Unsigned16, LSB) 

Index1 Index high byte (Unsigned16, MSB) 

SubIdx Sub-index (Unsigned8) 

Data0 Data low low byte (LLSB) 

Data3 Data high high byte (MMSB) 

Number of parameter bytes 1  2  3  4  

First CAN data byte 0x4F 0x4B 0x47 0x43 

11 bit identifier 8 bytes of user data 

0x600 (=1536dec) 
+ node ID

0x22 Index0 Index1 SubIdx Data0 Data1  Data2 Data3

Parameters Explanation 

Index0 Index low byte (Unsigned16, LSB) 

Index1 Index high byte (Unsigned16, MSB) 

SubIdx Sub-index (Unsigned8) 

Data0 Data low low byte (LLSB) 

Data3 Data high high byte (MMSB) 
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It is optionally possible to give the number of valid parameter data bytes in the first CAN 
data byte

This is, however, not generally necessary, since only the less significant data bytes up to 
the length of the object directory entry that is to be written are evaluated. A download of 
data up to 4 bytes in length can therefore always be achieved in Baumueller bus nodes 
with 22h in the first CAN data byte.

Client -> Server, Download Response

Breakdown of Parameter Communication

Parameter communication is interrupted if it is faulty. The client or server send an SDO 
telegram with the following structure for this purpose:

List of SDO error codes (reason for abortion of the SDO transfer):

Number of parameter bytes 1  2  3  4  

First CAN data byte 0x2F 0x2B 0x27 0x23 

11 bit identifier 8 bytes of user data 

0x580 (=1408dec) 
+ node ID

0x60 Index0 Index1 SubIdx 0x00 0x00  0x00 0x00

Parameters Explanation 

Index0 Index low byte (Unsigned16, LSB) 

Index1 Index high byte (Unsigned16, MSB) 

SubIdx Sub-index (Unsigned8) 

11 bit identifier 8 bytes of user data 

0x580 (client) or 
0x600 (server) + 
node ID

0x80 Index0 Index1 SubIdx Error0 Error1 Error2 Error3

Parameters Explanation 

Index0 Index low byte (Unsigned16, LSB) 

Index1 Index high byte (Unsigned16, MSB) 

SubIdx Sub-index (Unsigned8) 

Error0 SDO error code low low byte (LLSB) 

Error3 SDO error code high high byte (MMSB) 
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Further, manufacturer-specific error codes have been introduced for register communica-
tion (index 0x4500, 0x4501):

SDO error code Explanation 

0x05 03 00 00 Toggle bit not changed 

0x05 04 00 01 SDO command specifier invalid or unknown 

0x06 01 00 00 Access to this object is not supported 

0x06 01 00 02 Attempt to write to a Read_Only parameter 

0x06 02 00 00 The object is not found in the object directory 

0x06 04 00 41 The object can not be mapped into the PDO 

0x06 04 00 42 The number and/or length of mapped objects would exceed 
the PDO length 

0x06 04 00 43 General parameter incompatibility 

0x06 04 00 47 General internal error in device 

0x06 06 00 00 Access interrupted due to hardware error 

0x06 07 00 10 Data type or parameter length do not agree or are unknown 

0x06 07 00 12 Data type does not agree, parameter length too great 

0x06 07 00 13 Data type does not agree, parameter length too short 

0x06 09 00 11 Sub-index not present 

0x06 09 00 30 General value range error 

0x06 09 00 31 Value range error: parameter value too great 

0x06 09 00 32 Value range error: parameter value too small 

0x06 0A 00 23 Resource not available 

0x08 00 00 21 Access not possible due to local application 

0x08 00 00 22 Access not possible due to current device status 

SDO error code Explanation 

0x06 02 00 11 Invalid table: Table or channel not present 

0x06 02 00 10 Invalid register: table not present 

0x06 01 00 22 Write protection still set 

0x06 07 00 43 Incorrect number of function arguments 

0x06 01 00 21 Function still active, try again later 

0x05 04 00 40 General routing error 

0x06 06 00 21 Error accessing BC table 

0x06 09 00 10 General error communicating with terminal 

0x05 04 00 47 Time-out communicating with terminal 
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6.1.6 Identifier Allocation

6.1.6.1 Default identifier

CANopen provides default identifiers for the most important communication objects, and 
these are derived from the 7-bit node address (the node ID) and a 4-bit function code in 
accordance with the following scheme:

Figure 24: Default identifier

For broadcast objects the node ID is set to 0. This gives rise to the following default iden-
tifiers:

Broadcast objects

Peer-to-peer objects

 
 
Object 

 
 
Function

 
Function 
Code 

Resulting COB ID Object for communica-
tion  
Parameter / mappinghex dez 

NMT Boot-Up 0 0x00 0 - / -

SYNC Synchronisation 1 0x80 128 0x1005 + 0x1006 / -

 
 
Object 

 
 
Function

 
Function 
Code 

Resulting COB ID Object for communica-
tion  
Parameter / mappinghex dez 

Emergency Status / error 1 0x81 - 0xFF 129 - 255 - / -

PDO1 (tx) digital inputs 11 0x181 - 0x1FF 385 - 511 0x1800 / 0x1A00

PDO1 (rx) digital outputs 100 0x201 - 0x27F 513 - 639 0x1400 / 0x1600

PDO2 (tx) analog inputs 101 0x281 - 0x2FF 641 - 767 0x1801 / 0x1A01

PDO2 (rx) analog outputs 110 0x301 - 0x37F 769 - 895 0x1401 / 0x1601

PDO3 (tx) analog inputs *) 111 0x381 - 0x3FF 897 - 1023 0x1802 / 0x1A02

PDO3 (rx) analog outputs *) 1000 0x401 - 0x47F 1025 - 1151 0x1402 / 0x1602

PDO4 (tx) analog inputs *) 1001 0x481 - 0x4FF 1153 - 1279 0x1803 / 0x1A03

PDO4 (rx) analog outputs *) 1010 0x501 - 0x57F 1281 - 1407 0x1403 / 0x1603
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*) The Default Mapping applies to PDO 3 + 4. In most configurations, PDOs 3 and 4 con-
tain data related to analog inputs and outputs, but there can also be "excess" data from 
digital I/Os, or data from special terminals. Details may be found in the section covering 
PDO Mapping.

6.1.6.2 Manufacture-Specific Default Identifiers for Additional PDOs

Identifiers are not assigned to the additional PDOs that are filled by the Baumueller Bus 
Couplers in accordance with the standard scheme. The user must enter an identifier for 
these PDOs in the object directory. It is easier to activate the occupied PDOs by means 
of object 0x5500.

This entry in the object directory extends the default identifier allocation up to 11 PDOs. 
This creates the following identifiers:

SDO (tx) Parameters 1011 0x581 - 0x5FF 1409 - 1535 - / -

SDO (rx) Parameters 1100 0x601 - 0x67F 1537 - 1663 - / -

Guarding Life/node guarding,  
Heartbeat,  
Boot-up message

1110 0x701 - 0x77F 1793 - 1919 (0x100C, 0x100D, 
0x100E, 0x1016, 0x1017)

 
 
Object 

 
 
Function

 
Function 
Code 

Resulting COB ID Object for communica-
tion  
Parameter / mappinghex dez 

Object Function 
code 

Resulting COB ID (hex) Resulting COB ID (dec) 

PDO5 (tx) 1101 0x681 - 0x6BF 1665 - 1727 

PDO5 (rx) 1111 0x781 - 0x7BF 1921- 1983 

PDO6 (tx) 111 0x1C1 - 0x1FF 449 - 511 

PDO6 (rx) 1001 0x241 - 0x27F 577 - 639 

PDO7 (tx) 1011 0x2C1 - 0x2FF 705 - 767 

PDO7 (rx) 1101 0x341 - 0x37F 833 - 895 

PDO8 (tx) 1111 0x3C1- 0x3FF 961 - 1023 

PDO8 (rx) 10001 0x441 - 0x47F 1089 - 1151 

PDO9 (tx) 10011 0x4C1 - 0x4FF 1217 - 1279 

PDO9 (rx) 10101 0x541 - 0x57F 1345 - 1407 

PDO10 (tx) 10111 0x5C1 - 0x5FF 1473 - 1535 

PDO10 (rx) 11001 0x641 - 0x67F 1601- 1663 

PDO11 (tx) 11011 0x6C1 - 0x6FF 1729 - 1791 

PDO11 (rx) 11101 0x741 - 0x77F 1857 - 1919 
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NOTE
Index 0x5500 must not be used if Bus Couplers with more than 5 PDOs are present in net-
works with node numbers greater than 64, otherwise identifier overlaps can occur.
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7DESCRIPTION OF PARAMETERS

7.1 CANopen Object Directory

7.1.1 Object Directory - Structure

All the CANopen objects relevant for the Bus Coupler are entered into the CANopen ob-
ject directory. The object directory is divided into three different regions:
1 communication-specific profile region (index 0x1000 – 0x1FFF).  

This contains the description of all the parameters specific to communication. 
2 manufacturer-specific profile region (index 0x2000 – 0x5FFF).  

Contains the description of the manufacturer-specific entries. 
3 standardised device profile region (0x6000 – 0x9FFF).  

Contains the objects for a device profile according to DS-401. 

Every entry in the object directory is identified by a 16 bit index. If an object consists of 
several components (e.g. object type array or record), the components are identified by 
an 8-bit sub-index. The object name describes the function of an object, while the data 
type attribute specifies the data type of the entry. The access attribute specifies whether 
an entry may only be read, only written, or may be both read and written.

Communication-specific region

All the parameters and objects necessary for the CANopen Bus Coupler’s communication 
are in this region of the object directory. The region from 0x1000 to 0x1018 contains var-
ious general communication-specific parameters (e.g. the device name).

The communication parameters (e.g. identifiers) for the receive PDOs are located in the 
region from 0x1400 to 0x140F (plus sub-index). The mapping parameters of the receive 
PDOs are in the region from 0x1600 to 0x160F (plus sub-index). The mapping parame-
ters contain the cross-references to the application objects that are mapped into the 
PDOs and the data width of the corresponding object (see also the section dealing with 
PDO Mapping).

The communication and mapping parameters for the transmit PDOs are located in the re-
gions from 0x1800 to 0x180F and from 0x1A00 to 0x1A0F.
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Manufacturer-specific region

This region contains entries that are specific to Baumueller, e.g.:
m data objects for special terminals 
m objects for register communication providing access to all the Bus Couplers’ and Bus 

Terminals’ internal registers 
m objects for simplified configuration of the PDOs 

Standardised device profile region

The standardised device profile region supports the device profile of CANopen DS-401, 
Version 1. Functions are available for analog inputs that can adapt communication in the 
event-driven operating mode to the requirements of the application and to minimise the 
loading of the bus:
m limit value monitoring 
m Delta function 
m activation/deactivation of event-driven mode 

7.1.2 Object List

NOTE
The objects in the object directory can be reached by SDO access, but not generally through 
the configuration software. On the other hand, all the registers that can be configured the with 
configuration software can also be reached using SDO access to the object directory (objects 
0x4500 and 0x4501) - even though this does not offer the same convenience as the configu-
ration software.

Parameters Index CK0000 CK0001 CK0002 

Device type 0x1000 x x x 

Error register 0x1001 x x x 

Error store 0x1003 x x x 

Sync identifier 0x1005 x x x 

Sync interval 0x1006 x x x 

Device name 0x1008 x x x 

Hardware version 0x1009 x x x 

Software version 0x100A x x x 

Node number 0x100B x x x 

Guard time 0x100C x x x 

Life time factor 0x100D x x x 

Guarding identifier 0x100E x x x 
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Save parameters 0x1010 x x x 

Load default values 0x1011 x x x 

Emergency identifier 0x1014 x x x 

Consumer heartbeat time 0x1016 x x x 

Producer heartbeat time 0x1017 x x x 

Device identifier (identity object) 0x1018 x x x 

Server SDO parameters 0x1200 x x x 

Communication parameters for the  
1st - 5th RxPDOs

0x1400 - 0x1404 x x x 

Communication parameters for the  
6th-16th RxPDOs 

0x1405 - 0x140F x x x 

Mapping 1st -5th RxPDO 0x1600 - 0x1604 x x x 

Mapping 6th -16th RxPDO 0x1605 - 0x160F x x x 

Mapping 17th –32nd RxPDO 0x1610 - 0x161F

Communication parameters for the  
1st -5th TxPDOs 

0x1800 - 0x1804 x x x 

Communication parameters for the  
6th-16th TxPDOs 

0x1805 - 0x180F x x x 

Mapping 1st -5th TxPDO 0x1A00 - 0x1A04 x x x 

Mapping 6th -16th TxPDO 0x1A05 - 0x1A0F x x x 

3-byte special terminals, input data 0x2600 x x x

3-byte special terminals, output data 0x2700 x x x

4-byte special terminals, input data 0x2800 x x x

4-byte special terminals, output data 0x2900 x x x

5-byte special terminals, input data 0x2A00 x x x

5-byte special terminals, output data 0x2B00 x x x

6-byte special terminals, input data 0x2C00 x x x

6-byte special terminals, output data 0x2D00 x x x

8-byte special terminals, input data 0x3000 x x x

8-byte special terminals, output data 0x3100 x x x

Bus node register communication 0x4500 x x x 

Bus Terminal / Extension Box register communi-
cation

0x4501 x x x 

Activate PDOs 0x5500 x x x 

NetId 0x5FFE

Digital inputs 0x6000 x x x 

Interrupt mask 0x6126 x x x 

Parameters Index CK0000 CK0001 CK0002 
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7.1.3 Objects and Data

Device type 

The 32 bit value is divided into two 16 bit fields: 

The additional information contains data related to the signal type of the I/O device:  
z=1 signifies digital inputs,  
y=1 signifies digital outputs,  
x=1 signifies analog inputs,  
w=1 signifies analog outputs.

A CK0000 with digital and analog inputs, but with no outputs, thus returns 0x00 05 01 91.

Special terminals (such as serial interfaces, PWM outputs, incremental encoder inputs) 
are not considered. 

The device type supplies only a rough classification of the device. The terminal identifier 
register of the Bus Coupler can be read for detailed identification of the Bus Couplers and 
the attached terminals (for details see register communication index 0x4500).

Error register 

Digital outputs 0x6200 x x x 

Analog inputs 0x6401 x x x

Analog outputs 0x6411 x x x

Event control analog inputs 0x6423 x x x

Upper limit value analog inputs 0x6424 x x x

Lower limit value analog inputs 0x6425 x x x

Delta function for analog inputs 0x6426 x x x

Parameters Index CK0000 CK0001 CK0002 

Index Sub-
index 

Name Type Attri-
bute 

Map. Default 
value

Meaning

0x1000 0 Device type Unsigned32 ro N 0x00000000 Statement of device type

MSB LSB 

Additional information Device profile number 

0000 0000 0000 wxyz 0x191 (401dez) 

Index Sub-
index 

Name Type Attri-
bute 

Map. Default 
value

Meaning

0x1001 0 Error register Unsigned32 ro N 0x00 Error register
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The 8 bit value is coded as follows: 

ManSpec. Manufacturer-specific error, specified more precisely in object 1003.

Comm. Communication error (CAN overrun)

Generic An error that is not more precisely specified has occurred (the flag is set at  
every error message)

Error store 

The 32 bit value in the error store is divided into two 16 bit fields: 

The additional code contains the error trigger (see emergency object) and thereby a de-
tailed error description.

New errors are always saved at sub-index 1, all the other sub-indices being appropriately 
incremented. The whole error store is cleared by writing a 0 to sub-index 0.

If there has not been an error since power up, then object 0x1003 only consists of sub-
index 0 with a 0 entered into it. The error store is cleared by a reset or a power cycle.

As is usual in CANopen, the LSB is transferred first, followed by the MSB.

Sync Identifier 

Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 

ManSpec. reserved reserved Comm. reserved reserved reserved Generic 

Index Sub-
index 

Name Type Attri-
bute 

Map. Default 
value

Meaning

0x1003 0x00 Predefined 
error field 
(Error store)

Unsigned8 rw N 0x00 Object 1003h contains a 
description of the error that 
has occurred in the device - 
sub-index 0 has the num-
ber of error states stored. 

1 Actual error Unsigned32 ro N None Last error state to have 
occurred

... ... ... -- ... ... ...

10 Standard 
error field

Unsigned32 ro N None A maximum of 10 error 
states are stored. 

MSB LSB 

Additional code Error Code 

Index Sub-
index 

Name Type Attri-
bute 

Map. Default 
value

Meaning

0x1005 0 COB-ID Sync 
Message

Unsigned32 rw N 0x80000080 Identifier of the SYNC mes-
sage
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The bottom 11 bits of the 32 bit value contain the identifier (0x80=128dec). Bit 30 indicates 
whether the device sends the SYNC telegram (1) or not (0). The CANopen I/O devices 
receive the SYNC telegram, and accordingly bit 30=0. For reasons of backwards compat-
ibility, bit 31 has no significance.

Sync Interval 

If a value other than zero is entered here, the bus node will go into the fault state if, during 
synchronous PDO operation, no SYNC telegram is received within the watchdog time. 
The watchdog time corresponds here to 1.5 times the communication cycle period that 
has been set - the planned SYNC interval can therefore be entered.

The I/O update is carried out at the Baumueller CANopen bus nodes immediately after 
reception of the SYNC telegram, provided the following conditions are satisfied:

n Firmware status C0 or above (CANopen Version 4.01 or higher).
n All PDOs that have data are set to synchronous communication (0..240).
n The sync interval has been entered in object 0x1006 and (sync interval x lowest 

PDO transmission type) is less than 90 ms.

The modules are then synchronised throughout.

Device name 

Since the returned value is longer than 4 bytes, the segmented SDO protocol is used for 
transmission.

Hardware version 

Index Sub-
index 

Name Type Attri-
bute 

Map. Default 
value

Meaning

0x1006 0 Communica-
tion cycle 
period

Unsigned32 rw N 0x00000000 Length of the SYNC inter-
val in µs.

Index Sub-
index 

Name Type Attri-
bute 

Map. Default 
value

Meaning

0x1008 0 Manufac-
turer Device 
Name 

Visible 
String 

ro N BK51xy Device name of the bus 
node

Index Sub-
index 

Name Type Attri-
bute 

Map. Default 
value

Meaning

0x1009 0 Manufac-
turer hard-
ware-version

Visible 
String 

ro N - Hardware version number 
of the bus node
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Since the returned value is longer than 4 bytes, the segmented SDO protocol is used for 
transmission.

Software version 

Since the returned value is longer than 4 bytes, the segmented SDO protocol is used for 
transmission.

Node number 

The node number is supported for reasons of compatibility.

Guard time

Life time factor

If a guarding telegram is not received within the life time, the node enters the error state. 
If the life time factor and/or guard time = 0, the node does not carry out any life guarding, 
but can itself be monitored by the master (node guarding).

Index Sub-
index 

Name Type Attri-
bute 

Map. Default 
value

Meaning

0x100A 0 Manufac-
turer soft-
ware-version

Visible 
String 

ro N - Software version number of 
the bus node 

Index Sub-
index 

Name Type Attri-
bute 

Map. Default 
value

Meaning

0x100B 0 Node-ID Unsigned32 ro N none Set node number

Index Sub-
index 

Name Type Attri-
bute 

Map. Default 
value

Meaning

0x100C 0 Guard time 
[ms]

Unsigned16 rw N 0 Interval between two guard 
telegrams. Is set by the 
NMT master or configura-
tion tool.

Index Sub-
index 

Name Type Attri-
bute 

Map. Default 
value

Meaning

0x100D 0 Life time fac-
tor

Unsigned8 rw N 0 Life time factor x guard 
time = life time (watchdog 
for life guarding)
Application Manual CANopen Bus Coupler CK0000
Document No.: 5.04036.01

63
of 134



CANopen Object Directory7.1
Guarding identifier

The guarding identifier is supported for reasons of compatibility. Changing the guarding 
identifier has no longer been permitted since version 4 of CANopen.

Save parameters

By writing the string save in ASCII code (hexadecimal 0x65766173) to sub-index 1, the 
current parameters are placed into non-volatile storage. (The byte sequence on the bus 
including the SDO protocol: 0x23 0x10 0x10 0x01 0x73 0x61 0x76 0x65).

The storage process takes about 3 seconds, and is confirmed, if successful, by the cor-
responding TxSDO (0x60 in the first byte). Since the Bus Coupler is unable to send or 
receive any CAN telegrams during the storage process, saving is only possible when the 
node is in the pre-operational state. It is recommended that the entire network is placed 
into the pre-operational state before such storage. This avoids a buffer overflow.

Data saved includes:
m The terminals currently inserted (the number of each terminal category) 
m All PDO parameters (identifier, transmission type, inhibit time, mapping). 

m All SYNC parameters 
m All guarding parameters 
m Limit values, delta values and interrupt enables for analog inputs 

Parameters directly stored in the terminals by way of register communication are imme-
diately stored there in non-volatile form.

Index Sub-
index 

Name Type Attri-
bute 

Map. Default 
value

Meaning

0x100E 0 COB-ID 
guarding pro-
tocol

Unsigned32 ro N 0x000007xy, 
xy = NodeID 

Identifier of the guarding 
protocol 

Index Sub-
index 

Name Type Attri-
bute 

Map. Default 
value

Meaning

0x1010 0 Store Param-
eter

Unsigned8 ro N 1 Number of store options

1 store all 
parameters

Unsigned32 rw N 1 Stores all (storable) param-
eters

NOTE
The stored identifiers apply afterwards, not the default identifiers derived from the node ad-
dresses. Changes to the rotary switch setting no longer affects the PDOs!
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Load default values

Writing the string load in ASCII code (hexadecimal 0x64616F6C) into sub-index 1 resets 
all parameters to default values (as initially supplied) at the next boot (reset).
(The byte sequence on the bus including the SDO protocol:  

0x23 0x11 0x10 0x01 0x6C 0x6F 0x61 0x64).

This makes the default identifiers for the PDOs active again.

Emergency identifier

The bottom 11 bits of the 32 bit value contain the identifier (0x80=128dec). The MSBit can 
be used to set whether the device sends (1) the emergency telegram or not (0).

Alternatively, the bus node's diagnostic function can also be switched off using the Device 
diagnostics bit in the I/O-Bus configuration (see object 0x4500).

Consumer heartbeat time

The 32-bit value is used as follows: 

Index Sub-
index 

Name Type Attri-
bute 

Map. Default 
value

Meaning

0x1011 0 Restore 
Parameter

Unsigned8 ro N 4 Number of reset options

1 Restore all 
parameters

Unsigned32 rw N 1 Resets all parameters to 
their default values

4 Set manufac-
turer Defaults

Unsigned32 rw N 1 Resets all coupler parame-
ters to manufacturer’s set-
tings (including registers)

Index Sub-
index 

Name Type Attri-
bute 

Map. Default 
value

Meaning

0x1014 0 COB-ID 
Emergency

Unsigned32 rw N 0x00000080 
+ NodeID

Identifier of the emergency 
telegram 

Index Sub-
index 

Name Type Attri-
bute 

Map. Default 
value

Meaning

0x1016 0 Number of 
elements

Unsigned8 ro N 2 The consumer heartbeat 
time describes the 
expected heartbeat cycle 
time and the node ID of the 
monitored node

1 Consumer 
heartbeat 
time

Unsigned32 rw N 0 Watchdog time in ms and 
node ID of the monitored 
node
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The monitored identifier can be obtained from the node ID by means of the default iden-
tifier allocation: Guard-ID = 0x700 + Node-ID.

As is usual in CANopen, the LSB is transferred first, followed by the MSB.

Producer heartbeat time

Device identifier (identity object)

Product code: see ZProduct Code – on page 131.

MSB LSB 

Bit 31...24 Bit 23...16 Bit 15...0  

Reserved (0) Node ID (unsigned8) Heartbeat time in ms (unsigned16) 

Index Sub-
index 

Name Type Attri-
bute 

Map. Default 
value

Meaning

0x1017 0 Producer 
heartbeat 
time

Unsigned16 rw N 0 Interval in ms between two 
transmitted heartbeat tele-
grams

Index Sub-
index 

Name Type Attri-
bute 

Map. Default 
value

Meaning

0x1018 0 Identity 
Object: Num-
ber of ele-
ments

Unsigned8 ro N 4 The identity object contains 
general information about 
the type and version of the 
device. 

1 Vendor ID Unsigned32 ro N 0x00000002 Manufacturer identifier. 
Vendor ID 0x15A 

2 Product Code Unsigned32 ro N Depends on 
the product

 Device identifier

3 Revision 
Number

Unsigned32 ro N - Version number

4 Serial Num-
ber 

Unsigned32 ro N - Production date low word, 
high byte: calendar week 
(dec), low word, low byte: 
calendar year

Product  Product Code  

CK0000 0x1141E 
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Server SDO parameters

This is contained in the object directory for reasons of backwards compatibility.

Communication parameters for the 1st RxPDO

Sub-index 1 (COB-ID): The bottom 11 bits of the 32 bit value (bits 0-10) contain the CAN 
identifier. The MSB (bit 31) indicates whether the PDO exists currently (0) or not (1). Bit 
30 indicates whether an RTR access to this PDO is permissible (0) or not (1). Changing 
the identifier (bits 0-10) is not allowed while the object exists (bit 31=0). Sub-index 2 con-
tains the type of the transmission (see ZProcess Data Objects (PDO) – on page 40).

Index Sub-
index 

Name Type Attri-
bute 

Map. Default 
value

Meaning

0x1200 0 Number of 
elements

Unsigned8 ro N 2 Communication parame-
ters of the server SDO. 
Sub-index 0: number of fol-
lowing parameters 

1 COB-ID Cli-
ent ->Server

Unsigned32 ro N 0x000006xy, 
xy=Node-ID 

COB-ID RxSDO (Client -> 
Server) 

2 COB-ID 
Server ->Cli-
ent 

Unsigned32 ro N 0x00000580 
+ Node-ID

COB-ID TxSDO (Client -> 
Server)

Index Sub-
index 

Name Type Attri-
bute 

Map. Default 
value

Meaning

0x1400 0 Number of 
elements

Unsigned8 ro N 5 Communication parame-
ters for the first receive 
PDO. Sub-index 0: num-
ber of following parameters 

1 COB-ID Unsigned32 rw N 0x000002xy, 
xy=Node-ID

COB-ID (Communication 
Object Identifier) RxPDO1

2 Transmis-
sion Type

Unsigned8 rw N 255 Transmission type of the 
PDO

3 Inhibit Time Unsigned16 rw N 0 Present for reasons of 
backwards compatibility, 
but not used in the RxPDO.

4 CMS Priority 
Group

Unsigned8 rw N - Present for reasons of 
backwards compatibility, 
but not used. 

5 Event Timer Unsigned16 rw N 0 Event-Timer. Watchdog 
time defined for monitoring 
reception of the PDO. 
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Communication parameters for the 2nd RxPDO

Communication parameters for the 3rd RxPDO

Index Sub-
index 

Name Type Attri-
bute 

Map. Default 
value

Meaning

0x1401 0 Number of 
elements

Unsigned8 ro N 5 Communication parameter 
for the second receive 
PDO.

1 COB-ID Unsigned32 rw N 0x000003xy, 
xy=Node-ID

COB-ID (Communication 
Object Identifier) RxPDO2

2 Transmis-
sion Type

Unsigned8 rw N 255 Transmission type of the 
PDO

3 Inhibit Time Unsigned16 rw N 0 Present for reasons of 
backwards compatibility, 
but not used in the RxPDO.

4 CMS Priority 
Group

Unsigned8 rw N - Present for reasons of 
backwards compatibility, 
but not used. 

5 Event Timer Unsigned16 rw N 0 Event-Timer. Watchdog 
time defined for monitoring 
reception of the PDO. 

Index Sub-
index 

Name Type Attri-
bute 

Map. Default 
value

Meaning

0x1402 0 Number of 
elements

Unsigned8 ro N 5 Communication parameter 
for the third receive PDO.

1 COB-ID Unsigned32 rw N 0x000004xy, 
xy=Node-ID

COB-ID (Communication 
Object Identifier) RxPDO3

2 Transmis-
sion Type

Unsigned8 rw N 255 Transmission type of the 
PDO

3 Inhibit Time Unsigned16 rw N 0 Present for reasons of 
backwards compatibility, 
but not used in the RxPDO.

4 CMS Priority 
Group

Unsigned8 rw N - Present for reasons of 
backwards compatibility, 
but not used. 

5 Event Timer Unsigned16 rw N 0 Event-Timer. Watchdog 
time defined for monitoring 
reception of the PDO. 
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Communication parameters for the 4th RxPDO

Communication parameters for the 5th-16th RxPDOs

The number of RxPDOs for each bus node type can be found in the technical data.

Index Sub-
index 

Name Type Attri-
bute 

Map. Default 
value

Meaning

0x1403 0 Number of 
elements

Unsigned8 ro N 5 Communication parameter 
for the fourth receive PDO.

1 COB-ID Unsigned32 rw N 0x000005xy, 
xy = Node-ID

COB-ID (Communication 
Object Identifier) RxPDO4

2 Transmis-
sion Type

Unsigned8 rw N 255 Transmission type of the 
PDO

3 Inhibit Time Unsigned16 rw N 0 Present for reasons of 
backwards compatibility, 
but not used in the RxPDO.

4 CMS Priority 
Group

Unsigned8 rw N - Present for reasons of 
backwards compatibility, 
but not used. 

5 Event Timer Unsigned16 rw N 0 Event-Timer. Watchdog 
time defined for monitoring 
reception of the PDO. 

Index Sub-
index 

Name Type Attri-
bute 

Map. Default 
value

Meaning

0x1404 - 
0x140F 
(depend-
ing on the 
device 
type)

0 Number of 
elements

Unsigned8 ro N 5 Communication parameter 
for the 5th to 16th receive 
PDO.

1 COB-ID Unsigned32 rw N 0x8000000 COB-ID (Communication 
Object Identifier) RxPDO5 
.. 16

2 Transmis-
sion Type

Unsigned8 rw N 255 Transmission type of the 
PDO

3 Inhibit Time Unsigned16 rw N 0 Present for reasons of 
backwards compatibility, 
but not used in the RxPDO.

4 CMS Priority 
Group

Unsigned8 rw N - Present for reasons of 
backwards compatibility, 
but not used. 

5 Event Timer Unsigned16 rw N 0 Event-Timer. Watchdog 
time defined for monitoring 
reception of the PDO. 
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Mapping parameters for the 1st RxPDO

The first receive PDO (RxPDO1) is provided by default for digital output data. Depending 
on the number of outputs inserted, the necessary length of the PDO is automatically de-
termined, and the corresponding objects are mapped. Since the digital outputs are orga-
nised in bytes, the length of the PDO in bytes can be found directly at sub-index 0.

Changes to the mapping

The following sequence must be observed in order to change the mapping (specified as 
from CANopen, version 4):
1 Delete PDO (set bit 31 in the identifier entry (sub-index 1) of the communication pa-

rameters to 1) 
2 Deactivate mapping (set sub-index 0 of the mapping entry to 0) 
3 Change mapping entries (sub-indices 1...8) 
4 Activate mapping (set sub-index 0 of the mapping entry to the correct number of 

mapped objects) 
5 Create PDO (set bit 31 in the identifier entry (sub-index 1) of the communication pa-

rameters to 0) 

Index Sub-
index 

Name Type Attri-
bute 

Map. Default 
value

Meaning

0x1600 0 Number of 
elements

Unsigned8 rw N Depending 
on type and 
fittings 

Mapping parameter of the 
first receive PDO; sub-
index 0: number of mapped 
objects.

1 1st mapped 
object

Unsigned32 rw N 0x62000108 1st mapped application 
object (2 bytes index, 1 
byte sub-index, 1 byte bit 
width) 

2 2nd mapped 
object 

Unsigned32 rw N 0x62000208 2nd mapped application 
object (2 bytes index, 1 
byte sub-index, 1 byte bit 
width) 

... ... ... ... ... ... ...

8 8th mapped 
object

Unsigned32 rw N 0x62000808 8th mapped application 
object (2 bytes index, 1 
byte sub-index, 1 byte bit 
width) 
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Mapping parameters for the 2nd RxPDO

The second receive PDO (RxPDO2) is provided by default for analog outputs. Depending 
on the number of outputs inserted, the necessary length of the PDO is automatically de-
termined, and the corresponding objects are mapped. Since the analog outputs are orga-
nised in words, the length of the PDO in bytes can be found directly at sub-index 0.

A specific sequence must be observed in order to change the mapping (see object index 
0x1600).

Index Sub-
index 

Name Type Attri-
bute 

Map. Default 
value

Meaning

0x1601 0 Number of 
elements

Unsigned8 rw N Depending 
on type and 
fittings 

Mapping parameter of the 
second receive PDO; sub-
index 0: number of mapped 
objects.

1 1st mapped 
object

Unsigned32 rw N 0x64110110 1st mapped application 
object (2 bytes index, 1 
byte sub-index, 1 byte bit 
width) 

2 2nd mapped 
object 

Unsigned32 rw N 0x64110210 2nd mapped application 
object (2 bytes index, 1 
byte sub-index, 1 byte bit 
width)

... ... ... ... ... ... ...

8 8th mapped 
object

Unsigned32 rw N 0x64110810 8th mapped application 
object (2 bytes index, 1 
byte sub-index, 1 byte bit 
width) 
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Mapping parameters for the 3rd-16th RxPDO

The 3rd to 16th receive PDOs (RxPDO3ff) are automatically given a default mapping by 
the bus node depending on the attached terminals (or depending on the extension mod-
ules). The procedure is described in the section on PDO Mapping.

A specific sequence must be observed in order to change the mapping (see object index 
0x1600).

Index Sub-
index 

Name Type Attri-
bute 

Map. Default 
value

Meaning

0x1602 - 
0x160F 
(depend-
ing on the 
device 
type)

0 Number of 
elements

Unsigned8 rw N Depending 
on type and 
fittings 

Mapping parameters for 
the third to sixteenth 
receive PDOs; sub-index 0: 
number of mapped objects.

1 1st mapped 
object

Unsigned32 rw N 0x00000000 
(see text)

1st mapped application 
object (2 bytes index, 1 
byte sub-index, 1 byte bit 
width) 

2 2nd mapped 
object 

Unsigned32 rw N 0x00000000 
(see text)

2nd mapped application 
object (2 bytes index, 1 
byte sub-index, 1 byte bit 
width)

... ... ... ... ... ... ...

8 8th mapped 
object

Unsigned32 rw N 0x00000000 
(see text)

8th mapped application 
object (2 bytes index, 1 
byte sub-index, 1 byte bit 
width) 

NOTE
DS401 V2 specifies analog input and/or output data as the default mapping for PDOs 3+4. 
This corresponds to Baumueller's default mapping when less than 65 digital inputs or outputs 
are present. In order to ensure backwards compatibility, the default mapping is retained - the 
mapping behaviour of the devices therefore corresponds to DS401 V1, where in all other re-
spects they accord with DS401 V2.
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Communication parameters for the 1st TxPDO

Sub-index 1 (COB-ID): The bottom 11 bits of the 32 bit value (bits 0-10) contain the CAN 
identifier. The MSB (bit 31) indicates whether the PDO exists currently (0) or not (1). Bit 
30 indicates whether an RTR access to this PDO is permissible (0) or not (1). Changing 
the identifier (bits 0-10) is not allowed while the object exists (bit 31=0). Sub-index 2 con-
tains the type of transmission, sub-index 3 the repetition delay between two PDOs of the 
same type, while sub-index 5 contains the event timer. Sub-index 4 is retained for rea-
sons of compatibility, but is not used. (See also the introduction to PDOs.)

Communication parameters for the 2nd TxPDO

Index Sub-
index 

Name Type Attri-
bute 

Map. Default 
value

Meaning

0x1800 0 Number of 
elements

Unsigned8 ro N 5 Communication parame-
ters for the first transmit 
PDO. Sub-index 0: num-
ber of following parameters 

1 COB-ID Unsigned32 rw N 0x00000180 
+ Node-ID

COB-ID (Communication 
Object Identifier) TxPDO1 

2 Transmis-
sion Type

Unsigned8 rw N 255 Transmission type of the 
PDO

3 Inhibit Time Unsigned16 rw N 0 Repetition delay [value x 
100 µs] 

4 CMS Priority 
Group

Unsigned8 rw N - Present for reasons of 
backwards compatibility, 
but not used. 

5 Event Timer Unsigned16 rw N 0 Event-Timer

Index Sub-
index 

Name Type Attri-
bute 

Map. Default 
value

Meaning

0x1801 0 Number of 
elements

Unsigned8 ro N 5 Communication parame-
ters for the second transmit 
PDO. Sub-index 0: num-
ber of following parameters 

1 COB-ID Unsigned32 rw N 0x00000280 
+ Node-ID

COB-ID (Communication 
Object Identifier) TxPDO2 

2 Transmis-
sion Type

Unsigned8 rw N 255 Transmission type of the 
PDO

3 Inhibit Time Unsigned16 rw N 0 Repetition delay [value x 
100 µs] 

4 CMS Priority 
Group

Unsigned8 rw N - Present for reasons of 
backwards compatibility, 
but not used. 

5 Event Timer Unsigned16 rw N 0 Event-Timer
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The second transmit PDO is provided by default for analog inputs, and is configured for 
event-driven transmission (transmission type 255). Event-driven mode must first be acti-
vated (see object 0x6423), otherwise the inputs can only be interrogated (polled) by re-
mote transmission request (RTR).

Communication parameters for the 3rd TxPDO

The third transmit PDO contains analog input data as a rule (see Mapping). It is config-
ured for event-driven transmission (transmission type 255). Event-driven mode must first 
be activated (see object 0x6423), otherwise the inputs can only be interrogated (polled) 
by remote transmission request (RTR).

Index Sub-
index 

Name Type Attri-
bute 

Map. Default 
value

Meaning

0x1802 0 Number of 
elements

Unsigned8 ro N 5 Communication parame-
ters for the third transmit 
PDO. Sub-index 0: num-
ber of following parameters 

1 COB-ID Unsigned32 rw N 0x00000380 
+ Node-ID

COB-ID (Communication 
Object Identifier) TxPDO3 

2 Transmis-
sion Type

Unsigned8 rw N 255 Transmission type of the 
PDO

3 Inhibit Time Unsigned16 rw N 0 Repetition delay [value x 
100 µs] 

4 CMS Priority 
Group

Unsigned8 rw N - Present for reasons of 
backwards compatibility, 
but not used. 

5 Event Timer Unsigned16 rw N 0 Event-Timer
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Communication parameters for the 4th TxPDO

The fourth transmit PDO contains analog input data as a rule (see Mapping). It is config-
ured for event-driven transmission (transmission type 255). Event-driven mode must first 
be activated (see object 0x6423), otherwise the inputs can only be interrogated (polled) 
by remote transmission request (RTR).

Communication parameters for the 5th-16th TxPDOs

Index Sub-
index 

Name Type Attri-
bute 

Map. Default 
value

Meaning

0x1803 0 Number of 
elements

Unsigned8 ro N 5 Communication parame-
ters for the fourth transmit 
PDO. Sub-index 0: num-
ber of following parameters 

1 COB-ID Unsigned32 rw N 0x00000480 
+ Node-ID

COB-ID (Communication 
Object Identifier) TxPDO4 

2 Transmis-
sion Type

Unsigned8 rw N 255 Transmission type of the 
PDO

3 Inhibit Time Unsigned16 rw N 0 Repetition delay [value x 
100 µs] 

4 CMS Priority 
Group

Unsigned8 rw N - Present for reasons of 
backwards compatibility, 
but not used. 

5 Event Timer Unsigned16 rw N 0 Event-Timer

Index Sub-
index 

Name Type Attri-
bute 

Map. Default 
value

Meaning

0x1804 - 
0x180F 
(depend-
ing on the 
device 
type)

0 Number of 
elements

Unsigned8 ro N 5 Communication parame-
ters for the 5th to 16th trans-
mit PDOs. Sub-index 0: 
number of following param-
eters 

1 COB-ID Unsigned32 rw N 0x0000000 COB-ID (Communication 
Object Identifier) TxPDO5 
to TxPDO16

2 Transmis-
sion Type

Unsigned8 rw N 255 Transmission type of the 
PDO

3 Inhibit Time Unsigned16 rw N 0 Repetition delay [value x 
100 µs] 

4 CMS Priority 
Group

Unsigned8 rw N - Present for reasons of 
backwards compatibility, 
but not used. 

5 Event Timer Unsigned16 rw N 0 Event-Timer
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Mapping 1st TxPDO

The first transmit PDO (TxPDO1) is provided by default for digital input data. Depending 
on the number of inputs inserted, the necessary length of the PDO is automatically deter-
mined, and the corresponding objects are mapped. Since the digital inputs are organised 
in bytes, the length of the PDO in bytes can be found directly at sub-index 0.

A specific sequence must be observed in order to change the mapping (see object index 
0x1600).

Index Sub-
index 

Name Type Attri-
bute 

Map. Default 
value

Meaning

0x1A00 0 Number of 
elements

Unsigned8 rw N Depending 
on type and 
fittings 

Mapping parameter of the 
first transmit PDO; sub-
index 0: number of mapped 
objects. 

1 1st mapped 
object

Unsigned32 rw N 0x60000108 1st mapped application 
object (2 bytes index, 1 
byte sub-index, 1 byte bit 
width) 

2 2nd mapped 
object 

Unsigned32 rw N 0x60000208 2nd mapped application 
object (2 bytes index, 1 
byte sub-index, 1 byte bit 
width) 

... ... ... ... ... ... ...

8 8th mapped 
object

Unsigned32 rw N 0x60000808 8th mapped application 
object (2 bytes index, 1 
byte sub-index, 1 byte bit 
width) 
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Mapping 2nd TxPDO

The second transmit PDO (TxPDO2) is provided by default for analog input data. De-
pending on the number of inputs inserted, the necessary length of the PDO is automati-
cally determined, and the corresponding objects are mapped. Since the analog inputs are 
organised in words, the length of the PDO in bytes can be found directly at sub-index 0.

A specific sequence must be observed in order to change the mapping (see object index 
0x1600).

Index Sub-
index 

Name Type Attri-
bute 

Map. Default 
value

Meaning

0x1A01 0 Number of 
elements

Unsigned8 rw N Depending 
on type and 
fittings 

Mapping parameter of the 
second transmit PDO; sub-
index 0: number of mapped 
objects.

1 1st mapped 
object

Unsigned32 rw N 0x64010110 1st mapped application 
object (2 bytes index, 1 
byte sub-index, 1 byte bit 
width) 

2 2nd mapped 
object 

Unsigned32 rw N 0x64010210 2nd mapped application 
object (2 bytes index, 1 
byte sub-index, 1 byte bit 
width) 

... ... ... ... ... ... ...

8 8th mapped 
object

Unsigned32 rw N 0x64010810 8th mapped application 
object (2 bytes index, 1 
byte sub-index, 1 byte bit 
width) 
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Mapping 3rd-16th TxPDO

The 3rd to 16th transmit PDOs (TxPDO3ff) are automatically given a default mapping by 
the bus node depending on the attached terminals (or depending on the extension mod-
ules). The procedure is described in the section on PDO Mapping.

A specific sequence must be observed in order to change the mapping (see object index 
0x1600).

For the sake of completeness, the following object entries are also contained in the object 
directory (and therefore also in the eds files):

Index Sub-
index 

Name Type Attri-
bute 

Map. Default 
value

Meaning

0x1A02 - 
0x1A0F 
(depend-
ing on the 
device 
type)

0 Number of 
elements

Unsigned8 rw N Depending 
on type and 
fittings 

Mapping parameters for 
the third to sixteenth trans-
mit PDOs; sub-index 0: 
number of mapped objects.

1 1st mapped 
object

Unsigned32 rw N 0x00000000 
(see text) 

1st mapped application 
object (2 bytes index, 1 
byte sub-index, 1 byte bit 
width) 

2 2nd mapped 
object 

Unsigned32 rw N 0x00000000 
(see text) 

2nd mapped application 
object (2 bytes index, 1 
byte sub-index, 1 byte bit 
width) 

... ... ... ... ... ... ...

8 8th mapped 
object

Unsigned32 rw N 0x00000000 
(see text)

8th mapped application 
object (2 bytes index, 1 
byte sub-index, 1 byte bit 
width) 

NOTE
DS401 V2 specifies analog input and/or output data as the default mapping for PDOs 3+4. 
This corresponds to Baumueller's default mapping when less than 65 digital inputs or outputs 
are present. In order to ensure backwards compatibility, the default mapping is retained - the 
mapping behaviour of the devices therefore corresponds to DS401 V1, where in all other re-
spects they accord with DS401 V2.

Index Meaning 

0x2000 Digital inputs (function identical to object 0x6000) 

0x2100 Digital outputs (function identical to object 0x6100) 

0x2200 1-byte special terminals, inputs (at present no terminals corresponding 
to this type are included in the product range) 

0x2300 1-byte special terminals, outputs (at present no terminals corresponding 
to this type are included in the product range) 
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5-byte special terminals, input data

Example of special terminals with 5-byte input data (in the default setting): ZKN000

5-byte special terminals, output data

Example of special terminals with 5-byte output data (in the default setting): ZKN000

0x2400 2-byte special terminals, inputs (at present no terminals corresponding 
to this type are included in the product range) 

0x2500 2-byte special terminals, outputs (at present no terminals corresponding 
to this type are included in the product range) 

0x2E00 7-byte special terminals, inputs (at present no terminals corresponding 
to this type are included in the product range) 

0x2F00 7-byte special terminals, outputs (at present no terminals corresponding 
to this type are included in the product range) 

Index Meaning 

Index Sub-
index 

Name Type Attri-
bute 

Map. Default value Meaning

0x2A00 0 Number of 
elements

Unsigned8 ro N Depending on 
type and fit-
tings 

Number of available 5-byte 
special channels, inputs 

1 1st input 
block

Unsigned40 ro Y 0x0000000000 1st input channel 

... ... ... ... ... ... ...

0x40 64th input 
block

Unsigned40 ro Y 0x0000000000 64th input channel

Index Sub-
index 

Name Type Attri-
bute 

Map. Default value Meaning

0x2B00 0 Number of 
elements

Unsigned8 ro N Depending on 
type and fit-
tings 

Number of available 5-byte 
special channels, outputs 

1 1st output 
block

Unsigned40 rww Y 0x0000000000 1st output channel 

... ... ... ... ... ... ...

0x40 64th output 
block

Unsigned40 rww Y 0x0000000000 64th output channel 
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6-byte special terminals, input data

Example of special terminals with 6-byte input data (in the default setting): ZK0000

6-byte special terminals, output data

Example of special terminals with 6-byte output data (in the default setting): ZK0000

8-byte special terminals, input data

Example for special terminals with 8-byte input data: ZK0000 (with word alignment, not 
according to the default setting)

Index Sub-
index 

Name Type Attri-
bute 

Map. Default value Meaning

0x2C00 0 Number of 
elements

Unsigned8 ro N Depending on 
type and fit-
tings 

Number of available 6-byte 
special channels, inputs 

1 1st input 
block

Unsigned48 ro Y 0x0000000000 1st input channel 

... ... ... ... ... ... ...

0x40 64th input 
block

Unsigned48 ro Y 0x0000000000 64th input channel

Index Sub-
index 

Name Type Attri-
bute 

Map. Default value Meaning

0x2D00 0 Number of 
elements

Unsigned8 ro N Depending on 
type and fit-
tings 

Number of available 6-byte 
special channels, outputs 

1 1st output 
block

Unsigned48 rww Y 0x0000000000 1st output channel

... ... ... ... ... ... ...

0x40 64th output 
block

Unsigned48 rww Y 0x0000000000 64th output channel 

Index Sub-
index 

Name Type Attri-
bute 

Map. Default value Meaning

0x3000 0 Number of 
elements

Unsigned8 ro N Depending on 
type and fit-
tings 

Number of available 8-byte 
special channels, inputs 

1 1st input 
block

Unsigned64 ro Y 0x0000000000 1st input channel 

... ... ... ... ... ... ...

0x40 64th input 
block

Unsigned64 ro Y 0x0000000000 64th input channel
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8-byte special terminals, output data

Example for special terminals with 8-byte output data: ZK0000 (with word alignment, not 
according to the default setting)

Bus node register communication

The 32 bit value is composed as follows: 

As is usual in CANopen, the LSB is transferred first, followed by the MSB.

Accessing index 0x4500 allows any registers in the bus station to be written or read. The 
channel number and the register are addressed here with a 32 bit data word.

Reading the register value

The coupler must first be informed of which register is to be read. This requires an SDO 
write access to the appropriate index/sub-index combination, with:

n table number (access bit = 0) in byte 3
n register address in byte 2 of the 32-bit data value.

Bytes 1 and 0 are not evaluated if the access bit (MSB of byte 3) equals 0. The register 
value can then be read with the same combination of index and sub-index.

After the writing of the register address to be read, the coupler sets the access bit to 1 
until the correct value is available. Thus an SDO read access must check that the table 
number lies in the range from 0...0x7F.

Index Sub-
index 

Name Type Attri-
bute 

Map. Default value Meaning

0x3100 0 Number of 
elements

Unsigned8 ro N Depending on 
type and fit-
tings 

Number of available 8-byte 
special channels, outputs 

1 1st output 
block

Unsigned64 rww Y 0x0000000000 1st output channel

... ... ... ... ... ... ...

0x40 64th output 
block

Unsigned64 rww Y 0x0000000000 64th output channel 

Index Sub-
index 

Name Type Attri-
bute 

Map. Default 
value

Meaning

0x4500 0 Register 
Access

Unsigned32 rw N none Access to internal bus 
node registers

MSB LSB  

Access (bit 7) + table 
number (bits 6...0) 

Register number High byte register 
value

 Low byte register 
value 

[0..1] + [0...0x7F]  [0...0xFF]  [0...0xFF]  [0...0xFF]  
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An access error during register communication is indicated by the corresponding return 
value in the SDO protocol (see the SDO section, Breakdown of parameter communica-
tion).

Writing register values

SDO write access to the corresponding combination of index and sub-index with:
n table number + 0x80 (access bit = 1) in byte 3
n register address in byte 2
n high byte register value in byte 1
n low byte register value in byte 0 of the 32-bit data value.

Remove coupler write protection

Before the registers of the Bus Coupler can be written, the write protection must first be 
removed. In order to do this, the following values must be written in the given sequence 
to the corresponding registers:

Remove coupler write protection (CAN representation)

In order to remove the coupler write protection, the following SDO telegrams (download 
requests) must thus be sent to the coupler:

Id=0x600+Node-ID DLC=8; Data=23 00 45 00 FE AF 02 E3

Id=0x600+Node-ID DLC=8; Data=23 00 45 00 01 00 01 E3

Id=0x600+Node-ID DLC=8; Data=23 00 45 00 01 01 00 E3

Identify terminals

The identifier of the coupler (or of the bus station) and of the attached Bus Terminals can 
be read from the Bus Coupler's table 9. Register 0 then contains the identifier of the Bus 
Coupler itself, register 1 the identifier of the first terminal and register n the identification 
of the nth terminal:

The Bus Coupler description in register number 0 contains 5150 = 0x141E for the 
CK0000. 

Step Table Regis-
ter 

Value Corresponding SDO download value 
(0x4500/0) 

1. 99     2 45054 (0xAFFE) 0xE3 02 AF FE (0xE3=0x63(=99)+0x80)  

2. 99  1 1 (0x0001) 0xE3 01 00 01  

3. 99  0 257 (0x0101) 0xE3 00 01 01  

Table 
number 

Register 
number 

Description Value range 

9 0  Bus station identifier 0 - 65535 

9 1-255  Identifier of the extension module/bus terminal 0 - 65535 
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In the case of analog and special terminals, the terminal identifier (dec) is contained in the 
extension module identifier or the terminal description.

Example: if a AI2010 is plugged in as the third terminal, then register 3 contains the value 
3062dec (0x0BF6).

The following bit identifier is used for digital terminals:

s6...s1: data width in bits; a=1: output terminal; e=1: input terminal

This identifier scheme results in the terminal descriptions listed below:

General coupler configuration (table 0)

Table 0 of the Bus Coupler contains the data for the general coupler configuration. It is 
not, as a general rule, necessary to change this; however, for special applications it is 
possible to change the settings using the configuration software, or through direct access 
via register communication. The write protection must first be removed in order to do this 
(see above).

The relevant register entries are described below:

I/O-Bus configuration 

Table 0, register 2, contains the I/O-Bus configuration, and is coded as follows (default 
value: 0x0006):

A: Auto-reset. If there is a I/O-Bus error, attempts are made cyclically to start the I/O-Bus 
up again through a reset. If emergency telegrams and guarding are not evaluated, acti-
vation of auto-reset can lead to output and input information being lost without that loss 
being noticed.  

0: No auto-reset (default)  
1: Auto-reset active

G: Device diagnostics. Reporting (by means of emergency telegram), that, for example
n a current input is open circuit (with diagnostics)
n 10 V exceeded at a 1-10 V input terminal

MSB LSB 

1 s6 s5 s4 s3 s2 s1 s0 0 0 0 0 0 0 a e 

Extension module 
identifier 

Meaning 

0x8201 2 bit digital input terminal, e.g. DI2000 

0x8202 2 bit digital output terminal, e.g. DO2000 

0x8401 4 bit digital input terminal, e.g. DI4000 

0x8402 4 bit digital output terminal, e.g. DO4000 

MSB LSB 

0 0 0 0 0 0 0 0 0 0 0 0 0 D G A 
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0: Device diagnostics switched off  
1: Device diagnostics active (default)

D: Diagnostic data from digital terminals is included in the process image. This flag is 
only evaluated when device diagnostics is active (see above).  

0: Do not display  
1: Display (default)

Process image description 

Table 0, register 3, contains the process image description, and is coded as follows (de-
fault value: 0x0903):

k0...k1:  Reaction to I/O-Bus errors  
0,2: Inputs remain unchanged (default = 2);  
1: Set inputs to 0 (TxPDO with zeros is sent)

f0...f1:  Reaction to fieldbus error  
0: Stop the I/O-Bus cycles, watchdog in the terminals triggers, fault output  
   values become active. The old output values are initially set during a restart.  
1: Set outputs to 0, then stop the I/O-Bus cycles (default).  
2: Outputs remain unchanged.

a: Word alignment of analog and special terminals  
0: No alignment (default)  
1: Map data to word boundaries (process data always starts on an even  
   address in the PDO)

d: Data format for complex terminals (analog and special terminals)  
0: Intel format (default)  
1: Motorola format

k: Evaluation of complex terminals (analog and special terminals)  
0: User data only (default)  
1: Complete evaluation (note: analog channels then, for example, need 3  
   input and 3 output bytes instead of, e.g., 2 input bytes; instead of 4 channels  
   per PDO, 2 channels require a RxPDO and a TxPDO)

MSB LSB 

0 0 0 0 k1 k0 f1 f0 0 0 a 0 d k 1 1 
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Bus Terminal / Extension Box register communication

The 32 bit value is composed as follows: 

As is usual in CANopen, the LSB is transferred first, followed by the MSB.

Accessing index 0x4501 allows the user registers in the bus terminal or extension module 
to be written or read. The modules have a set of registers for each input or output channel. 
The modules are addressed by means of the sub-index; the channel number and register 
are addressed in the 32-bit data value. Channel number 0 corresponds here to the first 
channel, 1 to the second channel, and so forth.

Reading the register value

The coupler must first be informed of which register is to be read. This requires an SDO 
write access to the appropriate index/sub-index combination, with:

n channel number (access bit = 0) in byte 3
n register address in byte 2 of the 32-bit data value.

Bytes 1 and 0 are not evaluated if the access bit (MSB of byte 3) equals 0. The register 
value can then be read with the same combination of index and sub-index.

After the writing of the register address to be read, the coupler sets the access bit to 1 
until the correct value is available. Thus an SDO read access must check that the table 
number lies in the range from 0...0x7F.

Index Sub-
index 

Name Type Attri-
bute 

Map. Default value Meaning

0x4501 0 Access Ter-
minal Regis-
ter

Unsigned8 ro N none Index 0x4501 allows 
access to all the registers 
in the bus terminal or 
extension module. Sub-
index 0 contains the num-
ber of attached bus termi-
nals.

1 Access Reg. 
Terminal 1 

Unsigned32 rw N none Access to bus terminal or 
extension module register 
1

... ... ... ... ... ... ...

0xFE Access Reg. 
Terminal 254

Unsigned32 rw N none Access to bus terminal or 
extension module register 
254

MSB     LSB 

Access (bit 7) + chan-
nel number (bits 6...0) 

Register number High byte register 
value 

Low byte register 
value 

[0..1] + [0...0x7F]  [0...0xFF]  [0...0xFF]  [0...0xFF]  
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An access error during register communication is indicated by the corresponding return 
value in the SDO protocol (see the SDO section, Breakdown of parameter communica-
tion).

An example of 
reading register 
values

The thermocouple type to which the second input channel of a AI2PT0 Thermocouple In-
put Terminal has been set is to be determined. This requires feature register 32 to be 
read. The terminal is located in the fifth slot, next to the Bus Coupler. This means that the 
following SDO telegrams must be sent:

Write access (download request) to index 4501, sub-index 5 with 32 bit data value 01 20 
00 00 (0x01 = 2nd channel, 0x20 = register 32)

Id=0x600+Node-ID DLC=8; Data=23 01 45 05 00 00 20 01

Then a read access (upload request) to the same index/sub-index. The data value sent 
here is irrelevant (0x00 is used here).

Id=0x600+Node-ID DLC=8; Data=40 01 45 05 00 00 00 00

The coupler responds with the upload response telegram:

Id=0x580+Node-ID DLC=8; Data=43 01 45 05 06 31 20 01

This means that the feature register contains the value 31 06. The upper 4 bits indicate 
the thermocouple type. Their value here is 3, which means that PT500 is the type that has 
been set for this channel (see the AI2PT0 documentation).

Writing register values

SDO write access to the corresponding combination of index and sub-index with:
n channel number + 0x80 (access bit = 1) in byte 3
n register address in byte 2
n high byte register value in byte 1
n low byte register value in byte 0 of the 32-bit data value.

Read again and compare after writing!

Remove terminal write protection

Before the user registers in the Bus Terminal (register 32-xx, depending on terminal type 
or extension module) can be written to, it is first necessary for write protection to be re-
moved. The following codeword is written for this purpose into register 31 of the channel 
concerned:

NOTE
If the write protection is not removed (as a result, for instance, of a faulty codeword), then al-
though a write access to the terminal register will be confirmed (SDO download response), 
the value is not in fact entered into the register. It is therefore recommended that the value is 
read back after writing and compared.
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Remove terminal write protection (CAN representation)

In order to remove the terminal's write protection, the following SDO telegram must thus 
be sent to the coupler:

Id=600 + Node-ID DLC=8; Data=23 01 45 xx 35 12 1F 8y

where xx is the terminal's slot, and y indicates the channel.

An example of re-
moving write pro-
tection

Suppose that a AI2PT0 PT Input Terminal is inserted into slot 5 of a CK0000 that has 
node address 3, then the write protection for the first channel can be removed as follows:

Id=0x603 DLC=8; Data=23 01 45 05 35 12 1F 80

The following telegram is sent for the second channel:

Id=0x603 DLC=8; Data=23 01 45 05 35 12 1F 81

An example of 
writing register 
values

The type of PT attached to the second channel of the AI2PT0 Terminal in slot 5 is now to 
be changed to PT1000. For this purpose, the value 2 must be written into the upper 4 bits 
(the upper nibble) of the feature register. It is assumed to that the default values are to be 
supplied for all the other bits in the feature register. Once the write protection has been 
removed, SDO write access (download request) is used to write the following 32 bit value 
into index 0x4501, sub-index 05: 81 20 21 06 (0x81=01+0x80; 0x20=32;0x2106 = register 
value).

The corresponding telegram on the bus looks like this:

Id=0x600+Node-ID DLC=8; Data=23 01 45 05 06 21 20 81

Activate PDOs

CANopen defines default identifiers for 4 transmit (Tx) and 2 receive (Rx) PDOs, all other 
PDOs being initially deactivated after the nodes have started up. Index 0x5500 can acti-
vate all the PDOs that, in accordance with the terminals inserted, are filled with process 
data (manufacturer-specific default mapping). A manufacturer-specific default identifier 
allocation is carried out here for PDO5…11, while the transmission type and a uniform 
inhibit time is set for PDO2…11. PDOs that do not have process data (and which are thus 
superfluous in the present configuration) are not activated.

Write pro-
tection 

Channel Register Value Corresponding SDO down-
load value (0x4500/0) 

 1, 2, 3 or 
4  

31 (0x1F) 4661 (0x1235) 8y 1F 12 35 (y = channel 
number)  

Index Sub-
index 

Name Type Attri-
bute 

Map. Default 
value

Meaning

0x5500 0 Activate PDO 
Defaults

Unsigned32 rw N 0x00000000 sets PDO communication 
parameters for PDOs 2...11 
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The 32-bit value is used as follows:

As is usual in CANopen, the LSB is transferred first, followed by the MSB.

Example: Activate PDOs for bus node number 1, set inhibit time to 10 ms (=100 x 100 µs), set trans-
mission type for TxPDOs to 255, and set transmission type for RxPDOs to 1. The follow-
ing telegram must be sent:

Id=0x601 DLC=8; Data=23 00 55 00 64 00 FF 01

The node responds with the following telegram:

Id=0x601 DLC=8; Data=60 00 55 00 00 00 00 00

Identifiers used

The default identifier allocation for the additional PDOs leaves the pre-defined regions for 
guarding, SDOs etc. free, assumes a maximum of 64 nodes in the network with PDO6 as 
the next node, and proceeds according to the following scheme:

NOTE
This object can only be written in the pre-operational state!

MSB     LSB 

Transmission Type 
RxPDOs 

Transmission Type 
TxPDOs 

High byte inhibit 
time 

Low byte inhibit time 

Object Function code Resulting COB ID (hex) Resulting COB ID (dec) 

TxPDO5 1101  0x681 - 0x6BF 1665 - 1727 

RxPDO5 1111  0x781 - 0x7BF 1921- 1983 

TxPDO6 00111 0x1C1 - 0x1FF 449 - 511 

RxPDO6 01001  0x241 - 0x27F 577 - 639 

TxDPO7 01011  0x2C1 - 0x2FF 705 - 767 

RxPDO7 01101  0x341 - 0x37F 833 - 895 

TxPDO8 01111  0x3C1- 0x3FF 961 - 1023 

RxPDO8 10001  0x441 - 0x47F 1089 - 1151 

TxPDO9 10011  0x4C1 - 0x4FF 1217 - 1279 

RxPDO9 10101  0x541 - 0x57F 1345 - 1407 

TxDPO10 10111  0x5C1 - 0x5FF 1473 - 1535 

RxPDO10 11001  0x641 - 0x67F 1601- 1663 

TxPDO11 11011  0x6C1 - 0x6FF 1729 - 1791 

RxPDO11 11101  0x741 - 0x77F 1857 - 1919 
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For the sake of clarity, the default identifiers defined according to CANopen are also listed 
here:

The identifiers that result from the rotary switch settings on the coupler are given, as are 
the identifier regions for the node addresses 64...127 (not settable in Bus Couplers 
CK0000) in square brackets. Addresses 1…63 can be set for the Fieldbus Box modules 
and the BK515x Bus Couplers.

The appendix contains a tabular summary of all the identifiers.

NOTE
Ensure that index 0x5500 is not used if Bus Couplers with more than 5 PDOs are present in 
networks with node addresses > 64, otherwise identification overlaps can occur. In that case, 
the PDO identifiers must be set individually.

Object Function code Resulting COB ID (hex) Resulting COB ID (dec) 

Emergency 0001  0x81 - 0xBF [0xFF] 129 - 191 [255] 

TxPDO1 0011  0x181 - 0x1BF [0x1FF] 385 - 447 [511] 

RxPDO1 0100  0x201 - 0x23F [0x27F] 513 - 575 [639] 

TxPDO2 0101  0x281 - 0x2BF [0x2FF] 641 - 676 [767] 

RxPDO2 0110  0x301 - 0x33F [0x37F] 769 - 831 [895] 

TxDPO3 0111  0x381 - 0x3BF [0x3FF] 897 - 959 [1023] 

RxPDO3 1000  0x401 - 0x43F [0x47F] 1025 - 1087 [1151] 

TxPDO4 1001  0x481 - 0x4BF [0x4FF] 1153 - 1215 [1279] 

RxPDO4 1010  0x501 - 0x53F [0x57F] 1281- 1343 [1407] 

SDO (Tx) 1011  0x581 - 0x5BF [0x5FF] 1409 - 1471 [1535] 

SDO (Rx) 1100  0x601 - 0x63F [0x67F] 1537 - 1599 [1663] 

Guarding / 
Heartbeat/ 
Bootup 

1110  0x701 - 0x73F [0x77F] 1793 - 1855 [1919] 
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Digital inputs

Interrupt mask

By default, every change in the value in an event-driven PDO causes a telegram to be 
sent. The interrupt mask makes it possible to determine which data changes are evaluat-
ed for this purpose. By clearing the appropriate ranges within the PDOs they are masked 
out for event-driving purposes (interrupt control). The interrupt mask does not just govern 
all the PDOs with digital inputs, but all the TxPDOs that are present. If the TxPDOs are 
shorter than 8 bytes, then the superfluous part of the IR mask is not evaluated.

The interrupt mask only has an effect on TxPDOs with transmission types 254 and 255. 
It is not stored in the device (not even through object 0x1010). Changes to the mask at 
runtime (when the status is operational) are possible, and are evaluated starting from the 
next change of input data.

The interrupt mask for TxPDOs with analog input data is not evaluated if either limit val-
ues (0x6424, 0x6425) or the delta function (0x6426) have been activated for the inputs. 

This entry has been implemented in firmware C3 and above.

Index Sub-
index 

Name Type Attri-
bute 

Map. Default value Meaning

0x6000 0 Number of 
elements

Unsigned8 ro N Depending on 
type and fit-
tings

Number of available digital 
8-bit input data blocks

1 1st input 
block

Unsigned8 ro Y 0x00 1st input channel 

... ... ... ... ... ... ...

0xFE 254th input 
block

Unsigned8 ro Y 0x00 254th input channel

Index Sub-
index 

Name Type Attri-
bute 

Map. Default value Meaning

0x6126 0 Number of 
elements

Unsigned8 ro N Depending on 
type

The number of 32-bit inter-
rupt masks = 2 x the num-
ber of TxDPOs

1 IR-Mask0 
TxPDO1

Unsigned32 rw N 0xFFFFFFFF IR-mask bytes 0...3 
TxPDO1

2 IR-Mask1 
TxPDO1

Unsigned32 rw N 0xFFFFFFFF IR-mask bytes 4...7 
TxPDO1

3 IR-Mask0 
TxPDO2

Unsigned32 rw N 0xFFFFFFFF IR-mask bytes 0...3 
TxPDO2

... ... ... ... ... ... ...

 0x20 IR-Mask1 
TxPDO16

Unsigned32 rw N 0xFFFFFFFF IR-mask bytes 4...7 
TxPDO16
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Example of data 
assignment

Figure 25: Data assignment

Application exam-
ple

The value contained in a fast counter input is only to be transmitted when bits in the status 
word (the latch input, for instance) have changed. This requires the 32 bit counter value 
to be masked out (zeroed) in the interrupt mask. The status is located in byte 0, while the 
counter value is, by default, contained in bytes or 1..4 of the corresponding PDOs 
(TxPDO3 in this example, because < 65 digital and < 5 analog inputs are present). This 
means that index 0x6126, sub-index5 must receive the value 0x0000 00FF and that sub-
index6 must have 0xFFFF FF00 written into it.

The corresponding SDOs therefore appear as follows:

11 bit identifier 8 bytes of user data 

0x600 + node 
ID 

0x22 0x26 0x61 0x05 0xFF 0x00  0x00 0x00

11 bit identifier 8 bytes of user data 

0x600 + node 
ID 

0x22 0x26 0x61 0x06 0x00 0xFF  0xFF 0xFF
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Digital outputs

Analog inputs

The analog signals are displayed left aligned. The representation in the process image is 
therefore independent of the actual resolution. Detailed information on the data format 
can be found at the relevant signal type.

Analog outputs

The analog signals are displayed left aligned. The representation in the process image is 
therefore independent of the actual resolution. Detailed information on the data format 
can be found at the relevant signal type.

Index Sub-
index 

Name Type Attri-
bute 

Map. Default value Meaning

0x6200 0 Number of 
elements

Unsigned8 ro N Depending on 
type and fit-
tings

Number of available digital 
8-bit output data blocks

1 1st output 
block

Unsigned8 rw Y 0x00 1st output channel 

... ... ... ... ... ... ...

0xFE 254th output 
block

Unsigned8 rw Y 0x00 254th output channel

Index Sub-
index 

Name Type Attri-
bute 

Map. Default value Meaning

0x6401 0 Number of 
elements

Unsigned8 ro N Depending on 
type and fit-
tings

Number of analog input 
channels available 

1 1st input Unsigned16 ro Y 0x0000 1st input channel 

... ... ... ... ... ... ...

0xFE 254th input Unsigned16 ro Y 0x0000 254th input channel

Index Sub-
index 

Name Type Attri-
bute 

Map. Default value Meaning

0x6411 0 Number of 
elements

Unsigned8 ro N Depending on 
type and fit-
tings

Number of analog output 
channels available

1 1st output 
block

Unsigned16 rw Y 0x0000 1st output channel 

... ... ... ... ... ... ...

0xFE 254th output 
block

Unsigned16 rw Y 0x0000 254th output channel
Application Manual CANopen Bus Coupler CK0000
Document No.: 5.04036.01 Baumüller Nürnberg GmbH

92
of 134



Description of Parameters 7

Event driven analog inputs

Although, in accordance with CANopen, the analog inputs in TxPDO2..4 are by default 
set to transmission type 255 (event driven), the event (the alteration of an input value) is 
suppressed by the event control in object 0x6423, in order to prevent the bus from being 
swamped with analog signals. It is recommended that the flow of data associated with the 
analog PDOs is controlled either through synchronous communication or through using 
the event timer. In event-driven operation, the transmission behaviour of the analog 
PDOs can be parameterised before activation by setting the inhibit time (object 0x1800ff, 
sub-index 3) and/or limit value monitoring (objects 0x6424 + 0x6425) and/or delta func-
tion (object 0x6426).

Upper limit value analog inputs

Values different from 0 activate the upper limit value for this channel. A PDO is then trans-
mitted if this limit value is exceeded. In addition, the event driven mode must be activated 
(object 0x6423). The data format corresponds to that of the analog inputs.

Index Sub-
index 

Name Type Attri-
bute 

Map. Default 
value

Meaning

0x6423 0 Global Inter-
rupt Enable

Boolean rw N FALSE (0) Activates the event-driven 
transmission of PDOs with 
analog inputs.

Index Sub-
index 

Name Type Attri-
bute 

Map. Default value Meaning

0x6424 0 Number of 
elements

Unsigned8 ro N Depending on 
type and fit-
tings

Number of analog input 
channels available

1 upper limit 
1st input

Unsigned16 rw Y 0x0000 Upper limit value for 1st 
input channel 

... ... ... ... ... ... ...

0xFE upper limit 
254th input 

Unsigned16 rw Y 0x0000 Upper limit value for 254th 
input channel 
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Register Description7.2
Lower limit value analog inputs

Values different from 0 activate the lower limit value for this channel. A PDO is then trans-
mitted if the value falls below this limit value. In addition, the event driven mode must be 
activated (object 0x6423). The data format corresponds to that of the analog inputs.

Delta function for analog inputs

Values different from 0 activate the delta function for this channel. A PDO is then trans-
mitted if the value has changed by more than the delta value since the last transmission. 
In addition, the event driven mode must be activated (object 0x6423). The data format 
corresponds to that of the analog inputs (delta value: can only have positive values).

7.2 Register Description

in preparation

Index Sub-
index 

Name Type Attri-
bute 

Map. Default value Meaning

0x6425 0 Number of 
elements

Unsigned8 ro N Depending on 
type and fit-
tings

Number of analog input 
channels available

1 lower limit 1st 
input

Unsigned16 rw Y 0x0000 Lower limit value for 1st 
input channel 

... ... ... ... ... ... ...

0xFE lower limit 
254th input 

Unsigned16 rw Y 0x0000 Lower limit value for 254th 
input channel 

Index Sub-
index 

Name Type Attri-
bute 

Map. Default value Meaning

0x6426 0 Number of 
elements

Unsigned8 ro N Depending on 
type and fit-
tings

Number of analog input 
channels available

1 delta value 
1st input

Unsigned16 rw Y 0x0000 Delta value for the 1st input 
channel 

... ... ... ... ... ... ...

0xFE delta value 
254th input

Unsigned16 rw Y 0x0000 Delta value for the 254th 
input channel
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8DIAGNOSTICS AND ERROR 
HANDLING

8.1 LEDs

8.1.1 Overview

The Bus Coupler has two groups of LEDs for the display of status. The left hand group 
indicates the state of the fieldbus.

On the upper right hand side of the CK0000 bus coupler are two more green LEDs that 
indicate the supply voltage. The upper LED indicates the presence of the 24 V supply for 
the Bus Coupler. The lower LED indicates the presence of the supply to the power con-
tacts. The two I/O-Bus LEDs (I/O RUN, I/O ERR) are located under the fieldbus LEDs. 
These indicate the operational state of the Bus Terminals and the connection to these 
Bus Terminals.

Figure 26:
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LEDs8.1
8.1.2 Fieldbus LEDs

The four LEDs on the left indicate the operating state of the CANopen communication. 
The CAN-ERR LED here provides an indication of the physical state of the bus as well as 
of protocol errors. The RUN LED indicates the CANopen status of the bus node. The 
overflow LEDs come on in the event of a send or receive buffer overflow.

The behavior of the LEDs accords with CANopen recommendation DRP303-3 from CAN 
in Automation.

CAN-ERR blink code

CAN ERR Meaning 

off CAN bus has no errors 

Fast blinking  
(approx. 50ms on, 
approx. 50ms off; 
alternating with RUN 
LED) 

Automatic baud rate detection has not yet found a valid baud 
rate. Not enough telegrams on the bus yet. 

1 x flash 
(approx. 200ms on, 
1s off)

CAN warning limit exceeded. There are too many error frames 
on the bus. Please check the wiring (e.g. termination resistors, 
screens, conductor length, stubs). Other possible causes for 
exceeding the warning limit: there are no other participating 
devices in the network (occurs, for instance, when the first node 
is started). 

2 x blinking 
(each approx. 
200ms on, 200ms 
off, followed by a 1s 
pause)

The guarding or heartbeat monitor has asserted, because 
either guarding telegrams or heartbeat telegrams are no longer 
being received.
Precondition for guarding monitoring: guard time and life time 
factors are > 0.
Precondition for heartbeat monitoring: consumer heartbeat > 0). 
The Bus Coupler is pre-operational (PDOs switched off), and the 
outputs are in the error state. 

3 x blinking 
(each approx. 
200ms on, 200ms 
off, followed by a 1s 
pause)

A synchronization error has occurred. No sync. telegrams 
have been received during the set monitoring time (object 
0x1006 x 1.5). The bus node is pre-operational (PDOs switched 
off), and the outputs are in the error state. 

4 x blinking 
(each approx. 
200ms on, 200ms 
off, followed by a 1s 
pause)

Event timer error: The Bus Coupler has not received an 
RxPDO within the set event time (0x1400ff sub-index 5). The 
bus node is pre-operational (PDOs switched off), and the out-
puts are in the error state. 
Application Manual CANopen Bus Coupler CK0000
Document No.: 5.04036.01 Baumüller Nürnberg GmbH

96
of 134



Diagnostics and Error Handling 8

RUN blink code

Tx overflow blink code

Rx overflow blink code

RUN Meaning 

off Firmware status < C0: Bus node is in stopped state. No com-
munication is possible with SDO or PDO. 

Fast blinking 
(approx. 50ms on, 
approx. 50ms off; 
alternating with CAN 
ERR LED) 

Automatic baud rate detection has not yet found a valid baud 
rate. Not enough telegrams on the bus yet. 

1 x blinking 
(approx. 200 ms on, 
1 s off)

Bus node is in stopped state. No communication is possible 
with SDO or PDO. 

Blinking cyclically 
(approx. 200 ms on, 
200 ms off)

Bus node is in pre-operational state. The node has not yet 
started. 

on Bus node is in Operational state. 

Tx Overflow  Meaning 

on A transmit queue overflow has occurred. The bus coupler could 
not send its messages. Cause: e.g. excessive bus loading. 
A bus coupler reset must be carried out.

Blinking cyclically 
(approx. 200 ms on, 
200 ms off)

Logical Tx queue overflow: SYNC interval too short. The coupler 
could not deliver all the TxPDOs before the following SYNC tele-
gram. The TxPDOs are then, for instance, delivered in every 
second SYNC interval.
Remedy: Lengthen the SYNC interval or raise the transmission 
type. In some cases it may be appropriate to reduce the I/O 
count at this bus station (e.g. by moving I/Os to the neighboring 
station)
Note: The logical Tx queue overflow is signaled for approx. 10 
sec and then reset. If it keeps recurring, signaling is maintained.

Rx Overflow  Meaning 

on A receive queue overflow has occurred. The Bus Coupler loses 
messages.
Cause: e.g. bursts of short telegrams. 
A bus coupler reset must be carried out.

Blinking cyclically 
(approx. 200 ms on, 
200 ms off)

A receive queue overflow has occurred. The Bus Coupler loses 
messages.
Cause: e.g. bursts of short telegrams. 
A bus coupler reset must be carried out.
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LEDs8.1
I/O-Bus LEDs (local errors)

Two LEDs, the I/O-Bus LEDs, indicate the operational state of the Bus Terminals and the 
connection to these Bus Terminals. The green LED (I/O RUN) lights up in order to indi-
cate fault-free operation. The red LED (I/O ERR) flashes with two different frequencies in 
order to indicate an error. The errors are displayed in the blink code in the following way:

Blink code

Error type

Fast blinking Start of the error code 

First slow sequence Error code 

Second slow sequence Error argument (error location) 

Error code Error 
code 
argument 

Description Remedy

Persistent, 
continuous 
flashing

general I/O-bus error n Check terminal strip

1 pulse 0 EEPROM checksum 
error

n Set manufacturer’s setting with 
the KS2000 software

n Connect fewer terminals; too 
many entries in the table for the 
programmed configuration

n Software update required for 
the coupler

1 Inline code buffer over-
flow

2 Unknown data type

2 pulses 0 Programmed configura-
tion incorrect table entry 
/ Bus Coupler

n Check programmed configura-
tion for correctness 

n Incorrect table entry / Bus Cou-
pler(n>0) Incorrect table compari-

son (terminal n)

3 pulses 0 I/O-Bus command error n No terminal connected; attach 
terminals. 

n One of the terminals is defec-
tive; halve the number of termi-
nals attached and check 
whether the error is still present 
with the remaining terminals. 
Repeat until the defective termi-
nal is located.

4 pulses 0  
n

I/O-Bus data error, 
break behind Bus Ter-
minal n

Check whether the n+1 terminal is 
correctly connected; replace if 
necessary.
n Check whether the end terminal 

EK0000 is connected.
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Diagnostics and Error Handling 8
Error location 

The number of pulses indicates the position of the last Bus Terminal before the fault. Pas-
sive Bus Terminals, such as a power feed terminal, are not included in the count.

5 pulses n I/O-Bus error during 
register communication 
with Terminal

Replace terminal n.

7 pulses n 

9 pulses 0  
 
 
n

Checksum error in pro-
gram flash memory 

Terminal n is not consis-
tent with the configura-
tion that existed during 
creation of the boot 
project

n Set manufacturer’s setting with 
the configuration software 

n Set manufacturer's setting with 
the configuration software, 
which will delete the boot 
project 

13 pulses 0 Runtime I/O-Bus com-
mand error 

n One of the terminals is defec-
tive; halve the number of termi-
nals attached and check 
whether the error is still present 
with the remaining terminals. 
Repeat until the defective termi-
nal is located.

14 pulses n Terminal n has the 
wrong format

n Start the coupler again, and if 
the error occurs again then 
exchange the terminal

15 pulses n Number of terminals is 
no longer correct

n Start the coupler again, and if 
the error occurs again after this, 
use the configuration software 
to set manufacturer’s settings

16 pulses n Length of the I/O-Bus 
data (bit length) is no 
longer correct. n = bit 
length after booting

n Start the coupler again, and if 
the error occurs again after this, 
use the configuration software 
to set manufacturer’s settings

17 pulses n Number of terminals is 
no longer correct n = 
number of Terminals 
after booting

n Start the coupler again, and if 
the error occurs again after this, 
use the configuration software 
to set manufacturer’s settings

18 pulses n The terminal descrip-
tion is no longer correct 
after reset (n=terminal 
number).

n Start the coupler again, and if 
the error occurs again after this, 
use the configuration software 
to set manufacturer’s settings

Error code Error 
code 
argument 

Description Remedy
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Emergency Object8.2
8.2 Emergency Object

In order to be able to inform other participating devices on the CANopen bus about inter-
nal device errors or CAN bus errors, CANopen Bus Couplers can make use of the emer-
gency object. It has a high priority, and provides valuable information about the state of 
the device and of the network.

Structure of the emergency message

The emergency object is always 8 bytes long; it contains first the 2-byte error code, then 
the 1-byte error register, and finally the additional code of 5 bytes. This is divided into a 
2-byte bit field and a 3-byte parameter field:

NOTE
It is strongly recommended that emergency objects are evaluated - they provide a valuable 
source of information.

11 bit identifier 8 bytes of user data 

0x80 (=128dec) 
+ node-ID

EC0 EC1 EReg Bit field 0:
Comm

Bit field 1:
DevErr 

EMCY 
Trigger

 Info 0 Info 1 

Parame-
ters 

Explanation 

EC0 Error Code Low-Byte. Not used (always zero) 

EC1 Error Code High-Byte. 0x50 = device error, 0x81 = communication error, 
0x00 = error reset 

EReg Error register. 0x81 = device error, 0x91 = communication error 

Bit field 0: 
Comm

 Bit field communication error:  

0x01  Guarding delayed or failed  

0x02 Sync delayed or failed 

0x04 Incorrect PDO length parameterised 

0x08 Event timer timeout: RxPDO not received in time 

0x10 Receive queue overrun 

0x20 Transmit queue overrun 

0x40 CAN bus OFF 

0x80 CAN warning limit exceeded 

Bit field 1: 
DevErr  

Bit field device error:  

0x01  Terminal error  

0x02 I/O-Bus error  
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Diagnostics and Error Handling 8
Bit field 1: 
DevErr  

0x04 EEPROM error  

0x10 Unsupported terminal plugged in 

0x80 Altered HW configuration.  

EMCY 
trigger

 The emergency trigger byte contains the code for the particular error that 
has triggered the emergency telegram. If an error has been rectified, an 
emergency telegram with the error code 0x0000 is sent, and the emer-
gency trigger contains the description of the error that has been corrected. 
Errors that are still current are signalled here in the bit fields. Once the Bus 
Coupler is free of errors, it sends an emergency telegram containing zeros 
everywhere other than in the emergency trigger.  

0x01 CAN warning limit exceeded (too many error frames) 

0x02 CAN bus OFF state has been reached. Since the coupler can no 
longer send an emergency telegram, an emergency telegram 
with trigger 0x40 is sent when the bus leaves the "off" state (a 
new CAN controller initialisation). 

0x03  Transmit queue overrun: CAN messages are being lost 

0x04 Transmit queue overrun: CAN messages are being lost 

0x06 Incorrect PDO length parameterised (check mapping).  
Info 0: parameterised (expected ) PDO length in bytes  
Info 1: current PDO length (results from the added lengths of the 
mapped objects) 

0x07 Sync delayed (time-out after communication cycle period, index 
0x1006) or failed 

0x08 Guarding or heartbeat delayed (timeout following guard time x 
lifetime factor, or following consumer heartbeat time) or failed. 

0x09 Altered HW configuration. The inserted terminals or the compo-
sition of the extension modules has been changed since the last 
save.  

0x0A Event timer timeout: RxPDO not received in time 

0x0B Logical Tx queue overrun: SYNC interval too short.  
The coupler could not deliver all the TxPDOs before the follow-
ing SYNC telegram. The TxPDOs are then, for instance, deliv-
ered in every second SYNC interval.  
Remedy: Lengthen the SYNC interval or raise the transmission 
type. In some cases it may be appropriate to reduce the I/O 
count at this bus station (e.g. by moving I/Os to the neighbouring 
station) 

0x0C Unsupported terminal plugged in  
Info 1: terminal number (1...64) 

0x0E EEPROM error; an error occurred when saving the configuration 
in the EEPROM 

Parame-
ters 

Explanation 
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Emergency Object8.2
Example of emergency behaviour

1 The CAN error counter in a Bus Coupler has exceeded the warning limit (too many er-
ror frames). It sends an emergency telegram with the identifier 0x80 + node address 
(default setting) with the following contents:  
00 81 91 80 00 01 00 00  
The first three bytes (0x00 81 91) identify a communication error, while the bit field 0 
(0x80) indicates that the CAN Warning Limit has been exceeded. The EMCY trigger 
(0x01) shows that the emergency was triggered as a result of exceeding the warning 
limit. 

2 Immediately afterwards a cable goes open circuit on the second channel of the 4-20 
mA analog input terminal plugged into the tenth location. The Bus Coupler sends an-
other emergency telegram with the following contents:  
00 50 91 80 01 10 0A 82  
The first two bytes (0x00 50) identify a hardware error. Bits 0 (generic error), 4 (com-
munication) and 7 (manufacturer-specific) are set in the error register (0x91). Bit 7 is 
set in bit field 0 (0x80), showing that the CAN warning limit continues to be exceeded. 
Bit 0 is set in bit field 1 (0x01), indicating a terminal error. The EMCY trigger (0x10) in-
dicates that it is this terminal error that has triggered the emergency telegram. Finally, 
Info 0 (0x0A) indicates the terminal number (10) while Info 1 (0x82) shows in bit 1 and 
bit 7 that channel 2 has an error. 

EMCY 
trigger

0x0F I/O-Bus error 
Info 0: Error type: 
0x03: command error (no terminal number), 
0x04: Interruption in the I/O-Bus or in IP-Link 
0x05: Error in register communication 
0x0B: Timeout in extension box 
0x0C: More than 255 modules in the IP-Link ring 
0x0D: I/O-Bus command error, or IP-Link: Unknown extension 
box 
0x0E: Alignment error 
0x0F: Number of terminals changed 
0x10: I/O-Bus reset: Bit length of I/O-Bus changed 
0x11: I/O-Bus reset: Number of terminals changed 
0x12: I/O-Bus reset: Type of a terminal changed 
Info 1: terminal number (1...64)

0x10 Terminal error
Info 0: terminal number (1...64) 
Info 1: general diagnostic status code for the terminal: 
Bit 0,1: Channel number (00: channel 1; 01: channel 2; 10: chan-
nel 3; 11: channel 4) 
Bit 2...6: reserved 
Bit 7: Error (=1: occurred; =0: corrected). 
See the status register of the terminal or of the extension module 
for more detailed information about the type of error.

Info 0, 
Info 1 

Contains additional error information; its meaning depends on the emer-
gency trigger (see above) 

Parame-
ters 

Explanation 
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Diagnostics and Error Handling 8

3 If the error counter now falls below the warning limit again, the coupler sends the fol-

lowing emergency telegram:  
00 00 81 00 01 01 0A 82  
The error code (00 00) in the first two bytes shows that an error has been reset. The 
error register (0x81) continues to show the device error, because the cable is still bro-
ken. Bit field 0 (0x00) shows that the communication error is no longer present. Accord-
ing to bit field 1 (0x01) the terminal error continues to be present. The EMCY trigger 
(0x01) indicates that the reason for the transmission was the resetting of the CAN 
warning limit. Info 0 and Info 1 continue to show the terminal's diagnostics status code. 

4 Once the broken cable has been repaired this error is also reset, and the coupler sends 
the following emergency telegram:  
00 00 00 00 00 00 00 00 

8.3 Trouble Shooting

Error Frames

One sign of errors in the CAN wiring, the address assignment or the setting of the baud 
rate is an increased number of error frames: the diagnostic LEDs then show Warning Lim-
it exceeded or Bus-off state entered.

Node ID / Setting the Baud Rate

Care must be taken to ensure that node addresses are not assigned twice: there may only 
be one sender for each CAN data telegram.

Test 1: 

Check node addresses. If the CAN communication functions at least some of the time, 
and if all the devices support the boot up message, then the address assignment can also 
be examined by recording the boot up messages after the devices are switched on. This 
will not, however, recognise node addresses that have been swapped.

Test 2: 

Check that the same baud rate has been set everywhere. For special devices, if the bit 
timing parameters are accessible, do they agree with the CANopen definitions (sampling 
time, SJW, oscillator).

NOTE
Warning limit exceeded, passive error or bus-off state are indicated first of all at those nodes 
that have detected the most errors. These nodes are not necessarily the cause for the occur-
rence of error frames!

If, for instance, one node contributes unusually heavily to the bus traffic (perhaps because it 
is the only one with analog inputs, the data for which triggers event-driven PDOs at a high 
rate), then the probability of its telegrams being damaged increases. Its error counter will, cor-
respondingly, be the first to reach a critical level. 
Application Manual CANopen Bus Coupler CK0000
Document No.: 5.04036.01

103
of 134



Trouble Shooting8.3
Testing the CAN wiring

Do not carry out these tests when the network is active - communication should not take 
place during the tests. The following tests should be carried out in the stated sequence, 
because some of the tests assume that the previous test was successful. Not all the tests 
are generally necessary.

Network terminator and signal leads

The nodes should be switched off or the CAN cable unplugged for this test, because the 
results of the measurements can otherwise be distorted by the active CAN transceiver.

Figure 27:

Test 3: 

Determine the resistance between CAN high and CAN low - at each device, if necessary.

If the measured value is greater than 65 Ohms, it indicates the absence of a terminating 
resistor or a break in a signal lead. If the measured value is less than 50 Ohms, look for 
a short circuit between the CAN lines, more than the correct number of terminating resis-
tors, or faulty transceivers.

Test 4: 

Check for a short circuit between the CAN ground and the signal leads, or between the 
screen and signal leads. 

Test 5: 

Remove the earth connection from the CAN ground and screen. Check for a short circuit 
between the CAN ground and screen.
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Diagnostics and Error Handling 8

Topology

The possible cable length in CAN networks depends heavily on the selected baud rate. 
CAN will tolerate short drop lines - although this again depends on the baud rate. The 
maximum permitted length of drop lines should not be exceeded. The length of cable that 
has been installed is often underestimated - estimates can even be a factor of 10 less 
than the actual length. The following test is therefore recommended:

Test 6:

Measure the lengths of the drop lines and the total bus lengths (do not just make rough 
estimates!) and compare them with the topology rules for the relevant baud rate.

Screening and earthing

The power supply and the screen should be carefully earthed at the power supply unit, 
once only and with low resistance. At all connecting points, branches and so forth the 
screen of the CAN cable (and possibly the CAN GND) must also be connected, as well 
as the signal leads. In the Baumueller IP20 Bus Couplers, the screen is grounded for high 
frequencies via an R/C element.

Test 7: 

Use a DC ammeter (16 amp max.) to measure the current between the power supply 
ground and the screen at the end of the network most remote from the power supply unit. 
An equalization current should be present. If there is no current, then either the screen is 
not connected all the way through, or the power supply unit is not properly earthed. If the 
power supply unit is somewhere in the middle of the network, the measurement should 
be performed at both ends. When appropriate, this test can also be carried out at the ends 
of the drop lines.

Test 8: 

Interrupt the screen at a number of locations and measure the connection current. If cur-
rent is flowing, the screen is earthed at more than one place, creating a ground loop.

Potential differences

The screen must be connected all the way through for this test, and must not be carrying 
any current - this has previously been tested.

Test 9:

Measure and record the voltage between the screen and the power supply ground at 
each node. The maximum potential difference between any two devices should be less 
than 5 volts.

Detect and localise faults

The "low-tech approach" usually works best: disconnect parts of the network, and ob-
serve when the fault disappears. 

However, this does not work well for problems such as excessive potential differences, 
ground loops, EMC or signal distortion, since the reduction in the size of the network often 
solves the problem without the "missing" piece being the cause. The bus loading also 
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Trouble Shooting8.3
changes as the network is reduced in size, which can mean that external interference 
"hits" CAN telegrams less often.

Diagnosis with an oscilloscope is not usually successful: even when they are in good con-
dition, CAN signals can look really chaotic. It may be possible to trigger on error frames 
using a storage oscilloscope - this type of diagnosis, however, is only possible for expert 
technicians.

Protocol problems

In rare cases, protocol problems (such as faulty or incomplete CANopen implementation, 
unfavourable timing at boot up etc.) can be the cause of faults. In this case it is necessary 
to trace the bus traffic for evaluation by a CANopen experts.

It is possible to use a normal commercial CAN analysis tool for such a trace.
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9APPENDIX

9.1 Quick Start for Experienced Users

Target group

This brief introduction is intended for users who are already familiar with CAN. It clarifies 
the CAN messages that are required in order to work with Baumueller CANopen input/
output groups in the initial configuration (default settings).

It remains necessary to read and use the full documentation.

Hardware configuration

The rotary switches must be used to set differing node addresses (node ID) on the Bus 
Couplers. The switch assignments are printed on the modules. It should be noted that 
CANopen uses address ”0" to address all modules (broadcast), so that this can not be set 
as the address of a particular module.

Starting the modules

CANopen allows the modules to be started with a single network management telegram:

The first data byte here contains the start command (Start_Remote_Node), while the sec-
ond data byte contains the node address (here: 0, which addresses all nodes).

The inputs and outputs are enabled after the modules have been started. In the default 
setting the modules communicate in event-driven mode, so that changes at the digital in-
puts are immediately transmitted and outputs are immediately set in accordance with re-
ceived telegrams containing output data.

11 bit identifier 2 bytes of user data 

0x00 0x01 0x00
107
of 134

 Application Manual CANopen Bus Coupler CK0000
Document No.: 5.04036.01



Quick Start for Experienced Users9.1
CAN identifier

The CAN identifiers for the input and output data are derived from the node address (1-
63):

*) The range is displaced correspondingly if more than 64 digital inputs or outputs are 
present. See the "Default Mapping" section.

Digital inputs

The CAN messages with digital input data are composed as follows:

I0: input bytes on input terminals (or Fieldbus Box modules), from left to right.

Digital outputs

The CAN messages with digital output data have the following structure:

O0: output bytes on output terminals (or Fieldbus Box modules), from left to right.

Analog inputs

CAN messages with analog input data look like this:

Data type Default CAN identifier 

digital inputs 1...64 0x180 (=384dec) + node address  

digital outputs 1...64 0x200 (=512dec) + node address  

analog inputs 1...4 0x280 (=640dec) + node address  

analog outputs 1...4 0x300 (=768dec) + node address  

analog inputs 5...8 *) 0x380 (=896dec) + node address  

analog outputs 5...8 *) 0x400 (=1024dec) + node address  

analog inputs 9...12 *) 0x480 (=1152dec) + node address  

analog outputs 9...12 *) 0x500 (=1280dec) + node address  

11 bit identifier 1-8 bytes of user data (depending on the number of input terminals 
or extension modules)

0x180 (=384dec) 
+ node ID

I0 I1 I2 I3 I4 I5 I6 I7

11 bit identifier 1-8 bytes of user data (depending on the number of output terminals 
or extension modules)

0x200 (=512dec) 
+ node ID

O0 O1 O2 O3 O4 O5 O6 O7

11 bit identifier 4-8 bytes of user data (depending on the number of analog inputs)

0x280 (=640dec) 
+ node ID

I0.0 I0.1 I1.0 I1.1 I2.0 I2.1 I3.0 I3.1
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I x.0...I x.1: analog input x. The data format is described in detail in the object directory at 
object 0x6401.

The transmission behaviour of analog inputs

To avoid ”swamping" the bus with constantly changing analog input values, the analog 
CANopen input modules do not generate any data telegrams in the default state. The an-
alog data can be read out by means of a remote access (Remote Transmit Request, a 
CAN message with no data and with the RTR bit set) to the analog input telegrams. Al-
ternatively, of course, the module can be re-configured in such a way that an alteration of 
the input value does trigger the sending of a telegram. For this purpose a value > 0 is writ-
ten into index 0x6423 of the object directory. The corresponding SDO telegram looks like 
this:

It is recommended that event control (where every change in the LSB is considered an 
event, resulting in the corresponding telegram being transmitted) is not used for the trans-
mission of input data, but that either cyclic, synchronous transmission or the event timer 
is used to send the data. If event control is indeed used, then the quantity of data should 
be reduced by setting a delta value (object directory index 0x6426), limit values (0x6424 
+ 0x6425) or an inhibit time (no new data transmission until the inhibit time has elapsed, 
0x1801ff). Details of parameter communication are found in the section on Service data: 
SDO..

Analog outputs

CAN messages with analog output data look like this:

O x.0...O x.1: analog output x. The data format is described in detail in the object directory 
at object 0x6411.

Default identifier

The appendix contains a tabular summary of all the default identifiers. The CAN messag-
es displayed on a CAN monitor can quickly and easily be identified with the help of that 
overview.

Stopping the modules

If necessary, the process data communication from the modules can be stopped with the 
following telegram:

11 bit identifier 8 bytes of user data

0x600 (=1536dec) 
+ node ID

0x22 0x23 0x64 0x00 0x01 0x00 0x00 0x00

11 bit identifier 4-8 bytes of user data (depending on the number of analog outputs)

0x300 (=768dec) 
+ node ID

O0.0 O0.1 O1.0 O1.1 O2.0 O2.1 O3.0 O3.1
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Quick Start for Experienced Users9.1
0xXX: node address; 0xYZ=0x00 addresses all the modules

Guarding 

The telegrams described above are themselves adequate for many applications. Since, 
however, the modules operate in event-driven mode by default (no cyclical data ex-
change), the failure of a module is not necessarily detected. A remedy for this is provided 
here through monitoring the modules by cyclically interrogating their status, a process 
known as node guarding.

For this purpose a status telegram is requested cyclically by means of remote transmit 
request (RTR):

The modules answer with a telegram that includes a status byte.

0xYZ: Status byte:  
Bits 6...0 contain the node status (0x7F=127: pre-operational,  

0x05=operational; 0x04= stopped or prepared).  
Bit 7 = toggle bit (inverts with every transmission).

So that the Bus Coupler can detect failure of the network master (watchdog function), the 
guard time (object 0x100C) and the life time factor (object 0x100D) must be set to have 
value different from 0. (Reaction time to failure: guard time x life time factor).

Heartbeat 

As an alternative to guarding, the module can also be monitored by means of what is 
called the heartbeat. This involves a status telegram (the heartbeat) being issued cycli-
cally by the node. Data request telegrams (remote frames) are not required.

In order to activate the heartbeat telegram, the producer heartbeat time must be set. This 
is done with the following SDO telegram:

where 0xabcd is the desired heartbeat cycle time, expressed in milliseconds.

With the telegrams that have now been described you are in a position to start and stop 
the modules, read inputs, write outputs and to monitor the modules. Do not neglect to 

11 bit identifier 2 bytes of user data

0x00 0x80 0xYZ

11 bit identifier No user data in the request telegram (RTR)

0x700(=1792dec) 
+ node ID

(RTR bit set in the header)

11 bit identifier 1 byte of user data

0x700(=1792dec) 
+ node ID

0xYZ

11 bit identifier 8 bytes of user data

0x600 (=1536dec) 
+ node ID

0x22 0x17 0x10 0x00 0xcd 0xab 0x00 0x00
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read the manual with attention. Only by doing so can you properly use the many features 
of the CANopen Bus Coupler.

9.2 CAN Identifier List

The list provided here should assist in identifying and assigning CANopen messages. All 
the identifiers allocated by the CANopen default identifier allocation are listed, as well as 
the manufacturer-specific default identifiers issued by Baumueller via object 0x5500 (only 
to be used in networks with node addresses less than 64).

Identifier allocation via object 0x5500 follows this scheme:

Object Resulting COB ID (hex) Resulting COB ID (dec)

Emergency 0x81 - 0xBF [0xFF] 129 - 191 [255]

TxPDO1 0x181 - 0x1BF [0x1FF] 385 - 447 [511]

RxPDO1 0x201 - 0x23F [0x27F] 513 - 575 [639]

TxPDO2 0x281 - 0x2BF [0x2FF] 641 - 676 [767]

RxPDO2 0x301 - 0x33F [0x37F] 769 - 831 [895]

TxDPO3 0x381 - 0x3BF [0x3FF] 897 - 959 [1023]

RxPDO3 0x401 - 0x43F [0x47F] 1025 - 1087 [1151]

TxPDO4 0x481 - 0x4BF [0x4FF] 1153 - 1215 [1279]

RxPDO4 0x501 - 0x53F [0x57F] 1281- 1343 [1407]

TxPDO5 0x681 - 0x6BF 1665 - 1727

RxPDO5 0x781 - 0x7BF 1921- 1983

TxPDO6 0x1C1 - 0x1FF 449 - 511

RxPDO6 0x241 - 0x27F 577 - 639

TxDPO7 0x2C1 - 0x2FF 705 - 767

RxPDO7 0x341 - 0x37F 833 - 895

TxPDO8 0x3C1- 0x3FF 961 - 1023

RxPDO8 0x441 - 0x47F 1089 - 1151

TxPDO9 0x4C1 - 0x4FF 1217 - 1279

RxPDO9 0x541 - 0x57F 1345 - 1407

TxDPO10 0x5C1 - 0x5FF 1473 - 1535

RxPDO10 0x641 - 0x67F 1601- 1663

TxPDO11 0x6C1 - 0x6FF 1729 - 1791

RxPDO11 0x741 - 0x77F 1857 - 1919

SDO (Tx) 0x581 - 0x5BF [0x5FF] 1409 - 1471 [1535]

SDO (Rx) 0x601 - 0x63F [0x67F] 1537 - 1599 [1663]

Guarding / Heartbeat / Bootup 0x701 - 0x73F [0x77F] 1793 - 1855 [1919]
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CAN Identifier List9.2
Identifier List

Identifiers marked with * are given manufacturer-specific assignments on the Bus Cou-
plers after writing index 0x5500

dec hex Telegram type dec hex Telegram type dec hex Telegram type

0 0 NMT 874 36A RxPDO7*, Nd.42 1430 596 SDO Tx Nd.22

128 80 SYNC 875 36B RxPDO7*, Nd.43 1431 597 SDO Tx Nd.23

129 81 EMCY Nd.1 876 36C RxPDO7*, Nd.44 1432 598 SDO Tx Nd.24

130 82 EMCY Nd.2 877 36D RxPDO7*, Nd.45 1433 599 SDO Tx Nd.25

131 83 EMCY Nd.3 878 36E RxPDO7*, Nd.46 1434 59A SDO Tx Nd.26

132 84 EMCY Nd.4 879 36F RxPDO7*, Nd.47 1435 59B SDO Tx Nd.27

133 85 EMCY Nd.5 880 370 RxPDO7*, Nd.48 1436 59C SDO Tx Nd.28

134 86 EMCY Nd.6 881 371 RxPDO7*, Nd.49 1437 59D SDO Tx Nd.29

135 87 EMCY Nd.7 882 372 RxPDO7*, Nd.50 1438 59E SDO Tx Nd.30

136 88 EMCY Nd.8 883 373 RxPDO7*, Nd.51 1439 59F SDO Tx Nd.31

137 89 EMCY Nd.9 884 374 RxPDO7*, Nd.52 1440 5A0 SDO Tx Nd.32

138 8A EMCY Nd.10 885 375 RxPDO7*, Nd.53 1441 5A1 SDO Tx Nd.33

139 8B EMCY Nd.11 886 376 RxPDO7*, Nd.54 1442 5A2 SDO Tx Nd.34

140 8C EMCY Nd.12 887 377 RxPDO7*, Nd.55 1443 5A3 SDO Tx Nd.35

141 8D EMCY Nd.13 888 378 RxPDO7*, Nd.56 1444 5A4 SDO Tx Nd.36

142 8E EMCY Nd.14 889 379 RxPDO7*, Nd.57 1445 5A5 SDO Tx Nd.37

143 8F EMCY Nd.15 890 37A RxPDO7*, Nd.58 1446 5A6 SDO Tx Nd.38

144 90 EMCY Nd.16 891 37B RxPDO7*, Nd.59 1447 5A7 SDO Tx Nd.39

145 91 EMCY Nd.17 892 37C RxPDO7*, Nd.60 1448 5A8 SDO Tx Nd.40

146 92 EMCY Nd.18 893 37D RxPDO7*, Nd.61 1449 5A9 SDO Tx Nd.41

147 93 EMCY Nd.19 894 37E RxPDO7*, Nd.62 1450 5AA SDO Tx Nd.42

148 94 EMCY Nd.20 895 37F RxPDO7*, Nd.63 1451 5AB SDO Tx Nd.43

149 95 EMCY Nd.21 897 381 TxPDO3*, Nd.1 1452 5AC SDO Tx Nd.44

150 96 EMCY Nd.22 898 382 TxPDO3*, Nd.2 1453 5AD SDO Tx Nd.45

151 97 EMCY Nd.23 899 383 TxPDO3*, Nd.3 1454 5AE SDO Tx Nd.46

152 98 EMCY Nd.24 900 384 TxPDO3*, Nd.4 1455 5AF SDO Tx Nd.47

153 99 EMCY Nd.25 901 385 TxPDO3*, Nd.5 1456 5B0 SDO Tx Nd.48

154 9A EMCY Nd.26 902 386 TxPDO3*, Nd.6 1457 5B1 SDO Tx Nd.49

155 9B EMCY Nd.27 903 387 TxPDO3*, Nd.7 1458 5B2 SDO Tx Nd.50

156 9C EMCY Nd.28 904 388 TxPDO3*, Nd.8 1459 5B3 SDO Tx Nd.51

157 9D EMCY Nd.29 905 389 TxPDO3*, Nd.9 1460 5B4 SDO Tx Nd.52

158 9E EMCY Nd.30 906 38A TxPDO3*, Nd.10 1461 5B5 SDO Tx Nd.53
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159 9F EMCY Nd.31 907 38B TxPDO3*, Nd.11 1462 5B6 SDO Tx Nd.54

160 A0 EMCY Nd.32 908 38C TxPDO3*, Nd.12 1463 5B7 SDO Tx Nd.55

161 A1 EMCY Nd.33 909 38D TxPDO3*, Nd.13 1464 5B8 SDO Tx Nd.56

162 A2 EMCY Nd.34 910 38E TxPDO3*, Nd.14 1465 5B9 SDO Tx Nd.57

163 A3 EMCY Nd.35 911 38F TxPDO3*, Nd.15 1466 5BA SDO Tx Nd.58

164 A4 EMCY Nd.36 912 390 TxPDO3*, Nd.16 1467 5BB SDO Tx Nd.59

165 A5 EMCY Nd.37 913 391 TxPDO3*, Nd.17 1468 5BC SDO Tx Nd.60

166 A6 EMCY Nd.38 914 392 TxPDO3*, Nd.18 1469 5BD SDO Tx Nd.61

167 A7 EMCY Nd.39 915 393 TxPDO3*, Nd.19 1470 5BE SDO Tx Nd.62

168 A8 EMCY Nd.40 916 394 TxPDO3*, Nd.20 1471 5BF SDO Tx Nd.63

169 A9 EMCY Nd.41 917 395 TxPDO3*, Nd.21 1473 5C1 TxPDO10*, Nd.1

170 AA EMCY Nd.42 918 396 TxPDO3*, Nd.22 1474 5C2 TxPDO10*, Nd.2

171 AB EMCY Nd.43 919 397 TxPDO3*, Nd.23 1475 5C3 TxPDO10*, Nd.3

172 AC EMCY Nd.44 920 398 TxPDO3*, Nd.24 1476 5C4 TxPDO10*, Nd.4

173 AD EMCY Nd.45 921 399 TxPDO3*, Nd.25 1477 5C5 TxPDO10*, Nd.5

174 AE EMCY Nd.46 922 39A TxPDO3*, Nd.26 1478 5C6 TxPDO10*, Nd.6

175 AF EMCY Nd.47 923 39B TxPDO3*, Nd.27 1479 5C7 TxPDO10*, Nd.7

176 B0 EMCY Nd.48 924 39C TxPDO3*, Nd.28 1480 5C8 TxPDO10*, Nd.8

177 B1 EMCY Nd.49 925 39D TxPDO3*, Nd.29 1481 5C9 TxPDO10*, Nd.9

178 B2 EMCY Nd.50 926 39E TxPDO3*, Nd.30 1482 5CA TxPDO10*, Nd.10

179 B3 EMCY Nd.51 927 39F TxPDO3*, Nd.31 1483 5CB TxPDO10*, Nd.11

180 B4 EMCY Nd.52 928 3A0 TxPDO3*, Nd.32 1484 5CC TxPDO10*, Nd.12

181 B5 EMCY Nd.53 929 3A1 TxPDO3*, Nd.33 1485 5CD TxPDO10*, Nd.13

182 B6 EMCY Nd.54 930 3A2 TxPDO3*, Nd.34 1486 5CE TxPDO10*, Nd.14

183 B7 EMCY Nd.55 931 3A3 TxPDO3*, Nd.35 1487 5CF TxPDO10*, Nd.15

184 B8 EMCY Nd.56 932 3A4 TxPDO3*, Nd.36 1488 5D0 TxPDO10*, Nd.16

185 B9 EMCY Nd.57 933 3A5 TxPDO3*, Nd.37 1489 5D1 TxPDO10*, Nd.17

186 BA EMCY Nd.58 934 3A6 TxPDO3*, Nd.38 1490 5D2 TxPDO10*, Nd.18

187 BB EMCY Nd.59 935 3A7 TxPDO3*, Nd.39 1491 5D3 TxPDO10*, Nd.19

188 BC EMCY Nd.60 936 3A8 TxPDO3*, Nd.40 1492 5D4 TxPDO10*, Nd.20

189 BD EMCY Nd.61 937 3A9 TxPDO3*, Nd.41 1493 5D5 TxPDO10*, Nd.21

190 BE EMCY Nd.62 938 3AA TxPDO3*, Nd.42 1494 5D6 TxPDO10*, Nd.22

191 BF EMCY Nd.63 939 3AB TxPDO3*, Nd.43 1495 5D7 TxPDO10*, Nd.23

385 181 TxPDO1, DI, Nd.1 940 3AC TxPDO3*, Nd.44 1496 5D8 TxPDO10*, Nd.24

386 182 TxPDO1, DI, Nd.2 941 3AD TxPDO3*, Nd.45 1497 5D9 TxPDO10*, Nd.25

dec hex Telegram type dec hex Telegram type dec hex Telegram type
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387 183 TxPDO1, DI, Nd.3 942 3AE TxPDO3*, Nd.46 1498 5DA TxPDO10*, Nd.26

388 184 TxPDO1, DI, Nd.4 943 3AF TxPDO3*, Nd.47 1499 5DB TxPDO10*, Nd.27

389 185 TxPDO1, DI, Nd.5 944 3B0 TxPDO3*, Nd.48 1500 5DC TxPDO10*, Nd.28

390 186 TxPDO1, DI, Nd.6 945 3B1 TxPDO3*, Nd.49 1501 5DD TxPDO10*, Nd.29

391 187 TxPDO1, DI, Nd.7 946 3B2 TxPDO3*, Nd.50 1502 5DE TxPDO10*, Nd.30

392 188 TxPDO1, DI, Nd.8 947 3B3 TxPDO3*, Nd.51 1503 5DF TxPDO10*, Nd.31

393 189 TxPDO1, DI, Nd.9 948 3B4 TxPDO3*, Nd.52 1504 5E0 TxPDO10*, Nd.32

394 18A TxPDO1, DI, Nd.10 949 3B5 TxPDO3*, Nd.53 1505 5E1 TxPDO10*, Nd.33

395 18B TxPDO1, DI, Nd.11 950 3B6 TxPDO3*, Nd.54 1506 5E2 TxPDO10*, Nd.34

396 18C TxPDO1, DI, Nd.12 951 3B7 TxPDO3*, Nd.55 1507 5E3 TxPDO10*, Nd.35

397 18D TxPDO1, DI, Nd.13 952 3B8 TxPDO3*, Nd.56 1508 5E4 TxPDO10*, Nd.36

398 18E TxPDO1, DI, Nd.14 953 3B9 TxPDO3*, Nd.57 1509 5E5 TxPDO10*, Nd.37

399 18F TxPDO1, DI, Nd.15 954 3BA TxPDO3*, Nd.58 1510 5E6 TxPDO10*, Nd.38

400 190 TxPDO1, DI, Nd.16 955 3BB TxPDO3*, Nd.59 1511 5E7 TxPDO10*, Nd.39

401 191 TxPDO1, DI, Nd.17 956 3BC TxPDO3*, Nd.60 1512 5E8 TxPDO10*, Nd.40

402 192 TxPDO1, DI, Nd.18 957 3BD TxPDO3*, Nd.61 1513 5E9 TxPDO10*, Nd.41

403 193 TxPDO1, DI, Nd.19 958 3BE TxPDO3*, Nd.62 1514 5EA TxPDO10*, Nd.42

404 194 TxPDO1, DI, Nd.20 959 3BF TxPDO3*, Nd.63 1515 5EB TxPDO10*, Nd.43

405 195 TxPDO1, DI, Nd.21 961 3C1 TxPDO8*, Nd.1 1516 5EC TxPDO10*, Nd.44

406 196 TxPDO1, DI, Nd.22 962 3C2 TxPDO8*, Nd.2 1517 5ED TxPDO10*, Nd.45

407 197 TxPDO1, DI, Nd.23 963 3C3 TxPDO8*, Nd.3 1518 5EE TxPDO10*, Nd.46

408 198 TxPDO1, DI, Nd.24 964 3C4 TxPDO8*, Nd.4 1519 5EF TxPDO10*, Nd.47

409 199 TxPDO1, DI, Nd.25 965 3C5 TxPDO8*, Nd.5 1520 5F0 TxPDO10*, Nd.48

410 19A TxPDO1, DI, Nd.26 966 3C6 TxPDO8*, Nd.6 1521 5F1 TxPDO10*, Nd.49

411 19B TxPDO1, DI, Nd.27 967 3C7 TxPDO8*, Nd.7 1522 5F2 TxPDO10*, Nd.50

412 19C TxPDO1, DI, Nd.28 968 3C8 TxPDO8*, Nd.8 1523 5F3 TxPDO10*, Nd.51

413 19D TxPDO1, DI, Nd.29 969 3C9 TxPDO8*, Nd.9 1524 5F4 TxPDO10*, Nd.52

414 19E TxPDO1, DI, Nd.30 970 3CA TxPDO8*, Nd.10 1525 5F5 TxPDO10*, Nd.53

415 19F TxPDO1, DI, Nd.31 971 3CB TxPDO8*, Nd.11 1526 5F6 TxPDO10*, Nd.54

416 1A0 TxPDO1, DI, Nd.32 972 3CC TxPDO8*, Nd.12 1527 5F7 TxPDO10*, Nd.55

417 1A1 TxPDO1, DI, Nd.33 973 3CD TxPDO8*, Nd.13 1528 5F8 TxPDO10*, Nd.56

418 1A2 TxPDO1, DI, Nd.34 974 3CE TxPDO8*, Nd.14 1529 5F9 TxPDO10*, Nd.57

419 1A3 TxPDO1, DI, Nd.35 975 3CF TxPDO8*, Nd.15 1530 5FA TxPDO10*, Nd.58

420 1A4 TxPDO1, DI, Nd.36 976 3D0 TxPDO8*, Nd.16 1531 5FB TxPDO10*, Nd.59

421 1A5 TxPDO1, DI, Nd.37 977 3D1 TxPDO8*, Nd.17 1532 5FC TxPDO10*, Nd.60

dec hex Telegram type dec hex Telegram type dec hex Telegram type
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422 1A6 TxPDO1, DI, Nd.38 978 3D2 TxPDO8*, Nd.18 1533 5FD TxPDO10*, Nd.61

423 1A7 TxPDO1, DI, Nd.39 979 3D3 TxPDO8*, Nd.19 1534 5FE TxPDO10*, Nd.62

424 1A8 TxPDO1, DI, Nd.40 980 3D4 TxPDO8*, Nd.20 1535 5FF TxPDO10*, Nd.63

425 1A9 TxPDO1, DI, Nd.41 981 3D5 TxPDO8*, Nd.21 1537 601 SDO Rx Nd.1

426 1AA TxPDO1, DI, Nd.42 982 3D6 TxPDO8*, Nd.22 1538 602 SDO Rx Nd.2

427 1AB TxPDO1, DI, Nd.43 983 3D7 TxPDO8*, Nd.23 1539 603 SDO Rx Nd.3

428 1AC TxPDO1, DI, Nd.44 984 3D8 TxPDO8*, Nd.24 1540 604 SDO Rx Nd.4

429 1AD TxPDO1, DI, Nd.45 985 3D9 TxPDO8*, Nd.25 1541 605 SDO Rx Nd.5

430 1AE TxPDO1, DI, Nd.46 986 3DA TxPDO8*, Nd.26 1542 606 SDO Rx Nd.6

431 1AF TxPDO1, DI, Nd.47 987 3DB TxPDO8*, Nd.27 1543 607 SDO Rx Nd.7

432 1B0 TxPDO1, DI, Nd.48 988 3DC TxPDO8*, Nd.28 1544 608 SDO Rx Nd.8

433 1B1 TxPDO1, DI, Nd.49 989 3DD TxPDO8*, Nd.29 1545 609 SDO Rx Nd.9

434 1B2 TxPDO1, DI, Nd.50 990 3DE TxPDO8*, Nd.30 1546 60A SDO Rx Nd.10

435 1B3 TxPDO1, DI, Nd.51 991 3DF TxPDO8*, Nd.31 1547 60B SDO Rx Nd.11

436 1B4 TxPDO1, DI, Nd.52 992 3E0 TxPDO8*, Nd.32 1548 60C SDO Rx Nd.12

437 1B5 TxPDO1, DI, Nd.53 993 3E1 TxPDO8*, Nd.33 1549 60D SDO Rx Nd.13

438 1B6 TxPDO1, DI, Nd.54 994 3E2 TxPDO8*, Nd.34 1550 60E SDO Rx Nd.14

439 1B7 TxPDO1, DI, Nd.55 995 3E3 TxPDO8*, Nd.35 1551 60F SDO Rx Nd.15

440 1B8 TxPDO1, DI, Nd.56 996 3E4 TxPDO8*, Nd.36 1552 610 SDO Rx Nd.16

441 1B9 TxPDO1, DI, Nd.57 997 3E5 TxPDO8*, Nd.37 1553 611 SDO Rx Nd.17

442 1BA TxPDO1, DI, Nd.58 998 3E6 TxPDO8*, Nd.38 1554 612 SDO Rx Nd.18

443 1BB TxPDO1, DI, Nd.59 999 3E7 TxPDO8*, Nd.39 1555 613 SDO Rx Nd.19

444 1BC TxPDO1, DI, Nd.60 1000 3E8 TxPDO8*, Nd.40 1556 614 SDO Rx Nd.20

445 1BD TxPDO1, DI, Nd.61 1001 3E9 TxPDO8*, Nd.41 1557 615 SDO Rx Nd.21

446 1BE TxPDO1, DI, Nd.62 1002 3EA TxPDO8*, Nd.42 1558 616 SDO Rx Nd.22

447 1BF TxPDO1, DI, Nd.63 1003 3EB TxPDO8*, Nd.43 1559 617 SDO Rx Nd.23

449 1C1 TxPDO6*, Nd.1 1004 3EC TxPDO8*, Nd.44 1560 618 SDO Rx Nd.24

450 1C2 TxPDO6*, Nd.2 1005 3ED TxPDO8*, Nd.45 1561 619 SDO Rx Nd.25

451 1C3 TxPDO6*, Nd.3 1006 3EE TxPDO8*, Nd.46 1562 61A SDO Rx Nd.26

452 1C4 TxPDO6*, Nd.4 1007 3EF TxPDO8*, Nd.47 1563 61B SDO Rx Nd.27

453 1C5 TxPDO6*, Nd.5 1008 3F0 TxPDO8*, Nd.48 1564 61C SDO Rx Nd.28

454 1C6 TxPDO6*, Nd.6 1009 3F1 TxPDO8*, Nd.49 1565 61D SDO Rx Nd.29

455 1C7 TxPDO6*, Nd.7 1010 3F2 TxPDO8*, Nd.50 1566 61E SDO Rx Nd.30

456 1C8 TxPDO6*, Nd.8 1011 3F3 TxPDO8*, Nd.51 1567 61F SDO Rx Nd.31

457 1C9 TxPDO6*, Nd.9 1012 3F4 TxPDO8*, Nd.52 1568 620 SDO Rx Nd.32
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458 1CA TxPDO6*, Nd.10 1013 3F5 TxPDO8*, Nd.53 1569 621 SDO Rx Nd.33

459 1CB TxPDO6*, Nd.11 1014 3F6 TxPDO8*, Nd.54 1570 622 SDO Rx Nd.34

460 1CC TxPDO6*, Nd.12 1015 3F7 TxPDO8*, Nd.55 1571 623 SDO Rx Nd.35

461 1CD TxPDO6*, Nd.13 1016 3F8 TxPDO8*, Nd.56 1572 624 SDO Rx Nd.36

462 1CE TxPDO6*, Nd.14 1017 3F9 TxPDO8*, Nd.57 1573 625 SDO Rx Nd.37

463 1CF TxPDO6*, Nd.15 1018 3FA TxPDO8*, Nd.58 1574 626 SDO Rx Nd.38

464 1D0 TxPDO6*, Nd.16 1019 3FB TxPDO8*, Nd.59 1575 627 SDO Rx Nd.39

465 1D1 TxPDO6*, Nd.17 1020 3FC TxPDO8*, Nd.60 1576 628 SDO Rx Nd.40

466 1D2 TxPDO6*, Nd.18 1021 3FD TxPDO8*, Nd.61 1577 629 SDO Rx Nd.41

467 1D3 TxPDO6*, Nd.19 1022 3FE TxPDO8*, Nd.62 1578 62A SDO Rx Nd.42

468 1D4 TxPDO6*, Nd.20 1023 3FF TxPDO8*, Nd.63 1579 62B SDO Rx Nd.43

469 1D5 TxPDO6*, Nd.21 1025 401 RxPDO3*, Nd.1 1580 62C SDO Rx Nd.44

470 1D6 TxPDO6*, Nd.22 1026 402 RxPDO3*, Nd.2 1581 62D SDO Rx Nd.45

471 1D7 TxPDO6*, Nd.23 1027 403 RxPDO3*, Nd.3 1582 62E SDO Rx Nd.46

472 1D8 TxPDO6*, Nd.24 1028 404 RxPDO3*, Nd.4 1583 62F SDO Rx Nd.47

473 1D9 TxPDO6*, Nd.25 1029 405 RxPDO3*, Nd.5 1584 630 SDO Rx Nd.48

474 1DA TxPDO6*, Nd.26 1030 406 RxPDO3*, Nd.6 1585 631 SDO Rx Nd.49

475 1DB TxPDO6*, Nd.27 1031 407 RxPDO3*, Nd.7 1586 632 SDO Rx Nd.50

476 1DC TxPDO6*, Nd.28 1032 408 RxPDO3*, Nd.8 1587 633 SDO Rx Nd.51

477 1DD TxPDO6*, Nd.29 1033 409 RxPDO3*, Nd.9 1588 634 SDO Rx Nd.52

478 1DE TxPDO6*, Nd.30 1034 40A RxPDO3*, Nd.10 1589 635 SDO Rx Nd.53

479 1DF TxPDO6*, Nd.31 1035 40B RxPDO3*, Nd.11 1590 636 SDO Rx Nd.54

480 1E0 TxPDO6*, Nd.32 1036 40C RxPDO3*, Nd.12 1591 637 SDO Rx Nd.55

481 1E1 TxPDO6*, Nd.33 1037 40D RxPDO3*, Nd.13 1592 638 SDO Rx Nd.56

482 1E2 TxPDO6*, Nd.34 1038 40E RxPDO3*, Nd.14 1593 639 SDO Rx Nd.57

483 1E3 TxPDO6*, Nd.35 1039 40F RxPDO3*, Nd.15 1594 63A SDO Rx Nd.58

484 1E4 TxPDO6*, Nd.36 1040 410 RxPDO3*, Nd.16 1595 63B SDO Rx Nd.59

485 1E5 TxPDO6*, Nd.37 1041 411 RxPDO3*, Nd.17 1596 63C SDO Rx Nd.60

486 1E6 TxPDO6*, Nd.38 1042 412 RxPDO3*, Nd.18 1597 63D SDO Rx Nd.61

487 1E7 TxPDO6*, Nd.39 1043 413 RxPDO3*, Nd.19 1598 63E SDO Rx Nd.62

488 1E8 TxPDO6*, Nd.40 1044 414 RxPDO3*, Nd.20 1599 63F SDO Rx Nd.63

489 1E9 TxPDO6*, Nd.41 1045 415 RxPDO3*, Nd.21 1601 641 RxPDO10*, Nd.1

490 1EA TxPDO6*, Nd.42 1046 416 RxPDO3*, Nd.22 1602 642 RxPDO10*, Nd.2

491 1EB TxPDO6*, Nd.43 1047 417 RxPDO3*, Nd.23 1603 643 RxPDO10*, Nd.3

492 1EC TxPDO6*, Nd.44 1048 418 RxPDO3*, Nd.24 1604 644 RxPDO10*, Nd.4
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493 1ED TxPDO6*, Nd.45 1049 419 RxPDO3*, Nd.25 1605 645 RxPDO10*, Nd.5

494 1EE TxPDO6*, Nd.46 1050 41A RxPDO3*, Nd.26 1606 646 RxPDO10*, Nd.6

495 1EF TxPDO6*, Nd.47 1051 41B RxPDO3*, Nd.27 1607 647 RxPDO10*, Nd.7

496 1F0 TxPDO6*, Nd.48 1052 41C RxPDO3*, Nd.28 1608 648 RxPDO10*, Nd.8

497 1F1 TxPDO6*, Nd.49 1053 41D RxPDO3*, Nd.29 1609 649 RxPDO10*, Nd.9

498 1F2 TxPDO6*, Nd.50 1054 41E RxPDO3*, Nd.30 1610 64A RxPDO10*, Nd.10

499 1F3 TxPDO6*, Nd.51 1055 41F RxPDO3*, Nd.31 1611 64B RxPDO10*, Nd.11

500 1F4 TxPDO6*, Nd.52 1056 420 RxPDO3*, Nd.32 1612 64C RxPDO10*, Nd.12

501 1F5 TxPDO6*, Nd.53 1057 421 RxPDO3*, Nd.33 1613 64D RxPDO10*, Nd.13

502 1F6 TxPDO6*, Nd.54 1058 422 RxPDO3*, Nd.34 1614 64E RxPDO10*, Nd.14

503 1F7 TxPDO6*, Nd.55 1059 423 RxPDO3*, Nd.35 1615 64F RxPDO10*, Nd.15

504 1F8 TxPDO6*, Nd.56 1060 424 RxPDO3*, Nd.36 1616 650 RxPDO10*, Nd.16

505 1F9 TxPDO6*, Nd.57 1061 425 RxPDO3*, Nd.37 1617 651 RxPDO10*, Nd.17

506 1FA TxPDO6*, Nd.58 1062 426 RxPDO3*, Nd.38 1618 652 RxPDO10*, Nd.18

507 1FB TxPDO6*, Nd.59 1063 427 RxPDO3*, Nd.39 1619 653 RxPDO10*, Nd.19

508 1FC TxPDO6*, Nd.60 1064 428 RxPDO3*, Nd.40 1620 654 RxPDO10*, Nd.20

509 1FD TxPDO6*, Nd.61 1065 429 RxPDO3*, Nd.41 1621 655 RxPDO10*, Nd.21

510 1FE TxPDO6*, Nd.62 1066 42A RxPDO3*, Nd.42 1622 656 RxPDO10*, Nd.22

511 1FF TxPDO6*, Nd.63 1067 42B RxPDO3*, Nd.43 1623 657 RxPDO10*, Nd.23

513 201 RxPDO1, DO, Nd.1 1068 42C RxPDO3*, Nd.44 1624 658 RxPDO10*, Nd.24

514 202 RxPDO1, DO, Nd.2 1069 42D RxPDO3*, Nd.45 1625 659 RxPDO10*, Nd.25

515 203 RxPDO1, DO, Nd.3 1070 42E RxPDO3*, Nd.46 1626 65A RxPDO10*, Nd.26

516 204 RxPDO1, DO, Nd.4 1071 42F RxPDO3*, Nd.47 1627 65B RxPDO10*, Nd.27

517 205 RxPDO1, DO, Nd.5 1072 430 RxPDO3*, Nd.48 1628 65C RxPDO10*, Nd.28

518 206 RxPDO1, DO, Nd.6 1073 431 RxPDO3*, Nd.49 1629 65D RxPDO10*, Nd.29

519 207 RxPDO1, DO, Nd.7 1074 432 RxPDO3*, Nd.50 1630 65E RxPDO10*, Nd.30

520 208 RxPDO1, DO, Nd.8 1075 433 RxPDO3*, Nd.51 1631 65F RxPDO10*, Nd.31

521 209 RxPDO1, DO, Nd.9 1076 434 RxPDO3*, Nd.52 1632 660 RxPDO10*, Nd.32

522 20A RxPDO1, DO, Nd.10 1077 435 RxPDO3*, Nd.53 1633 661 RxPDO10*, Nd.33

523 20B RxPDO1, DO, Nd.11 1078 436 RxPDO3*, Nd.54 1634 662 RxPDO10*, Nd.34

524 20C RxPDO1, DO, Nd.12 1079 437 RxPDO3*, Nd.55 1635 663 RxPDO10*, Nd.35

525 20D RxPDO1, DO, Nd.13 1080 438 RxPDO3*, Nd.56 1636 664 RxPDO10*, Nd.36

526 20E RxPDO1, DO, Nd.14 1081 439 RxPDO3*, Nd.57 1637 665 RxPDO10*, Nd.37

527 20F RxPDO1, DO, Nd.15 1082 43A RxPDO3*, Nd.58 1638 666 RxPDO10*, Nd.38

528 210 RxPDO1, DO, Nd.16 1083 43B RxPDO3*, Nd.59 1639 667 RxPDO10*, Nd.39
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529 211 RxPDO1, DO, Nd.17 1084 43C RxPDO3*, Nd.60 1640 668 RxPDO10*, Nd.40

530 212 RxPDO1, DO, Nd.18 1085 43D RxPDO3*, Nd.61 1641 669 RxPDO10*, Nd.41

531 213 RxPDO1, DO, Nd.19 1086 43E RxPDO3*, Nd.62 1642 66A RxPDO10*, Nd.42

532 214 RxPDO1, DO, Nd.20 1087 43F RxPDO3*, Nd.63 1643 66B RxPDO10*, Nd.43

533 215 RxPDO1, DO, Nd.21 1089 441 RxPDO8*, Nd.1 1644 66C RxPDO10*, Nd.44

534 216 RxPDO1, DO, Nd.22 1090 442 RxPDO8*, Nd.2 1645 66D RxPDO10*, Nd.45

535 217 RxPDO1, DO, Nd.23 1091 443 RxPDO8*, Nd.3 1646 66E RxPDO10*, Nd.46

536 218 RxPDO1, DO, Nd.24 1092 444 RxPDO8*, Nd.4 1647 66F RxPDO10*, Nd.47

537 219 RxPDO1, DO, Nd.25 1093 445 RxPDO8*, Nd.5 1648 670 RxPDO10*, Nd.48

538 21A RxPDO1, DO, Nd.26 1094 446 RxPDO8*, Nd.6 1649 671 RxPDO10*, Nd.49

539 21B RxPDO1, DO, Nd.27 1095 447 RxPDO8*, Nd.7 1650 672 RxPDO10*, Nd.50

540 21C RxPDO1, DO, Nd.28 1096 448 RxPDO8*, Nd.8 1651 673 RxPDO10*, Nd.51

541 21D RxPDO1, DO, Nd.29 1097 449 RxPDO8*, Nd.9 1652 674 RxPDO10*, Nd.52

542 21E RxPDO1, DO, Nd.30 1098 44A RxPDO8*, Nd.10 1653 675 RxPDO10*, Nd.53

543 21F RxPDO1, DO, Nd.31 1099 44B RxPDO8*, Nd.11 1654 676 RxPDO10*, Nd.54

544 220 RxPDO1, DO, Nd.32 1100 44C RxPDO8*, Nd.12 1655 677 RxPDO10*, Nd.55

545 221 RxPDO1, DO, Nd.33 1101 44D RxPDO8*, Nd.13 1656 678 RxPDO10*, Nd.56

546 222 RxPDO1, DO, Nd.34 1102 44E RxPDO8*, Nd.14 1657 679 RxPDO10*, Nd.57

547 223 RxPDO1, DO, Nd.35 1103 44F RxPDO8*, Nd.15 1658 67A RxPDO10*, Nd.58

548 224 RxPDO1, DO, Nd.36 1104 450 RxPDO8*, Nd.16 1659 67B RxPDO10*, Nd.59

549 225 RxPDO1, DO, Nd.37 1105 451 RxPDO8*, Nd.17 1660 67C RxPDO10*, Nd.60

550 226 RxPDO1, DO, Nd.38 1106 452 RxPDO8*, Nd.18 1661 67D RxPDO10*, Nd.61

551 227 RxPDO1, DO, Nd.39 1107 453 RxPDO8*, Nd.19 1662 67E RxPDO10*, Nd.62

552 228 RxPDO1, DO, Nd.40 1108 454 RxPDO8*, Nd.20 1663 67F RxPDO10*, Nd.63

553 229 RxPDO1, DO, Nd.41 1109 455 RxPDO8*, Nd.21 1665 681 TxPDO5*, Nd.1

554 22A RxPDO1, DO, Nd.42 1110 456 RxPDO8*, Nd.22 1666 682 TxPDO5*, Nd.2

555 22B RxPDO1, DO, Nd.43 1111 457 RxPDO8*, Nd.23 1667 683 TxPDO5*, Nd.3

556 22C RxPDO1, DO, Nd.44 1112 458 RxPDO8*, Nd.24 1668 684 TxPDO5*, Nd.4

557 22D RxPDO1, DO, Nd.45 1113 459 RxPDO8*, Nd.25 1669 685 TxPDO5*, Nd.5

558 22E RxPDO1, DO, Nd.46 1114 45A RxPDO8*, Nd.26 1670 686 TxPDO5*, Nd.6

559 22F RxPDO1, DO, Nd.47 1115 45B RxPDO8*, Nd.27 1671 687 TxPDO5*, Nd.7

560 230 RxPDO1, DO, Nd.48 1116 45C RxPDO8*, Nd.28 1672 688 TxPDO5*, Nd.8

561 231 RxPDO1, DO, Nd.49 1117 45D RxPDO8*, Nd.29 1673 689 TxPDO5*, Nd.9

562 232 RxPDO1, DO, Nd.50 1118 45E RxPDO8*, Nd.30 1674 68A TxPDO5*, Nd.10

563 233 RxPDO1, DO, Nd.51 1119 45F RxPDO8*, Nd.31 1675 68B TxPDO5*, Nd.11
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564 234 RxPDO1, DO, Nd.52 1120 460 RxPDO8*, Nd.32 1676 68C TxPDO5*, Nd.12

565 235 RxPDO1, DO, Nd.53 1121 461 RxPDO8*, Nd.33 1677 68D TxPDO5*, Nd.13

566 236 RxPDO1, DO, Nd.54 1122 462 RxPDO8*, Nd.34 1678 68E TxPDO5*, Nd.14

567 237 RxPDO1, DO, Nd.55 1123 463 RxPDO8*, Nd.35 1679 68F TxPDO5*, Nd.15

568 238 RxPDO1, DO, Nd.56 1124 464 RxPDO8*, Nd.36 1680 690 TxPDO5*, Nd.16

569 239 RxPDO1, DO, Nd.57 1125 465 RxPDO8*, Nd.37 1681 691 TxPDO5*, Nd.17

570 23A RxPDO1, DO, Nd.58 1126 466 RxPDO8*, Nd.38 1682 692 TxPDO5*, Nd.18

571 23B RxPDO1, DO, Nd.59 1127 467 RxPDO8*, Nd.39 1683 693 TxPDO5*, Nd.19

572 23C RxPDO1, DO, Nd.60 1128 468 RxPDO8*, Nd.40 1684 694 TxPDO5*, Nd.20

573 23D RxPDO1, DO, Nd.61 1129 469 RxPDO8*, Nd.41 1685 695 TxPDO5*, Nd.21

574 23E RxPDO1, DO, Nd.62 1130 46A RxPDO8*, Nd.42 1686 696 TxPDO5*, Nd.22

575 23F RxPDO1, DO, Nd.63 1131 46B RxPDO8*, Nd.43 1687 697 TxPDO5*, Nd.23

577 241 RxPDO6*, Nd.1 1132 46C RxPDO8*, Nd.44 1688 698 TxPDO5*, Nd.24

578 242 RxPDO6*, Nd.2 1133 46D RxPDO8*, Nd.45 1689 699 TxPDO5*, Nd.25

579 243 RxPDO6*, Nd.3 1134 46E RxPDO8*, Nd.46 1690 69A TxPDO5*, Nd.26

580 244 RxPDO6*, Nd.4 1135 46F RxPDO8*, Nd.47 1691 69B TxPDO5*, Nd.27

581 245 RxPDO6*, Nd.5 1136 470 RxPDO8*, Nd.48 1692 69C TxPDO5*, Nd.28

582 246 RxPDO6*, Nd.6 1137 471 RxPDO8*, Nd.49 1693 69D TxPDO5*, Nd.29

583 247 RxPDO6*, Nd.7 1138 472 RxPDO8*, Nd.50 1694 69E TxPDO5*, Nd.30

584 248 RxPDO6*, Nd.8 1139 473 RxPDO8*, Nd.51 1695 69F TxPDO5*, Nd.31

585 249 RxPDO6*, Nd.9 1140 474 RxPDO8*, Nd.52 1696 6A0 TxPDO5*, Nd.32

586 24A RxPDO6*, Nd.10 1141 475 RxPDO8*, Nd.53 1697 6A1 TxPDO5*, Nd.33

587 24B RxPDO6*, Nd.11 1142 476 RxPDO8*, Nd.54 1698 6A2 TxPDO5*, Nd.34

588 24C RxPDO6*, Nd.12 1143 477 RxPDO8*, Nd.55 1699 6A3 TxPDO5*, Nd.35

589 24D RxPDO6*, Nd.13 1144 478 RxPDO8*, Nd.56 1700 6A4 TxPDO5*, Nd.36

590 24E RxPDO6*, Nd.14 1145 479 RxPDO8*, Nd.57 1701 6A5 TxPDO5*, Nd.37

591 24F RxPDO6*, Nd.15 1146 47A RxPDO8*, Nd.58 1702 6A6 TxPDO5*, Nd.38

592 250 RxPDO6*, Nd.16 1147 47B RxPDO8*, Nd.59 1703 6A7 TxPDO5*, Nd.39

593 251 RxPDO6*, Nd.17 1148 47C RxPDO8*, Nd.60 1704 6A8 TxPDO5*, Nd.40

594 252 RxPDO6*, Nd.18 1149 47D RxPDO8*, Nd.61 1705 6A9 TxPDO5*, Nd.41

595 253 RxPDO6*, Nd.19 1150 47E RxPDO8*, Nd.62 1706 6AA TxPDO5*, Nd.42

596 254 RxPDO6*, Nd.20 1151 47F RxPDO8*, Nd.63 1707 6AB TxPDO5*, Nd.43

597 255 RxPDO6*, Nd.21 1153 481 TxPDO4*, Nd.1 1708 6AC TxPDO5*, Nd.44

598 256 RxPDO6*, Nd.22 1154 482 TxPDO4*, Nd.2 1709 6AD TxPDO5*, Nd.45

599 257 RxPDO6*, Nd.23 1155 483 TxPDO4*, Nd.3 1710 6AE TxPDO5*, Nd.46
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600 258 RxPDO6*, Nd.24 1156 484 TxPDO4*, Nd.4 1711 6AF TxPDO5*, Nd.47

601 259 RxPDO6*, Nd.25 1157 485 TxPDO4*, Nd.5 1712 6B0 TxPDO5*, Nd.48

602 25A RxPDO6*, Nd.26 1158 486 TxPDO4*, Nd.6 1713 6B1 TxPDO5*, Nd.49

603 25B RxPDO6*, Nd.27 1159 487 TxPDO4*, Nd.7 1714 6B2 TxPDO5*, Nd.50

604 25C RxPDO6*, Nd.28 1160 488 TxPDO4*, Nd.8 1715 6B3 TxPDO5*, Nd.51

605 25D RxPDO6*, Nd.29 1161 489 TxPDO4*, Nd.9 1716 6B4 TxPDO5*, Nd.52

606 25E RxPDO6*, Nd.30 1162 48A TxPDO4*, Nd.10 1717 6B5 TxPDO5*, Nd.53

607 25F RxPDO6*, Nd.31 1163 48B TxPDO4*, Nd.11 1718 6B6 TxPDO5*, Nd.54

608 260 RxPDO6*, Nd.32 1164 48C TxPDO4*, Nd.12 1719 6B7 TxPDO5*, Nd.55

609 261 RxPDO6*, Nd.33 1165 48D TxPDO4*, Nd.13 1720 6B8 TxPDO5*, Nd.56

610 262 RxPDO6*, Nd.34 1166 48E TxPDO4*, Nd.14 1721 6B9 TxPDO5*, Nd.57

611 263 RxPDO6*, Nd.35 1167 48F TxPDO4*, Nd.15 1722 6BA TxPDO5*, Nd.58

612 264 RxPDO6*, Nd.36 1168 490 TxPDO4*, Nd.16 1723 6BB TxPDO5*, Nd.59

613 265 RxPDO6*, Nd.37 1169 491 TxPDO4*, Nd.17 1724 6BC TxPDO5*, Nd.60

614 266 RxPDO6*, Nd.38 1170 492 TxPDO4*, Nd.18 1725 6BD TxPDO5*, Nd.61

615 267 RxPDO6*, Nd.39 1171 493 TxPDO4*, Nd.19 1726 6BE TxPDO5*, Nd.62

616 268 RxPDO6*, Nd.40 1172 494 TxPDO4*, Nd.20 1727 6BF TxPDO5*, Nd.63

617 269 RxPDO6*, Nd.41 1173 495 TxPDO4*, Nd.21 1729 6C1 TxPDO11*, Nd.1

618 26A RxPDO6*, Nd.42 1174 496 TxPDO4*, Nd.22 1730 6C2 TxPDO11*, Nd.2

619 26B RxPDO6*, Nd.43 1175 497 TxPDO4*, Nd.23 1731 6C3 TxPDO11*, Nd.3

620 26C RxPDO6*, Nd.44 1176 498 TxPDO4*, Nd.24 1732 6C4 TxPDO11*, Nd.4

621 26D RxPDO6*, Nd.45 1177 499 TxPDO4*, Nd.25 1733 6C5 TxPDO11*, Nd.5

622 26E RxPDO6*, Nd.46 1178 49A TxPDO4*, Nd.26 1734 6C6 TxPDO11*, Nd.6

623 26F RxPDO6*, Nd.47 1179 49B TxPDO4*, Nd.27 1735 6C7 TxPDO11*, Nd.7

624 270 RxPDO6*, Nd.48 1180 49C TxPDO4*, Nd.28 1736 6C8 TxPDO11*, Nd.8

625 271 RxPDO6*, Nd.49 1181 49D TxPDO4*, Nd.29 1737 6C9 TxPDO11*, Nd.9

626 272 RxPDO6*, Nd.50 1182 49E TxPDO4*, Nd.30 1738 6CA TxPDO11*, Nd.10

627 273 RxPDO6*, Nd.51 1183 49F TxPDO4*, Nd.31 1739 6CB TxPDO11*, Nd.11

628 274 RxPDO6*, Nd.52 1184 4A0 TxPDO4*, Nd.32 1740 6CC TxPDO11*, Nd.12

629 275 RxPDO6*, Nd.53 1185 4A1 TxPDO4*, Nd.33 1741 6CD TxPDO11*, Nd.13

630 276 RxPDO6*, Nd.54 1186 4A2 TxPDO4*, Nd.34 1742 6CE TxPDO11*, Nd.14

631 277 RxPDO6*, Nd.55 1187 4A3 TxPDO4*, Nd.35 1743 6CF TxPDO11*, Nd.15

632 278 RxPDO6*, Nd.56 1188 4A4 TxPDO4*, Nd.36 1744 6D0 TxPDO11*, Nd.16

633 279 RxPDO6*, Nd.57 1189 4A5 TxPDO4*, Nd.37 1745 6D1 TxPDO11*, Nd.17

634 27A RxPDO6*, Nd.58 1190 4A6 TxPDO4*, Nd.48 1746 6D2 TxPDO11*, Nd.18
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635 27B RxPDO6*, Nd.59 1191 4A7 TxPDO4*, Nd.49 1747 6D3 TxPDO11*, Nd.19

636 27C RxPDO6*, Nd.60 1192 4A8 TxPDO4*, Nd.40 1748 6D4 TxPDO11*, Nd.20

637 27D RxPDO6*, Nd.61 1193 4A9 TxPDO4*, Nd.41 1749 6D5 TxPDO11*, Nd.21

638 27E RxPDO6*, Nd.62 1194 4AA TxPDO4*, Nd.42 1750 6D6 TxPDO11*, Nd.22

639 27F RxPDO6*, Nd.63 1195 4AB TxPDO4*, Nd.43 1751 6D7 TxPDO11*, Nd.23

641 281 TxPDO2, AI, Nd.1 1196 4AC TxPDO4*, Nd.44 1752 6D8 TxPDO11*, Nd.24

642 282 TxPDO2, AI, Nd.2 1197 4AD TxPDO4*, Nd.45 1753 6D9 TxPDO11*, Nd.25

643 283 TxPDO2, AI, Nd.3 1198 4AE TxPDO4*, Nd.46 1754 6DA TxPDO11*, Nd.26

644 284 TxPDO2, AI, Nd.4 1199 4AF TxPDO4*, Nd.47 1755 6DB TxPDO11*, Nd.27

645 285 TxPDO2, AI, Nd.5 1200 4B0 TxPDO4*, Nd.48 1756 6DC TxPDO11*, Nd.28

646 286 TxPDO2, AI, Nd.6 1201 4B1 TxPDO4*, Nd.49 1757 6DD TxPDO11*, Nd.29

647 287 TxPDO2, AI, Nd.7 1202 4B2 TxPDO4*, Nd.50 1758 6DE TxPDO11*, Nd.30

648 288 TxPDO2, AI, Nd.8 1203 4B3 TxPDO4*, Nd.51 1759 6DF TxPDO11*, Nd.31

649 289 TxPDO2, AI, Nd.9 1204 4B4 TxPDO4*, Nd.52 1760 6E0 TxPDO11*, Nd.32

650 28A TxPDO2, AI, Nd.10 1205 4B5 TxPDO4*, Nd.53 1761 6E1 TxPDO11*, Nd.33

651 28B TxPDO2, AI, Nd.11 1206 4B6 TxPDO4*, Nd.54 1762 6E2 TxPDO11*, Nd.34

652 28C TxPDO2, AI, Nd.12 1207 4B7 TxPDO4*, Nd.55 1763 6E3 TxPDO11*, Nd.35

653 28D TxPDO2, AI, Nd.13 1208 4B8 TxPDO4*, Nd.56 1764 6E4 TxPDO11*, Nd.36

654 28E TxPDO2, AI, Nd.14 1209 4B9 TxPDO4*, Nd.57 1765 6E5 TxPDO11*, Nd.37

655 28F TxPDO2, AI, Nd.15 1210 4BA TxPDO4*, Nd.58 1766 6E6 TxPDO11*, Nd.38

656 290 TxPDO2, AI, Nd.16 1211 4BB TxPDO4*, Nd.59 1767 6E7 TxPDO11*, Nd.39

657 291 TxPDO2, AI, Nd.17 1212 4BC TxPDO4*, Nd.60 1768 6E8 TxPDO11*, Nd.40

658 292 TxPDO2, AI, Nd.18 1213 4BD TxPDO4*, Nd.61 1769 6E9 TxPDO11*, Nd.41

659 293 TxPDO2, AI, Nd.19 1214 4BE TxPDO4*, Nd.62 1770 6EA TxPDO11*, Nd.42

660 294 TxPDO2, AI, Nd.20 1215 4BF TxPDO4*, Nd.63 1771 6EB TxPDO11*, Nd.43

661 295 TxPDO2, AI, Nd.21 1217 4C1 TxPDO9*, Nd.1 1772 6EC TxPDO11*, Nd.44

662 296 TxPDO2, AI, Nd.22 1218 4C2 TxPDO9*, Nd.2 1773 6ED TxPDO11*, Nd.45

663 297 TxPDO2, AI, Nd.23 1219 4C3 TxPDO9*, Nd.3 1774 6EE TxPDO11*, Nd.46

664 298 TxPDO2, AI, Nd.24 1220 4C4 TxPDO9*, Nd.4 1775 6EF TxPDO11*, Nd.47

665 299 TxPDO2, AI, Nd.25 1221 4C5 TxPDO9*, Nd.5 1776 6F0 TxPDO11*, Nd.48

666 29A TxPDO2, AI, Nd.26 1222 4C6 TxPDO9*, Nd.6 1777 6F1 TxPDO11*, Nd.49

667 29B TxPDO2, AI, Nd.27 1223 4C7 TxPDO9*, Nd.7 1778 6F2 TxPDO11*, Nd.50

668 29C TxPDO2, AI, Nd.28 1224 4C8 TxPDO9*, Nd.8 1779 6F3 TxPDO11*, Nd.51

669 29D TxPDO2, AI, Nd.29 1225 4C9 TxPDO9*, Nd.9 1780 6F4 TxPDO11*, Nd.52

670 29E TxPDO2, AI, Nd.30 1226 4CA TxPDO9*, Nd.10 1781 6F5 TxPDO11*, Nd.53
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671 29F TxPDO2, AI, Nd.31 1227 4CB TxPDO9*, Nd.11 1782 6F6 TxPDO11*, Nd.54

672 2A0 TxPDO2, AI, Nd.32 1228 4CC TxPDO9*, Nd.12 1783 6F7 TxPDO11*, Nd.55

673 2A1 TxPDO2, AI, Nd.33 1229 4CD TxPDO9*, Nd.13 1784 6F8 TxPDO11*, Nd.56

674 2A2 TxPDO2, AI, Nd.34 1230 4CE TxPDO9*, Nd.14 1785 6F9 TxPDO11*, Nd.57

675 2A3 TxPDO2, AI, Nd.35 1231 4CF TxPDO9*, Nd.15 1786 6FA TxPDO11*, Nd.58

676 2A4 TxPDO2, AI, Nd.36 1232 4D0 TxPDO9*, Nd.16 1787 6FB TxPDO11*, Nd.59

677 2A5 TxPDO2, AI, Nd.37 1233 4D1 TxPDO9*, Nd.17 1788 6FC TxPDO11*, Nd.60

678 2A6 TxPDO2, AI, Nd.38 1234 4D2 TxPDO9*, Nd.18 1789 6FD TxPDO11*, Nd.61

679 2A7 TxPDO2, AI, Nd.39 1235 4D3 TxPDO9*, Nd.19 1790 6FE TxPDO11*, Nd.62

680 2A8 TxPDO2, AI, Nd.40 1236 4D4 TxPDO9*, Nd.20 1791 6FF TxPDO11*, Nd.63

681 2A9 TxPDO2, AI, Nd.41 1237 4D5 TxPDO9*, Nd.21 1793 701 Guarding Nd.1

682 2AA TxPDO2, AI, Nd.42 1238 4D6 TxPDO9*, Nd.22 1794 702 Guarding Nd.2

683 2AB TxPDO2, AI, Nd.43 1239 4D7 TxPDO9*, Nd.23 1795 703 Guarding Nd.3

684 2AC TxPDO2, AI, Nd.44 1240 4D8 TxPDO9*, Nd.24 1796 704 Guarding Nd.4

685 2AD TxPDO2, AI, Nd.45 1241 4D9 TxPDO9*, Nd.25 1797 705 Guarding Nd.5

686 2AE TxPDO2, AI, Nd.46 1242 4DA TxPDO9*, Nd.26 1798 706 Guarding Nd.6

687 2AF TxPDO2, AI, Nd.47 1243 4DB TxPDO9*, Nd.27 1799 707 Guarding Nd.7

688 2B0 TxPDO2, AI, Nd.48 1244 4DC TxPDO9*, Nd.28 1800 708 Guarding Nd.8

689 2B1 TxPDO2, AI, Nd.49 1245 4DD TxPDO9*, Nd.29 1801 709 Guarding Nd.9

690 2B2 TxPDO2, AI, Nd.50 1246 4DE TxPDO9*, Nd.30 1802 70A Guarding Nd.10

691 2B3 TxPDO2, AI, Nd.51 1247 4DF TxPDO9*, Nd.31 1803 70B Guarding Nd.11

692 2B4 TxPDO2, AI, Nd.52 1248 4E0 TxPDO9*, Nd.32 1804 70C Guarding Nd.12

693 2B5 TxPDO2, AI, Nd.53 1249 4E1 TxPDO9*, Nd.33 1805 70D Guarding Nd.13

694 2B6 TxPDO2, AI, Nd.54 1250 4E2 TxPDO9*, Nd.34 1806 70E Guarding Nd.14

695 2B7 TxPDO2, AI, Nd.55 1251 4E3 TxPDO9*, Nd.35 1807 70F Guarding Nd.15

696 2B8 TxPDO2, AI, Nd.56 1252 4E4 TxPDO9*, Nd.36 1808 710 Guarding Nd.16

697 2B9 TxPDO2, AI, Nd.57 1253 4E5 TxPDO9*, Nd.37 1809 711 Guarding Nd.17

698 2BA TxPDO2, AI, Nd.58 1254 4E6 TxPDO9*, Nd.38 1810 712 Guarding Nd.18

699 2BB TxPDO2, AI, Nd.59 1255 4E7 TxPDO9*, Nd.39 1811 713 Guarding Nd.19

700 2BC TxPDO2, AI, Nd.60 1256 4E8 TxPDO9*, Nd.40 1812 714 Guarding Nd.20

701 2BD TxPDO2, AI, Nd.61 1257 4E9 TxPDO9*, Nd.41 1813 715 Guarding Nd.21

702 2BE TxPDO2, AI, Nd.62 1258 4EA TxPDO9*, Nd.42 1814 716 Guarding Nd.22

703 2BF TxPDO2, AI, Nd.63 1259 4EB TxPDO9*, Nd.43 1815 717 Guarding Nd.23

705 2C1 TxPDO7*, Nd.1 1260 4EC TxPDO9*, Nd.44 1816 718 Guarding Nd.24

706 2C2 TxPDO7*, Nd.2 1261 4ED TxPDO9*, Nd.45 1817 719 Guarding Nd.25
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707 2C3 TxPDO7*, Nd.3 1262 4EE TxPDO9*, Nd.46 1818 71A Guarding Nd.26

708 2C4 TxPDO7*, Nd.4 1263 4EF TxPDO9*, Nd.47 1819 71B Guarding Nd.27

709 2C5 TxPDO7*, Nd.5 1264 4F0 TxPDO9*, Nd.48 1820 71C Guarding Nd.28

710 2C6 TxPDO7*, Nd.6 1265 4F1 TxPDO9*, Nd.49 1821 71D Guarding Nd.29

711 2C7 TxPDO7*, Nd.7 1266 4F2 TxPDO9*, Nd.50 1822 71E Guarding Nd.30

712 2C8 TxPDO7*, Nd.8 1267 4F3 TxPDO9*, Nd.51 1823 71F Guarding Nd.31

713 2C9 TxPDO7*, Nd.9 1268 4F4 TxPDO9*, Nd.52 1824 720 Guarding Nd.32

714 2CA TxPDO7*, Nd.10 1269 4F5 TxPDO9*, Nd.53 1825 721 Guarding Nd.33

715 2CB TxPDO7*, Nd.11 1270 4F6 TxPDO9*, Nd.54 1826 722 Guarding Nd.34

716 2CC TxPDO7*, Nd.12 1271 4F7 TxPDO9*, Nd.55 1827 723 Guarding Nd.35

717 2CD TxPDO7*, Nd.13 1272 4F8 TxPDO9*, Nd.56 1828 724 Guarding Nd.36

718 2CE TxPDO7*, Nd.14 1273 4F9 TxPDO9*, Nd.57 1829 725 Guarding Nd.37

719 2CF TxPDO7*, Nd.15 1274 4FA TxPDO9*, Nd.58 1830 726 Guarding Nd.38

720 2D0 TxPDO7*, Nd.16 1275 4FB TxPDO9*, Nd.59 1831 727 Guarding Nd.39

721 2D1 TxPDO7*, Nd.17 1276 4FC TxPDO9*, Nd.60 1832 728 Guarding Nd.40

722 2D2 TxPDO7*, Nd.18 1277 4FD TxPDO9*, Nd.61 1833 729 Guarding Nd.41

723 2D3 TxPDO7*, Nd.19 1278 4FE TxPDO9*, Nd.62 1834 72A Guarding Nd.42

724 2D4 TxPDO7*, Nd.20 1279 4FF TxPDO9*, Nd.63 1835 72B Guarding Nd.43

725 2D5 TxPDO7*, Nd.21 1281 501 RxPDO4*, Nd.1 1836 72C Guarding Nd.44

726 2D6 TxPDO7*, Nd.22 1282 502 RxPDO4*, Nd.2 1837 72D Guarding Nd.45

727 2D7 TxPDO7*, Nd.23 1283 503 RxPDO4*, Nd.3 1838 72E Guarding Nd.46

728 2D8 TxPDO7*, Nd.24 1284 504 RxPDO4*, Nd.4 1839 72F Guarding Nd.47

729 2D9 TxPDO7*, Nd.25 1285 505 RxPDO4*, Nd.5 1840 730 Guarding Nd.48

730 2DA TxPDO7*, Nd.26 1286 506 RxPDO4*, Nd.6 1841 731 Guarding Nd.49

731 2DB TxPDO7*, Nd.27 1287 507 RxPDO4*, Nd.7 1842 732 Guarding Nd.50

732 2DC TxPDO7*, Nd.28 1288 508 RxPDO4*, Nd.8 1843 733 Guarding Nd.51

733 2DD TxPDO7*, Nd.29 1289 509 RxPDO4*, Nd.9 1844 734 Guarding Nd.52

734 2DE TxPDO7*, Nd.30 1290 50A RxPDO4*, Nd.10 1845 735 Guarding Nd.53

735 2DF TxPDO7*, Nd.31 1291 50B RxPDO4*, Nd.11 1846 736 Guarding Nd.54

736 2E0 TxPDO7*, Nd.32 1292 50C RxPDO4*, Nd.12 1847 737 Guarding Nd.55

737 2E1 TxPDO7*, Nd.33 1293 50D RxPDO4*, Nd.13 1848 738 Guarding Nd.56

738 2E2 TxPDO7*, Nd.34 1294 50E RxPDO4*, Nd.14 1849 739 Guarding Nd.57

739 2E3 TxPDO7*, Nd.35 1295 50F RxPDO4*, Nd.15 1850 73A Guarding Nd.58

740 2E4 TxPDO7*, Nd.36 1296 510 RxPDO4*, Nd.16 1851 73B Guarding Nd.59

741 2E5 TxPDO7*, Nd.37 1297 511 RxPDO4*, Nd.17 1852 73C Guarding Nd.60
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742 2E6 TxPDO7*, Nd.38 1298 512 RxPDO4*, Nd.18 1853 73D Guarding Nd.61

743 2E7 TxPDO7*, Nd.39 1299 513 RxPDO4*, Nd.19 1854 73E Guarding Nd.62

744 2E8 TxPDO7*, Nd.40 1300 514 RxPDO4*, Nd.20 1855 73F Guarding Nd.63

745 2E9 TxPDO7*, Nd.41 1301 515 RxPDO4*, Nd.21 1857 741 RxPDO11*, Nd.1

746 2EA TxPDO7*, Nd.42 1302 516 RxPDO4*, Nd.22 1858 742 RxPDO11*, Nd.2

747 2EB TxPDO7*, Nd.43 1303 517 RxPDO4*, Nd.23 1859 743 RxPDO11*, Nd.3

748 2EC TxPDO7*, Nd.44 1304 518 RxPDO4*, Nd.24 1860 744 RxPDO11*, Nd.4

749 2ED TxPDO7*, Nd.45 1305 519 RxPDO4*, Nd.25 1861 745 RxPDO11*, Nd.5

750 2EE TxPDO7*, Nd.46 1306 51A RxPDO4*, Nd.26 1862 746 RxPDO11*, Nd.6

751 2EF TxPDO7*, Nd.47 1307 51B RxPDO4*, Nd.27 1863 747 RxPDO11*, Nd.7

752 2F0 TxPDO7*, Nd.48 1308 51C RxPDO4*, Nd.28 1864 748 RxPDO11*, Nd.8

753 2F1 TxPDO7*, Nd.49 1309 51D RxPDO4*, Nd.29 1865 749 RxPDO11*, Nd.9

754 2F2 TxPDO7*, Nd.50 1310 51E RxPDO4*, Nd.30 1866 74A RxPDO11*, Nd.10

755 2F3 TxPDO7*, Nd.51 1311 51F RxPDO4*, Nd.31 1867 74B RxPDO11*, Nd.11

756 2F4 TxPDO7*, Nd.52 1312 520 RxPDO4*, Nd.32 1868 74C RxPDO11*, Nd.12

757 2F5 TxPDO7*, Nd.53 1313 521 RxPDO4*, Nd.33 1869 74D RxPDO11*, Nd.13

758 2F6 TxPDO7*, Nd.54 1314 522 RxPDO4*, Nd.34 1870 74E RxPDO11*, Nd.14

759 2F7 TxPDO7*, Nd.55 1315 523 RxPDO4*, Nd.35 1871 74F RxPDO11*, Nd.15

760 2F8 TxPDO7*, Nd.56 1316 524 RxPDO4*, Nd.36 1872 750 RxPDO11*, Nd.16

761 2F9 TxPDO7*, Nd.57 1317 525 RxPDO4*, Nd.37 1873 751 RxPDO11*, Nd.17

762 2FA TxPDO7*, Nd.58 1318 526 RxPDO4*, Nd.38 1874 752 RxPDO11*, Nd.18

763 2FB TxPDO7*, Nd.59 1319 527 RxPDO4*, Nd.39 1875 753 RxPDO11*, Nd.19

764 2FC TxPDO7*, Nd.60 1320 528 RxPDO4*, Nd.40 1876 754 RxPDO11*, Nd.20

765 2FD TxPDO7*, Nd.61 1321 529 RxPDO4*, Nd.41 1877 755 RxPDO11*, Nd.21

766 2FE TxPDO7*, Nd.62 1322 52A RxPDO4*, Nd.42 1878 756 RxPDO11*, Nd.22

767 2FF TxPDO7*, Nd.63 1323 52B RxPDO4*, Nd.43 1879 757 RxPDO11*, Nd.23

769 301 RxPDO2, AO, Nd.1 1324 52C RxPDO4*, Nd.44 1880 758 RxPDO11*, Nd.24

770 302 RxPDO2, AO, Nd.2 1325 52D RxPDO4*, Nd.45 1881 759 RxPDO11*, Nd.25

771 303 RxPDO2, AO, Nd.3 1326 52E RxPDO4*, Nd.46 1882 75A RxPDO11*, Nd.26

772 304 RxPDO2, AO, Nd.4 1327 52F RxPDO4*, Nd.47 1883 75B RxPDO11*, Nd.27

773 305 RxPDO2, AO, Nd.5 1328 530 RxPDO4*, Nd.48 1884 75C RxPDO11*, Nd.28

774 306 RxPDO2, AO, Nd.6 1329 531 RxPDO4*, Nd.49 1885 75D RxPDO11*, Nd.29

775 307 RxPDO2, AO, Nd.7 1330 532 RxPDO4*, Nd.50 1886 75E RxPDO11*, Nd.30

776 308 RxPDO2, AO, Nd.8 1331 533 RxPDO4*, Nd.51 1887 75F RxPDO11*, Nd.31

777 309 RxPDO2, AO, Nd.9 1332 534 RxPDO4*, Nd.52 1888 760 RxPDO11*, Nd.32
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778 30A RxPDO2, AO, Nd.10 1333 535 RxPDO4*, Nd.53 1889 761 RxPDO11*, Nd.33

779 30B RxPDO2, AO, Nd.11 1334 536 RxPDO4*, Nd.54 1890 762 RxPDO11*, Nd.34

780 30C RxPDO2, AO, Nd.12 1335 537 RxPDO4*, Nd.55 1891 763 RxPDO11*, Nd.35

781 30D RxPDO2, AO, Nd.13 1336 538 RxPDO4*, Nd.56 1892 764 RxPDO11*, Nd.36

782 30E RxPDO2, AO, Nd.14 1337 539 RxPDO4*, Nd.57 1893 765 RxPDO11*, Nd.37

783 30F RxPDO2, AO, Nd.15 1338 53A RxPDO4*, Nd.58 1894 766 RxPDO11*, Nd.38

784 310 RxPDO2, AO, Nd.16 1339 53B RxPDO4*, Nd.59 1895 767 RxPDO11*, Nd.39

785 311 RxPDO2, AO, Nd.17 1340 53C RxPDO4*, Nd.60 1896 768 RxPDO11*, Nd.40

786 312 RxPDO2, AO, Nd.18 1341 53D RxPDO4*, Nd.61 1897 769 RxPDO11*, Nd.41

787 313 RxPDO2, AO, Nd.19 1342 53E RxPDO4*, Nd.62 1898 76A RxPDO11*, Nd.42

788 314 RxPDO2, AO, Nd.20 1343 53F RxPDO4*, Nd.63 1899 76B RxPDO11*, Nd.43

789 315 RxPDO2, AO, Nd.21 1345 541 RxPDO9*, Nd.1 1900 76C RxPDO11*, Nd.44

790 316 RxPDO2, AO, Nd.22 1346 542 RxPDO9*, Nd.2 1901 76D RxPDO11*, Nd.45

791 317 RxPDO2, AO, Nd.23 1347 543 RxPDO9*, Nd.3 1902 76E RxPDO11*, Nd.46

792 318 RxPDO2, AO, Nd.24 1348 544 RxPDO9*, Nd.4 1903 76F RxPDO11*, Nd.47

793 319 RxPDO2, AO, Nd.25 1349 545 RxPDO9*, Nd.5 1904 770 RxPDO11*, Nd.48

794 31A RxPDO2, AO, Nd.26 1350 546 RxPDO9*, Nd.6 1905 771 RxPDO11*, Nd.49

795 31B RxPDO2, AO, Nd.27 1351 547 RxPDO9*, Nd.7 1906 772 RxPDO11*, Nd.50

796 31C RxPDO2, AO, Nd.28 1352 548 RxPDO9*, Nd.8 1907 773 RxPDO11*, Nd.51

797 31D RxPDO2, AO, Nd.29 1353 549 RxPDO9*, Nd.9 1908 774 RxPDO11*, Nd.52

798 31E RxPDO2, AO, Nd.30 1354 54A RxPDO9*, Nd.10 1909 775 RxPDO11*, Nd.53

799 31F RxPDO2, AO, Nd.31 1355 54B RxPDO9*, Nd.11 1910 776 RxPDO11*, Nd.54

800 320 RxPDO2, AO, Nd.32 1356 54C RxPDO9*, Nd.12 1911 777 RxPDO11*, Nd.55

801 321 RxPDO2, AO, Nd.33 1357 54D RxPDO9*, Nd.13 1912 778 RxPDO11*, Nd.56

802 322 RxPDO2, AO, Nd.34 1358 54E RxPDO9*, Nd.14 1913 779 RxPDO11*, Nd.57

803 323 RxPDO2, AO, Nd.35 1359 54F RxPDO9*, Nd.15 1914 77A RxPDO11*, Nd.58

804 324 RxPDO2, AO, Nd.36 1360 550 RxPDO9*, Nd.16 1915 77B RxPDO11*, Nd.59

805 325 RxPDO2, AO, Nd.37 1361 551 RxPDO9*, Nd.17 1916 77C RxPDO11*, Nd.60

806 326 RxPDO2, AO, Nd.38 1362 552 RxPDO9*, Nd.18 1917 77D RxPDO11*, Nd.61

807 327 RxPDO2, AO, Nd.39 1363 553 RxPDO9*, Nd.19 1918 77E RxPDO11*, Nd.62

808 328 RxPDO2, AO, Nd.40 1364 554 RxPDO9*, Nd.20 1919 77F RxPDO11*, Nd.63

809 329 RxPDO2, AO, Nd.41 1365 555 RxPDO9*, Nd.21 1921 781 RxPDO5*, Nd.1

810 32A RxPDO2, AO, Nd.42 1366 556 RxPDO9*, Nd.22 1922 782 RxPDO5*, Nd.2

811 32B RxPDO2, AO, Nd.43 1367 557 RxPDO9*, Nd.23 1923 783 RxPDO5*, Nd.3

812 32C RxPDO2, AO, Nd.44 1368 558 RxPDO9*, Nd.24 1924 784 RxPDO5*, Nd.4
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813 32D RxPDO2, AO, Nd.45 1369 559 RxPDO9*, Nd.25 1925 785 RxPDO5*, Nd.5

814 32E RxPDO2, AO, Nd.46 1370 55A RxPDO9*, Nd.26 1926 786 RxPDO5*, Nd.6

815 32F RxPDO2, AO, Nd.47 1371 55B RxPDO9*, Nd.27 1927 787 RxPDO5*, Nd.7

816 330 RxPDO2, AO, Nd.48 1372 55C RxPDO9*, Nd.28 1928 788 RxPDO5*, Nd.8

817 331 RxPDO2, AO, Nd.49 1373 55D RxPDO9*, Nd.29 1929 789 RxPDO5*, Nd.9

818 332 RxPDO2, AO, Nd.50 1374 55E RxPDO9*, Nd.30 1930 78A RxPDO5*, Nd.10

819 333 RxPDO2, AO, Nd.51 1375 55F RxPDO9*, Nd.31 1931 78B RxPDO5*, Nd.11

820 334 RxPDO2, AO, Nd.52 1376 560 RxPDO9*, Nd.32 1932 78C RxPDO5*, Nd.12

821 335 RxPDO2, AO, Nd.53 1377 561 RxPDO9*, Nd.33 1933 78D RxPDO5*, Nd.13

822 336 RxPDO2, AO, Nd.54 1378 562 RxPDO9*, Nd.34 1934 78E RxPDO5*, Nd.14

823 337 RxPDO2, AO, Nd.55 1379 563 RxPDO9*, Nd.35 1935 78F RxPDO5*, Nd.15

824 338 RxPDO2, AO, Nd.56 1380 564 RxPDO9*, Nd.36 1936 790 RxPDO5*, Nd.16

825 339 RxPDO2, AO, Nd.57 1381 565 RxPDO9*, Nd.37 1937 791 RxPDO5*, Nd.17

826 33A RxPDO2, AO, Nd.58 1382 566 RxPDO9*, Nd.38 1938 792 RxPDO5*, Nd.18

827 33B RxPDO2, AO, Nd.59 1383 567 RxPDO9*, Nd.39 1939 793 RxPDO5*, Nd.19

828 33C RxPDO2, AO, Nd.60 1384 568 RxPDO9*, Nd.40 1940 794 RxPDO5*, Nd.20

829 33D RxPDO2, AO, Nd.61 1385 569 RxPDO9*, Nd.41 1941 795 RxPDO5*, Nd.21

830 33E RxPDO2, AO, Nd.62 1386 56A RxPDO9*, Nd.42 1942 796 RxPDO5*, Nd.22

831 33F RxPDO2, AO, Nd.63 1387 56B RxPDO9*, Nd.43 1943 797 RxPDO5*, Nd.23

833 341 RxPDO7*, Nd.1 1388 56C RxPDO9*, Nd.44 1944 798 RxPDO5*, Nd.24

834 342 RxPDO7*, Nd.2 1389 56D RxPDO9*, Nd.45 1945 799 RxPDO5*, Nd.25

835 343 RxPDO7*, Nd.3 1390 56E RxPDO9*, Nd.46 1946 79A RxPDO5*, Nd.26

836 344 RxPDO7*, Nd.4 1391 56F RxPDO9*, Nd.47 1947 79B RxPDO5*, Nd.27

837 345 RxPDO7*, Nd.5 1392 570 RxPDO9*, Nd.48 1948 79C RxPDO5*, Nd.28

838 346 RxPDO7*, Nd.6 1393 571 RxPDO9*, Nd.49 1949 79D RxPDO5*, Nd.29

839 347 RxPDO7*, Nd.7 1394 572 RxPDO9*, Nd.50 1950 79E RxPDO5*, Nd.30

840 348 RxPDO7*, Nd.8 1395 573 RxPDO9*, Nd.51 1951 79F RxPDO5*, Nd.31

841 349 RxPDO7*, Nd.9 1396 574 RxPDO9*, Nd.52 1952 7A0 RxPDO5*, Nd.32

842 34A RxPDO7*, Nd.10 1397 575 RxPDO9*, Nd.53 1953 7A1 RxPDO5*, Nd.33

843 34B RxPDO7*, Nd.11 1398 576 RxPDO9*, Nd.54 1954 7A2 RxPDO5*, Nd.34

844 34C RxPDO7*, Nd.12 1399 577 RxPDO9*, Nd.55 1955 7A3 RxPDO5*, Nd.35

845 34D RxPDO7*, Nd.13 1400 578 RxPDO9*, Nd.56 1956 7A4 RxPDO5*, Nd.36

846 34E RxPDO7*, Nd.14 1401 579 RxPDO9*, Nd.57 1957 7A5 RxPDO5*, Nd.37

847 34F RxPDO7*, Nd.15 1402 57A RxPDO9*, Nd.58 1958 7A6 RxPDO5*, Nd.38

848 350 RxPDO7*, Nd.16 1403 57B RxPDO9*, Nd.59 1959 7A7 RxPDO5*, Nd.39
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Appendix 9
9.3 General Operating Conditions

The following conditions must be observed if the components are to function without er-
ror.

Environmental conditions

Operation

The components may not be used without additional protection in the following locations:
m in difficult environments, such as where there are corrosive vapors or gases, or high 

dust levels 

849 351 RxPDO7*, Nd.17 1404 57C RxPDO9*, Nd.60 1960 7A8 RxPDO5*, Nd.40

850 352 RxPDO7*, Nd.18 1405 57D RxPDO9*, Nd.61 1961 7A9 RxPDO5*, Nd.41

851 353 RxPDO7*, Nd.19 1406 57E RxPDO9*, Nd.62 1962 7AA RxPDO5*, Nd.42

852 354 RxPDO7*, Nd.20 1407 57F RxPDO9*, Nd.63 1963 7AB RxPDO5*, Nd.43

853 355 RxPDO7*, Nd.21 1409 581 SDO Tx Nd.1 1964 7AC RxPDO5*, Nd.44

854 356 RxPDO7*, Nd.22 1410 582 SDO Tx Nd.2 1965 7AD RxPDO5*, Nd.45

855 357 RxPDO7*, Nd.23 1411 583 SDO Tx Nd.3 1966 7AE RxPDO5*, Nd.46

856 358 RxPDO7*, Nd.24 1412 584 SDO Tx Nd.4 1967 7AF RxPDO5*, Nd.47

857 359 RxPDO7*, Nd.25 1413 585 SDO Tx Nd.5 1968 7B0 RxPDO5*, Nd.48

858 35A RxPDO7*, Nd.26 1414 586 SDO Tx Nd.6 1969 7B1 RxPDO5*, Nd.49

859 35B RxPDO7*, Nd.27 1415 587 SDO Tx Nd.7 1970 7B2 RxPDO5*, Nd.50

860 35C RxPDO7*, Nd.28 1416 588 SDO Tx Nd.8 1971 7B3 RxPDO5*, Nd.51

861 35D RxPDO7*, Nd.29 1417 589 SDO Tx Nd.9 1972 7B4 RxPDO5*, Nd.52

862 35E RxPDO7*, Nd.30 1418 58A SDO Tx Nd.10 1973 7B5 RxPDO5*, Nd.53

863 35F RxPDO7*, Nd.31 1419 58B SDO Tx Nd.11 1974 7B6 RxPDO5*, Nd.54

864 360 RxPDO7*, Nd.32 1420 58C SDO Tx Nd.12 1975 7B7 RxPDO5*, Nd.55

865 361 RxPDO7*, Nd.33 1421 58D SDO Tx Nd.13 1976 7B8 RxPDO5*, Nd.56

866 362 RxPDO7*, Nd.34 1422 58E SDO Tx Nd.14 1977 7B9 RxPDO5*, Nd.57

867 363 RxPDO7*, Nd.35 1423 58F SDO Tx Nd.15 1978 7BA RxPDO5*, Nd.58

868 364 RxPDO7*, Nd.36 1424 590 SDO Tx Nd.16 1979 7BB RxPDO5*, Nd.59

869 365 RxPDO7*, Nd.37 1425 591 SDO Tx Nd.17 1980 7BC RxPDO5*, Nd.60

870 366 RxPDO7*, Nd.38 1426 592 SDO Tx Nd.18 1981 7BD RxPDO5*, Nd.61

871 367 RxPDO7*, Nd.39 1427 593 SDO Tx Nd.19 1982 7BE RxPDO5*, Nd.62

872 368 RxPDO7*, Nd.40 1428 594 SDO Tx Nd.20 1983 7BF RxPDO5*, Nd.63

873 369 RxPDO7*, Nd.41 1429 595 SDO Tx Nd.21
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General Operating Conditions9.3
m in the presence of high levels of ionizing radiation. 

Transport and storage

Protection classes and types

Condition  Permissible range 

Permissible ambient temperature 
range during operation 

0°C ... +55°C 

Installation position variable 

Vibration resistance conforms to EN 60068-2-6  

Shock resistance conforms to EN 60068-2-27, EN 60068-2-29 

EMC resistance burst conforms to EN 61000-6-2 (EN 50082) 

ESD emission conforms to EN 61000-6-4 (EN 50081) 

Condition  Permissible range 

Permissible ambient temperature 
range during storage 

-25 °C ... +85°C 

Permissible relative humidity 95 %, no condensation 

Free fall up to 1 m in the original packaging 

Condition  Permissible range 

Protection class in accordance with 
IEC 536 (VDE 0106, Part 1) 

A protective conductor connection to the mount-
ing rail is necessary! 

Protection class according to IEC 
529 

IP20 (protection against contact with a standard 
test finger) 

Protection against foreign objects Less than 12 mm in diameter 

Protection against water No protection 
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Appendix 9

9.4 Technical data

Figure 28: CANopen Bus Coupler CK0000

System data CANopen 

Number of I/O points depends on the structure 

Data transfer 
medium 

screened, twisted copper cable, 2 x signal, 1 x ground (recommended) 

Length of the cable 5000 m 2500 m 1000 m 500 m 250 m 100 m 25 m 

Data transfer rate 10 kBaud 20 kBaud 50 kBaud 125 kBaud 
100 kBaud 

250 kBaud 500 kBaud 1000 
kBaud 

Process data operat-
ing modes 

synchronous, cyclical, event-driven (also with event timer), polling 

Technical data CK0000 

Number of Bus Terminals 64 (255 with I/O-Bus extension interface 
KVE000 and KVK000) 

Bus connection Open Style Connector, 5 pin 

Digital peripheral signals 256 inputs/outputs 

Analog peripheral signals 128 inputs/outputs 

Configuration possibility Via configuration software or the controller 

Maximum number of bytes 512 bytes E u. 512 bytes A 
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Technical data9.4
Number of PDOs (CANopen) 16 Rx/16 Tx 

Additional CANopen features life/node guarding, heartbeat, emergency 
object, variables mapping, store/restore 

Bus connection 1 x open style connector, 5-pole, plug included 

Power supply 24 VDC (-15%/+20%) 

Input current 70 mA + (total I/O-Bus current)/4 

320 mA max. 

Starting current approx. 2.5 x continuous current 

Recommended fuse  ≤ 10 A 

I/O-Bus power supply up to 1000 mA 

Power contact voltage 24 V DC max. 

Power contact current load 10 A max. 

Dielectric strength 500 Vrms (power contact / supply voltage) 

Weight approx. 100 g  

Operating temperature 0°C ... +55°C 

Storage temperature -25°C ... +85°C 

Relative humidity 95%, no condensation 

Vibration / shock resistance conforms to EN 60068-2-6 / EN 60068-2-27, EN 
60068-2-29 

EMC resistance burst / ESD conforms to EN 61000-6-2 (EN 50082) / EN 
61000-6-4 (EN 50081) 

Installation pos. variable 

PE for power supply no 

Protect. class IP20 

Technical data CK0000 
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Appendix 9

9.5 Product Code

 
Bezeichnung / Name

 
Type 

Product code  
Art. no.Decimal Hex

CANopen Koppler / Coupler CK0000 5150 0x141E 370880

2 DI DI2000 1002 0x03EA 370882

8 DI DI8000 1408 0x0580 370883

2 DO DO2000 2012 0x07CD 370884

8 DO DO8000 2408 0x0968 370885

2 AI 0-10V AI2010 3062 0x0BF6 370886

4 AI 0-10V AI4010 3464 0x0D88 370887

2 AI 4-20mA AI2420 3052 0x0BEC 370888

4 AI 4-20mA AI4420 3454 0x0D7E 370889

2 AO 0-10V AO2010 4002 0x0FA2 370890

4 AO 0-10V AO4010 4404 0x1134 370891

2 AO 4-20mA AO2420 4022 0x0FB6 370892

4 AO 4-20mA AO4420 4424 0x1148 370893

2 AI PT100 AI2PT0 3202 0x0C82 370894

2 AI Thermoelement / Thermocoupler AI2TE0 3312 0x0CF0 370895

End-Klemme / End Terminal EK0000 9010 0x2332 370896

Einspeiseklemme / Power Supply 24VDC ES0000 9100 0x238C 370897

I/O-Bus Verlängerung / Extension End KVE000 9020 0x233C 370898

I/O-Bus Verlängerung / Extension Coupler KVK000 9050 0x235A 370899

Zählerklemme / Incremental Encoder Inter-
face

ZK0000 5101 0x13ED 370900

Zählerklemme Namur / Up-/Down Counter ZKN000 1501 0x05DD 370901
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Product Code9.5
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Index

A
Address 30
Analog inputs 92, 108

delta function 94
event driven 93
lower limit value 94
transmission behaviour 109
upper limit value 93

Analog outputs 92, 109
Application requirements 47
Assembly, mounting rail 21

B
Baud rate 31, 48
Baumueller Bus Terminal 19
Baumüller 7
Blink code

CAN-ERR 96
I/O-Bus LEDs 98
RUN 97
Rx overflow 97
Tx overflow 97

Boot-up message 37
Bus Coupler 5, 18
Bus Coupler supply 25
Bus length, maximum 27
Bus terminal system 17

C
CAN identifier 41, 108
CAN identifier list 111
CAN topology 27
CAN wiring

test 104
CAN-ERR blink code 96
Carrier Sense Multiple Access 16
Changes to the mapping 70
COB-ID 41
Communication parameter 41

RxPDO 67
TxPDO 73

Communication type
cyclic synchronous 48
event-driven asynchronous 48

Communication types 16
configuration 107
Configuration file 32
Configuration software 33
Consumer heartbeat time 65
Coupler configuration, general 83
Coupler write protection 82
CSMA 16

D
Default identifier 54

manufacture specific 55
Determining the bus loading 49
Device identifier 66
Device model 15
Device name 62
Device type 60
Digital inputs 90, 108
Digital outputs 92, 108
Disassembly, mounting rail 22
Dummy mapping 47

E
Emergency identifier 65
Emergency object 100

structure 100
Error codes

register communication 53
Error frames 103
Error register 60
Error store 61
Event timer 45
Exchange of process data 41

F
Failure monitoring 38
First steps 5

G
Guard time 63
Guarding 32, 110
Guarding identifier 64

H
Hardware configuration 107
Hardware version 62
Heartbeat 32, 40, 110

I
I/O-Bus 17
I/O-Bus configuration 83
Identifiers used 88
Inhibit time 45
Interrupt mask 90
Introduction 5

L
LED operating state 96
Life Guarding 38
Life time factor 63
Load default values 65
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Index
M
Mapping

changes 70
TxPDO 76

Mapping parameter
RxPDO 70

Message exchange 16
Mounting rail 20

N
Network management 35
Network management message 36
Network management telegram 107
Network status 35
Node Guarding 38
Node guarding 110
Node number 63

O
Object directory 49, 57, 58, 78
Operating conditions 127
Operating state 96
Operational 36

P
PDO (Process Data Object) 40
PDO communication type 48
PDO communication types 42

event driven 42
polled 43
synchronised 43

PDO identifier 32
PDO mapping 46
PDO parameterization 47
PDO transmission type 44

acyclic synchronous 44
asynchronous 45
cyclic synchronous 44
only RTR 44

PDOs
activate 87

PE power contact 22
Personnel 13

qualified 13
Plug-in module 5
Potential feed terminals 18
Potential group 26
Potential groups 23
Power contacts 18, 26
Pre-Operational 36
Process Data Objects 40
Process image description 84
Producer heartbeat time 66
Producer-consumer model 40
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Q
Qualified Personnel 13

R
Receive PDOs 40
Register communication 81
Register value

read 81, 85
write 82, 86

Responsibility and liability 13
Rregister communication 85
RUN blink code 97
Rx overflow blink code 97

S
Save parameters 64
SDO (Service Data Objects) 49
SDO error codes 52
SDO telegram 50
Self test 29
Service data objects 49
Signal transit time 16
Software version 63
Special terminals 78
Specialist 13
State transitions 37
Status display 95
Stopped 36

T
Terminal write protection

remove 86
Terminals

identify 82
Terms

Definition 5
Topology 16
Transmission rates 16
Transmit PDOs 40
Trouble Shooting 103
Tx overflow blink code 97

V
Variable mapping 47

W
Warranty and Liability 14
Wiring 23
0000
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All the information in these Operating Instructions is non-binding customer information; it is subject to ongoing further development and is updated on a continuous basis
by our permanent change management system. Note that all the data/numbers/information that are quoted are current values at the time of printing.
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	1 Introduction 5
	2 Basic Safety Instructions 7
	3 CANopen Introduction 15
	4 Assembly and Installation 19
	5 Parameterization and Commissioning 29
	6 CANopen Communication 35
	7 Description of Parameters 57
	8 Diagnostics and Error Handling 95
	9 Appendix 107
	Introduction
	1.1 First Steps
	1.2 Terms Used

	Basic Safety Instructions
	2.1 Hazard information and instructions
	2.1.1 Structure of hazard information
	2.1.2 Hazard advisories that are used
	2.1.2.1 Hazard advisories about injuries to people
	2.1.2.2 Hazard advisories about damage to property
	2.1.2.3 Instruction signs that are used


	2.2 Information signs
	2.3 Legal information
	2.4 Appropriate Use
	2.5 Inappropriate Use
	2.6 Protective equipment
	2.7 Personnel training
	2.8 Safety measures in normal operation
	2.9 Responsibility and liability
	2.9.1 Observing the hazard information and safety instructions
	2.9.2 Danger arising from using this module
	2.9.3 Warranty and Liability


	CANopen Introduction
	3.1 Product
	3.1.1 Device Model
	3.1.2 Communication Types
	3.1.3 Device Profile
	3.1.4 Transmission Rates
	3.1.5 Topology
	3.1.6 Bus access procedures
	3.1.7 Configuration and parameterisation

	3.2 The Bus Terminal System
	3.2.1 Up to 64 Bus Terminals each having 2 I/O channels for each signal form
	3.2.2 Decentralised wiring of each I/O level
	3.2.3 Assembly on standardised C mounting rails
	3.2.4 Modularity
	3.2.5 Display of the channel state
	3.2.6 I/O-Bus
	3.2.7 Potential feed terminals for isolated groups
	3.2.8 Bus Couplers for various fieldbus systems
	3.2.9 The interfaces


	Assembly and Installation
	4.1 Mounting
	4.1.1 Dimensions
	4.1.2 Installation
	4.1.3 Installation of Bus Terminals on C mounting rails

	4.2 Wiring
	4.2.1 Potential Groups, Insulation Testing and PE
	4.2.2 Power Supply
	4.2.3 CANopen Cabling


	Parameterization and Commissioning
	5.1 Start-up Behaviour of the Bus Coupler
	5.2 Address
	5.3 Baud-Rate
	5.4 Configuration
	5.4.1 Overview
	5.4.1.1 PDO Parameters
	5.4.1.2 Heartbeat/Guarding

	5.4.2 Configuration Files
	5.4.3 Configuration Software


	CANopen Communication
	6.1 Protocol Description
	6.1.1 Network Management
	6.1.1.1 Network Status
	6.1.1.2 State Transitions
	6.1.1.3 Boot-up message
	6.1.1.4 Node Monitoring

	6.1.2 Process Data Objects (PDO)
	6.1.2.1 Introduction
	6.1.2.2 Communication parameters

	6.1.3 PDO Mapping
	6.1.4 PDO Parameterization
	6.1.4.1 Consider the Requirements of the Application

	6.1.5 Service Data Objects (SDO)
	6.1.5.1 Protocol

	6.1.6 Identifier Allocation
	6.1.6.1 Default identifier
	6.1.6.2 Manufacture-Specific Default Identifiers for Additional PDOs



	Description of Parameters
	7.1 CANopen Object Directory
	7.1.1 Object Directory - Structure
	7.1.2 Object List
	7.1.3 Objects and Data

	7.2 Register Description

	Diagnostics and Error Handling
	8.1 LEDs
	8.1.1 Overview
	8.1.2 Fieldbus LEDs

	8.2 Emergency Object
	8.3 Trouble Shooting

	Appendix
	9.1 Quick Start for Experienced Users
	9.2 CAN Identifier List
	9.3 General Operating Conditions
	9.4 Technical data
	9.5 Product Code

	Index


<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


